NUMINOS® MOVE DL L

Indoor LED recessed ceiling light black/black 2700K
55° rotating and pivoting

NUMINOS is the best possible coordinated light system
from SLV that combines function, design and technology.
This way, you can experience a thousand lighting design
possibilities with different downlights and spotlights. Also
with the NUMINOS® MOVE DL L recessed ceiling light,
which convinces with the best workmanship and lighting
quality. Ideal for harmonious, modem and space-saving
lighting that directs the accent to objects or the room. The
recessed ceiling light convinces with a power consumption
of 25.41 watts, luminous flux of 2150 lumens, colour tem-
perature of 2700 Kelvin and a colour reproduction index of
90. This means that easy installation is a mere formality.
When to choose NUMINOS from SLV — modular diversity
awaits you.
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TECHNICAL DATA
Itemno.: 1003631
Number of different light outlets 1
ggccndary power/secondary volta- | 700mA
Height 9.5cm
Diameter 16cm
Installation diameter 14.5cm
Installation depth 10.5cm
Net weight 0.54 kg
Gross weight 0.68 kg
IP Code IP 20
Safety class 1}
Impactresistance class K02
Impactresistance 0,2 Joule
Assembly Recessed
Assembly details Ceiling
Wattage 2544 W
Lumen 2150 Im
Colour temperature 2700 Kelvin
Beam angle 556°
Color black
CRI 90
UGR = 22
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