3~ SIGHT MOVE DALI

3 phase system light black 4000K

SIGHT is the modem wall and ceiling light for surface
mounting or busbar. The low glare and the luminous flux of
3100 lumens make the 3-phase system light LED the opti-
mal basic lighting solution. The light made of aluminium
and polymethylacrylate (PMMA) in the colour black and
frosted cuts a professional figure everywhere. In addition,
3~ SIGHT MOVE DAL is also extremely sustainable with
its LED lifespan of 30,000 hours. Experience SIGHT in ac-
tion and convince yourself of a successful lighting experi-
ence.
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TECHNICAL DATA

Itemno.:

1004692

Number of different light outlets

1

Primary nominal voltage

220-240V ~50/60Hz mAN

ggcondary power / secondary volta- | 350mA
Length 45 cm
Width 5.6cm
Height 10.5cm
Net weight 1.242 kg
Gross weight 1.611 kg
IP Code IP 20

Safety class

Assembly details

Track Ceiling, Track Wall

Dimmable Yes
Dimming technology DALI
Wattage 26 W
Lumen 3100 Im
Colour temperature 4000 Kelvin
Beam angle 75°

Color black

CRI 90
LXXBXX data L70B50
Minimum ambient temperature -20°C

www.slvlightingdirect.com - sales@slvlightingdirect.com - 01628 436099




