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Przed uzyciem nalezy uwaznie przeczytac instrukcje obstugi.
Zastrzegamy mozliwosc aktualizacji instrukcii.
Wszelkie aktualizacje lub poprawki nie bedg zgtaszane osobno.
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Bateria wspotpracuje ze wszystkimi falownikami niskonapieciowymi dostepnymi na rynku, ktére obstugujg protokot komunikacyjny Pylontech.

Brand Location Protocol Communication pB,,q Rate Version

mode

. . MPPSOLAR BMS485 Communication
protocol_VISION -MPP SOLAR 20210929 RS489 J600bps -

/ \ Technical speC|f|cat|on Studer BMS
TBB CAN BUS Protocol of TBB Lithium
T8 |s=|Xiamen, Chinal iy 5uis Platorm i 061 _ ooes | I

- VICTRON | mqverenereray | Netherlands | victron energy canbus_bms_protocol _ 500kbps [2021.01.07

Growatt BMS
Shenzhen, CAN 9600bps \V1.08
. rowartt (CNAgI:IVBus -protocol-low-voltage-V1.03 RGA85 =0 Okbgs Vo' 05
LVBMSP t ICANf Solar | rt

lf Shenzhen, | LV Hybrid CAN communication
protocol
. JINLONG Ching SOLIyS 500kbps
Shanghai, CAN-Bus-protocol-PYLON-low-voltage- CAN 9600bps V1.3
PYLONTECH i PTILONTE V1.3-20190301 ° RS485 500kbps
LUXPOWER - Shgﬂiznhaen, luxpowertek battery protocol rs485 v03 RS485 9600bps
VOLTRONIC [-.:; . . . Voltronic Inverter and BMS 485
. POWER - communication protocol 20201208 96000ps
Connect BMS Communication Protocol CAN 9600bps
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No. Location Protocol Comrrnn%r(ljigation Baud Rate Version
Shenzhen, SRNE WOW PACE BMS Modbus
RHRINE Protocol_for RS485 V1.3(2020 -11-24) RS485 9600bps

SOROTEC | gpeyuusgan Shgﬂiznhaen, Suoruide CAN protocol 1.0 500kbps -
DEYE Ningbo,China | RS485-protocol-low-voltage—Deye RS485 9600bps

—

TUES D Shé]r?i%gai’ CAN-Pylon -V1.0 500kbps V1.0.3

e ol L'jl Zhejiang | RS485/CAN-Pylon-3.5 500kbps -




