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Avante Infantia YP2
Infant Incubator

The Avante Infantia YP2 is a cost-effective veterinary 
incubator featuring embedded sensor modules and 
integrated water reservoir. 

Control Range of 
Oxygen Concentration:                    

20%-60%

Indication Range of 
Oxygen Concentration:                           

0%-99%

Humidity                         
Control Range:              
0%RH-99%RH

Humidity                        
Display Range:                     
0%RH-99%RH                

Alarms:                          
Failure, Over-Temperature, 

Temperature Deviation, 
Sensor, Motor Fan Failure,           

Power Failure                       

Control Modes:                        
Air Mode & Baby Mode

Power Requirement:                
AC220-230V/50Hz

FEATURES

SPECIFICATIONS

 � Embedded integrated sensor 
module, integrated water reservoir  
in the drawer

 � Electronic tilting to adjust the  
incline of the bassinet

 � Adjustable Height

 � Multiple failure alarm indications

 � RS-232 connector for data output

 � Low noise DC motor

 � Two control modes: Air mode and 
Baby mode

 � The information can be stored, 
checked and indicated by the LCD 
display screen

 � Humidity and Oxygen concentration 
levels display and servo control system

 � “>37°C” temperature set function

 � Air circulation system with outlets in 
both the front and back

 � X-ray cassette under the bassinet


