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X-ray System
Generator

X-ray Tube

Digital Image Rotation

PreView™ Collimator

Fluoro Mode

Pulsed Fluoro Mode

High Level Pulsed Fluoro

Digital Cine Pulse Mode

Digital Spot Mode

Radiographic Mode

Video Imaging System

AutoTrak™ 
Automatic Brightness Stabilization 
(ABS)

Image I.Q.

Video Camera
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Video Display

ESP Platform

®

   - Delete all

PMCare Platform

Vascular Platform

Additional Features
Other Image Storage Options

Hardcopy Options 

 
User Interface

Electrical 

  9800 Plus     

  
Regulatory Compliance
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 = Standard feature
  = Optional feature

         Blank  =  Feature not available

Description ESP PM Care Vascular
Standard C-arm Assembly with 9”/6”/4.5” (23/15/11cm) I.I.

Standard C-arm Assembly with 12”/9”/6” (31/23/15cm) I.I.

Super C-arm Assembly with 9”/6”/4.5” (23/15/11cm) I.I. 

Rotating Anode X-ray Tube

Tungsten Dual-Leaf Collimator

Iris Collimator

Pulsed Fluoro (up to 8pps)

Digital Subtraction Angiography(DSA)

Roadmapping 

Re-Registration (Pixel Shift)

Variable Landmark

Digital Cine Pulse (15 PPS, Up to 150 mA)

Digital Spot

High Level Pulsed Fluoro (up to 40 mA)

Radiographic Film Mode

1k x 1k x 16 Bit Image Processing

Image I.Q. (Smart Window/Smart Metal)

Measurement Software

Digital Image Rotation

Noise Filtering (Averaging)

Digital Zoom and Roam

Real-time Edge Enhancement

Image Annotation Function

Multi-Purpose Image Directory

X-ray Summary

Static Image Storage 400 400 400

Floppy Disk Drive

8fps Dynamic Disk

15fps Dynamic Disk

9” I.I. (23cm) Laser Aimer/Image Localizer

12” I.I. (31cm) Laser Aimer/Image Localizer

IR Remote Control 

Sony UP-D72XR Instant Film/Paper Printer

Sony UP970 Thermal Printer (prints dose summary)

Sony UP990 Thermal Printer (prints dose summary)

CD/DVD Writer (external)

Two Pedal Footswitch 

MedRad Injector Interface Capability

Room-In-Use Indicator Interface

HIPAA SecureView® 
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9” I.I.
(23cm)

12” I.I.
(31cm)

Super C
9” I.I. (23cm)

Mainframe*
System length 77.8 in (197.6 cm) 81.0 in (205.7 cm) 80.1 in  (203.5 cm)

System height 69.7 in (177.0 cm) 73.8 in (187.5 cm) 71.7 in (182.1 cm)

System width 33.5 in (851 mm) 33.5 in (851 mm) 33.5 in (851 mm)

Weight 610 lbs (277 kg) 660 lbs (299 kg) 630 lbs (286 kg)

C-arm
SID 39.4 in (100.1 cm) 39.4 in (100.1 cm) 39.0 in (991 mm)

Free space in arc 31.5 in (800 mm) 31.5 in (800 mm) 31.0 in (787 mm)

Depth in arc 26.0 in (660 mm) 28.0 in (711 mm) 33.0 in (838 mm)

Orbital rotation 115° (90°/25°) 115° (90°/25°) 145° (90°/55°)

Lateral rotation 360° (180°/180°) 360° (180°/180°) 360° (270°/90°)

180°/90° 180°/90° N/A

Wig/wag 20° 20° 20°

Horizontal travel 8.0 in (203 mm) 8.0 in (203 mm) 8.0 in (203 mm)

Vertical travel 18.0 in (457 mm) 18.0 in (457 mm) 18.0 in (457 mm)

Workstation*
Height 64.25 in (163.2 cm) 64.25 in (163.2 cm) 64.25 in (163.2 cm)

Width 27.25 in (692 mm) 27.25 in (692 mm) 27.25 in (692 mm)

Depth 27.25 in (692 mm) 27.25 in (692 mm) 27.25 in (692 mm)

Weight 450 lbs (204 kg) 450 lbs (204 kg) 450 lbs (204 kg)

Operating Range
Temperature 10° to 35°C 10° to 35°C 10° to 35°C

Humidity 20% - 80% 20% - 80% 20% - 80%

Electrical Service
100V 20 A 20 A 20 A

120V 12 A 12 A 12 A

200, 220V, 230V, 240V 10 A 10 A 10 A

Standard C 9” (23cm) I.I. Standard C 12” (31cm) I.I. Super C 9” (23cm) I.I.

*  System in transport position.      

LR-980081-02 Rev02 9800 Technical Data Sheet Effective Date:06/03/11 
DCN 14321

Page 5 of 6
MASTER IN DOCUMENT CONTROL



1800 Williamson Ct. • Louisville, Kentucky 40223 USA
800-923-8413 • 502-244-6345 • FAX: 502-244-0369

www.dremed.com
www.avantehs.com

Motorized
Super C

9” I.I. (23cm)

Motorized
C-am

12” I.I. (31cm)

Mobile C-arm (12”, 31cm I.I.)

Super C-arm

Mobile C-arm (9”, 23cm I.I.)
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