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 Culoare:

 

Date
Electrical data

Ratings per IEC/EN 60664-1

Nominal voltage (III/3) 500 V 

Rated surge voltage (III/3) 6 kV 

Rated current 16 A 

Connection data

Connection technology CAGE CLAMP®

Solid conductor 0.5 … 2.5 mm² / 20 … 16 AWG

Stranded conductor 0.5 … 1.5 mm² / 20 … 16 AWG

Fine-stranded conductor 0.5 … 2.5 mm² / 20 … 16 AWG

Strip length 9 … 11 mm / 0.35 … 0.43 inch

Total number of connection points 1

Total number of potentials 1

Wiring type Side-entry wiring

Material Data

Color gray

Fire load 0,064 MJ 

Weight 3 g 

Commercial data

Product Group 22 (TOPJOB S)

Packaging type BOX

Country of origin DE

GTIN 4050821322139

Customs tariff number 85366990990

Counterpart
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Testing

Multilevel installation terminal block fitted 
with an N-test plug adapter for insulation 
resistance measurement of the N-potential

Counterpart

Descărcări
Documentation

Additional Information
Technical explanations Apr 3, 2019 pdf

2,1 MB
Descărcare

CAD/CAE-Data

CAE data

WSCAD Universe 2003-500 URL Descărcare

Installation Notes

Familie de produse

TOPJOB® S

TOPJOB® S: In various industrial applications and modern building installations, WAGO's wide and versatile range of rail-
mount terminal blocks provides more than just reliable electrical connections.

Afişare globală produse din familie.

http://www.wago.com/2003-500
https://www.wago.com/ro/d/1435603
https://www.wago.com/ro/d/WSCAD_URLS_2003-500
https://www.wago.com/ro/c/rail-mount-terminal-blocks?f=%3AProduktfamilie_7725%3ATOPJOB%C2%AE+S
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