
TECHNICAL DATAMYRA1
outdoor spike luminaire, single-headed, LED GU10
51mm, IP44, anthracite, 4.5W

With the single-headed, aluminium-made lamp head
MYRA 1, the spot is adjustable. Thanks to its IP44 protec-
tion class, the luminaire is suitable for outdoor use. The lu-
minaire is connected to the 230V mains supply. With the
accessories available such as extension rod, stand base
and earth spikes, the luminaire is freely configurable. Con-
crete anchor sets and hanger bolt sets are available as op-
tional mounting accessories. The MYRA series includes
other wall luminaires as well as display fittings and can
therefore be used universally.

Item no.: 233175

Socket GU10

Lamp LED GU10 51mm

Number of sockets 1

Lamps included 0

Primary nominal voltage 230V ~50Hz mA/V

Tilt range 45 °

Horizontal rotation range 340 °

Length 14.0 cm

Width 7.0 cm

Height 30.5 cm

Net weight 0.759 kg

Gross weight 1.001 kg

IP Code IP 44

Safety class II

Assembly Surface

Assembly details Ground,Ground with Acc.

Wattage 4.5 W

Color anthracite
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Recommended lamp

560122 MASTER LED GU10 , Philips, 3.5W,
40°, 2700K, dimmable

Accessories

228712 CONCRETE ANCHOR , for garden lights

228722 EARTH SPIKE , for garden luminaires, gal-
vanised steel

228752 SCREW SET , stainless steel, M6, incl.
cap nuts, plugs and washers

233145 BASE , for MYRA 2 and HELIA, anthracite

233155 END PIECE/EARTH SPIKE , for MYRA 2
and HELIA, anthracite

233165 EXTENSION ROD , for MYRA 2 and HELI-
A, anthracite

Notes

Last updated  2021-01-22 13:26:41 | Subject to technical changes slv.com | 2/2


