
TECHNICAL DATAADJUST 135
outdoor inground fitting, QPAR51, IP67, square, stain-
less steel 304, partially frosted glass, max. 35W

Walkable, high-voltage recessed ground luminaire with
rectangular stainless steel cover and partially frosted glass
is equipped with a GU10 socket making it compatible with
halogen or LED lamps. Rated IP67, it it suitable for out-
door use. The electrical connection is made directly to
230V mains supply. For simplified mounting, a installation
housing is included. Alternatively to the ground it can also
be used as recessed wall luminaire.

Item no.: 228214

Socket GU10

Lamp QPAR51

Number of sockets 1

Lamps included 0

Primary nominal voltage 230V ~50Hz mA/V

Length 13.5 cm

Width 13.5 cm

Depth 11.5 cm

Installation diameter 12.0 cm

Installation depth 12.0 cm

Net weight 1.217 kg

Gross weight 1.313 kg

IP Code IP 67

Safety class I

Assembly Recessed

Assembly details Ground,Wall

Wattage 35 W

Mechanical loading 5 t
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Recommended lamp

1004972 LED QPAR51 , lightbulb GU10
2700K°

1004973 LED QPAR51 , lightbulb GU10 300K
36°

1004974 LED QPAR51 , lightbulb GU10 4000K
36°

1005078 LED lightbulb QPAR51 , GU10,
3000K, grey

Notes
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