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Instruction for installation and useEN

Инструкция за монтаж и експлоатацияBG

GR Οδηγιεσ για την εγκατασταση και τη χρηση

SLO Navodilo za vgradnjo in uporabo

SK Návod na montáž a používanie

RO Instrucțiune de instalare și utilizare

Uputstvo za ugradnju i upotrebuSRB

Uputstvo za ugradnju i upotrebu

Uputstvo za ugradnju i upotrebu

HR

BIH

MK Упатство за вградување и употреба 

HU Szerelési és kezelési utasítás

Instrukcja instalacji i użytkowaniaPL

Instrução para instalação e usoP

Istruzioni per l'installazione e l'usoIT

Automatic transfer switch EQ1 series (ATS)

BG

GR Ρελέ διακόπτεςισχύος ΕQ1

SLO Zasilno napajanje

SK Automatický prerušovač rezervného napájania EQ1

RO Automat de anclansare EQ1

Automatski prekidač rezervnog napajanja EQ1SRB

Automatski prekidač rezervnog napajanja EQ1

Automatski prekidač rezervnog napajanja EQ1

HR

BIH

MK Алтернативно вклучување на резервата на серијата EQ1

HU EQ1 Átkapcsoló autómatika

Automatyczny przełącznik transferu serii EQ1 (ATS)

P Interruptor automático de transferência série EQ1 (ATS)

PL

Infissi a LEDIT

Автоматично включване на резерва-серия EQ1

EN

























Commands U. O.  /  u.  o. are for emergency voltages and it is not 
desirable / recommended to change!!



Generator's SWITCH ON 
time is fixed and is 

not regulated.

Generator's SWITCH OFF 
time is fixed

and is not regulated.






	Page 1
	Page 2
	Page 3
	Page 4
	Page 5
	Page 6
	Page 7
	Page 8
	Page 9
	Page 10
	Page 11
	Page 12
	Page 13
	Page 14
	Page 15
	Page 16

