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PPPRRRFFFTTTDDDIIIMMMMMM000222 Standards: EN 61347-1:2015, EN 61347-2-13:2014 + A1:2017, EN 55015:2013 + A1:2015, EN 61000-3-2:2014, 
                     EN 61000-3-3:2013, EN 61547:2009

EN
On-off switch and touch dimmer, Ø22 mm, recessed installed close to the aluminum profiles for the LED strips. 
Input voltage 12/24V, maximum current 8A. 
Maximum switched power 96W(12V) or 192W (24V). 
Input cable 2P, 1m long (to driver) and 1m output cable 2P (to LED). Housing of the switch in black polycarbonate.
RO
Întrerupător și dimmer cu atingere, Ø22 mm, montaj în vecinătatea profilele de aluminiu pentru benzi cu LED-uri. 
Tensiune de intrare 12/24V, curent maxim 8A. 
Putere maximă comutată 96W(12V) sau 192W(24V). 
Cablu de intrare 2P cu lungimea de 1m (către alimentator) și cablu de ieșire 2P tot de 1m (către LED). 
Corpul acestuia din policarbonat de culoare neagră. 
IT
Interruttore e dimmer tattile, Ø22 mm, montato da incasso vicino profili in alluminio per strisce a LED. 
Tensione di entrata 12/24V, corrente massima 8A. 
Potenza massima commutata 96W (12V) o 192W (24V). 
Cavo di ingresso 2P (all’alimentatore) lungo da 1m e cavo di uscita 2P (per LED), 1m. 
Corpo in policarbonato nero.
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RECESSED TOUCH SWITCH/DIMMER
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