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Code LED type Power Input voltage LED flux System flux CCT Driver Optics CRI  Weight

70512 WH POWER LED EPISTAR 1x1W 220-240V AC 110 lm 63 lm 3000K Included 90° 80 Ø32 mm 0,11 kg

70312 WH POWER LED EPISTAR 1x1W 220-240V AC 120 lm 67 lm 4000K Included 90° 80 Ø32 mm 0,11 kg

Code LED type Power Input voltage LED flux System flux CCT Driver Optics CRI  Weight

70567 WH COB EPISTAR 1x3W 220-240V AC 310 lm 176 lm 3000K Included 45° 80 Ø57 mm 0,15 kg

70367 WH COB EPISTAR 1x3W 220-240V AC 330 lm 191 lm 4000K Included 45° 80 Ø57 mm 0,15 kg

LΕD
EQUIPPED

LΕD
EQUIPPED

RO

Corpuri de iluminat rotunde, fixe, încastrate, cu 
dispersoare decorative din policarbonat, pentru montaj 
în interior, echipate cu LED-uri de putere.

RO

Corpuri de iluminat rotunde, orientabile, încastrate, 
pentru montaj în interior, echipate cu LED-uri COB.

EN

Round fixed recessed downlights, with decorative 
diffusers in polycarbonate, for interior mounting, 
equipped with power LEDs.

EN

Round adjustable recessed downlights, for interior 
mounting, equipped with COB LEDs.

IT

Faretti rotondi fissi da incasso per interni con 
diffusori decorativi in policarbonato, dotati di LED di 
potenza. 

IT

Faretti rotondi orientabili da incasso per interni, dotati 
di LED COB.
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