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RECESSED DOWNLIGHTS
SPOTURI ÎNCASTRATE
INCASSI

CR 31/32 LED
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Code LED type Power Input voltage LED flux System flux CCT Driver Optics CRI  Weight

CR31

70502 POWER LED EPISTAR 1x1W 220-240V AC 97 lm 53 lm 3000K Included 110° 80 Ø20 mm 0,12 kg

70302 POWER LED EPISTAR 1x1W 220-240V AC 105 lm 58 lm 4000K Included 110° 80 Ø20 mm 0,12 kg

CR32

70503 POWER LED EPISTAR 1x1W 220-240V AC 97 lm 51 lm 3000K Included 110° 80 Ø20 mm 0,12 kg

70303 POWER LED EPISTAR 1x1W 220-240V AC 105 lm 54 lm 4000K Included 110° 80 Ø20 mm 0,12 kg

RO

Spoturi de încastrate echipate cu leduri de putere, 
structură din aluminiu cromat cu dispersor din cristal 
faţetat.

EN

Recessed spots equipped with Power LED, chromed 
aluminum housing, with crystal faceted diffuser.

IT

Incassi fissi dotati LED di potenza, struttura in alluminio 
cromato, diffusore in cristallo sfaccettato.
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RECESSED DOWNLIGHTS
SPOTURI ÎNCASTRATE
INCASSI

CR 33 LED
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Code LED type Power Input voltage LED flux System flux CCT Driver Optics CRI  Weight

70504 POWER LED EPISTAR 5W 220-240V AC 450 lm 244 lm 3000K Included 110° 80 Ø13 mm 0,75 kg

70304 POWER LED EPISTAR 5W 220-240V AC 490 lm 265 lm 4000K Included 110° 80 Ø13 mm 0,75 kg

RO

Set de 10 spoturi de încastrat cu leduri de putere, 
complet echipat cu alimentator și sistem de 
conectare. 

EN

Set of 10 recessed downlights with Power LED, equipped 
with driver and connection system.

IT

Set di 10 faretti da incasso a LED di potenza, 
completamente attrezzati di alimentatore e sistema di 
connessione.
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