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Gama 68 ACS

IP65 range of watertight anclosures from 4 to 72M with smoked transparent door. The main technical
features are: reversible front and back panel, removable frames and panels with windows and detechable
doors with up to 180° opening and lock accessory. The enclosures can be equipped with bipolar and unipolar
terminal blocks, 80 A and 125 A, with screw wiring; they allow to create simple and neat wiring reducing the
set-up time of the enclosure.

Clasa izolatie Il (conform standardelor IEC 61140) Culoare Gri RAL 7035
Dim. exterioare LxHxP (mm) 298x420x140 Clasa de protectie IP 1P65
Putere disipabila (W) 32 CodIK IK09
Tensiune nominala 400V Culoare usa Transparent fumuriu
Nr. module EN 50022 24 Nr. module EN 50022 24 (12X2)
Curent nominal 125 A Glow Test conductori 650 °C
Temperatura de operare -25 +60 °C  Tip de material Fara halogen conform EN 60754-2
Electrocod 0321 Termo-presiune cu bila 70 °C
Accesorii pentru restabilirea izolatiei ~ Capete de suruburi (GW44623) sau console ~ Standard EN 60670-1 (CEI 23-48) IEC60670-24 CEI 23-49
de fixare n rasind (GW44621)
Tensiune izolatie 1000 V conform EN 62208 atat in AC, cat si in DC  Nr. maxim blocuri terminale instalabile 2 x 12 module
DIMENSIONAL
; A B C Dmin E F G H P DOmax FE FF MR | L
M| GVA0 DS (420 (298 (WO TH | 48 | 48 Wr5 25 B0 W2 | B | A 4 | 320 | A
T GNVAWS 50 |88 WD TH | 48 | 48 | WES(T25 B0 | 02 | B | A 4 | 494 | 200
= GW40WT (463 (410 (WD | 75 (48 | 483 B4 D4 T W2 | TR | H 4 | 363 | 3D
5M| GV40DE (655 (410 (WO | TH | 48 | 48 B25 W25 T M2 | B | A 6 | 243 |19
200
T M| GN4DM08 (8T8 410 (BD | Y5 | 48 | 48 | 75| 155 5 m|as | H 6 |3 | 3B
TECHNICAL SYMBOLOGY
EN 61140 B _ EN 62208
Il (conform 1P65 1K09 650 °C Fara halogen 70 °C 1000 V conform EN
standardelor IEC . conform EN 60754-2 62208 atat in AC, cat
61140) -25+60 °C siinDC
STANDARDS/APPROVALS
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