Clasa izolatie

Dim. exterioare LxHxP (mm)
Instalare

Nr. module EN 50022

Standard IEC EN 60670-1; IEC EN 60670-24; NF C 61-910

Electrocod
Bloc terminal faza (mm?)
Bara de Tmpamantare (mm?)

TECHNICAL SYMBOLOGY

L] IP IK
I IP30 IKO7
STANDARDS/APPROVALS

w (€

GEWISS S.p.A. Via A. Volta, 1
24069 Cenate Sotto - Bergamo - Italy
tel. +39 035 94 61 11 fax +39 035 94 69 09

Product Data Sheet
GW40504

Gama 40 CDe

Il Culoare
250x600x93.5 Clasa de protectie IP
Perete Cod IK
52 (13x4) Glow Test conductori
Temperatura de operare
0321 Termo-presiune cu bila
L(1x35)+(5x25) Bloc terminal nul (mm?)
T(8x25)+(48x4)
DIMENSIONAL
{
GWT [ )
=
750 °C 70°C
-25 +60 °C
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Alb RAL 9016
IP30

IK07

750 °C

-25 +60 °C

70 °C
N(1x35)+(5x25)

Data, measures, designs and pictures are shown
only as informative purposes,
and could be changed without previous notice



