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1. DESCRIPTION AND COMPOSITION 

1.1. Columns 1 or 2 compartments  
 nr. 6 530 10/11/12/13/14/15/30/31/33/33/34/35 
 
Range & Characteristics : 
 
. white = RAL 9003 
. black = RAL 9017 
. alu = anodised (no RAL) 
 

 
 

 
 

 

 
1. DESCRIPTION AND COMPOSITION (CONT.) 

1.2. Movable columns 1 or 2 compartments  
 nr 6 530 06/07/08/26/27/28 
 
Range & Characteristics : 
 
. white = RAL 9003 
. black = RAL 9017 
. alu = anodised (no RAL) 
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colour body cover

2,8m to

4,05m

4,05m to 

5,3m

white alu PVC 6 530 10 6 530 13

alu alu alu 6 530 11 6 530 14

black alu PVC 6 530 12 6 530 15

white PVC PVC 6 530 30 6 530 33

alu alu alu 6 530 31 6 530 34

black alu PVC 6 530 32 6 530 35

2 cptD
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ec
t 
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ip
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g 1 cpt 2 

sides

covers

ABS compensation system except

brake which is of steel

steel fixation plate

ABS caps

body

steel fixation plate

ABS caps

Earth link

colour body cover 2m

white alu PVC 6 530 06

alu alu alu 6 530 07

black alu PVC 6 530 08

white alu PVC 6 530 26

alu alu alu 6 530 27

black alu PVC 6 53 028

D
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t 

cl
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in
g 1 cpt 2 

sides

2 cpt

2 covers

Steel fixation plate

steel fixation plate

ABS caps

body

Ovaline flexible sheath length 1,80 m

ABS caps

12 kg metal foot & screwing

Earth link

6 530 10/11/12/13/14/30/31/32/33/34/35 6 530 50/51/52 6 530 06/07/08/26/27/28 
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6 530 

06/07/08/10/11/12/13/14/15/26/27/28/30/31/32/33/34/35/50/51/52/ 

56/66/67/68/75/76/80/81/82/83 - 980979 to 990 

 

  1. DESCRIPTION AND COMPOSITION (CONT.) 

1.3 Columns 4 compartments with telescopic pole  

 nr. 6 530 50/51/52 

 

Range & Characteristics : 

 
. white = RAL 9003 
. black = RAL 9017 
. alu = anodised (no RAL) 
 

 
 

 

 

 

 

 
 

 

2. INSTALLATION  

Installation inside only. 
Be sure to be in accordance with the electrical installation and 
earthing procedures. 
To be used with of Arteor or Mosaic wiring devices. Please 
add the Normaclip accessory : 
 

 
 

Numbers Colour 

6 038 57 white  

6 038 58 aluminium  

6 038 56 black 

 
 
- with anti-pullout and anti-slip system 
- respect of protection class (IP40) 
- perfect finition of junction with covers 
 

 
 
Be sure to follow the installation below : please put 2 sockets 
maxi (4 modules maxi) between 2 Normaclips : 
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colour body cover 3,3m
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white alu PVC 6 530 50

alu alu alu 6 530 51

black alu PVC 6 530 52

2 PVC covers

steel fixation plate

ABS caps

anodised alumium body

ABS caps

steel fixation plate

anodised alumium telescopic pole

4 covers

Earth link
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2. INSTALLATION (CONT.) 

Power supply via cable. 
Be sure to respect the mini cable length or sheath from the 
bottom 
of the column 

 

 
 
 
 
Electricity can be supplied through the floor, via ceiling or via 
raised floor/over floor trunking. 
 

 
 
Installation compatible with over floor trunking  
50x12 number 0 300 92 
and 
75x18 numbers 0 300 88/90/91/93 
and 
92x20 numbers 0 328 00 
 
 
 
 
Except movable columns (nr 6 530 06/07/08/26/27/28), be 
sure to be in accordance with the columns fixation. In order to 
get a safe and lasting installation, columns have to be 
screwed on the floor via the plate 
 

 
 

 
 

 

3. DIMENSIONS (CONT.) 

3.1 Columns 1 or 2 compartments  
 nr. 6 530 10/11/12/13/14/15/30/31/33/33/34/35 
 

 

 
 
 
Mounting holes centers dimensions 
 

For columns  
nr 6 530 

10/11/12/13/14/15 
 

For columns  
nr 6 530 

30/31/32/33/34/35 
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3. DIMENSIONS (CONT.) 

3.2. Movable columns 1 or 2 compartments  
  nr 6 530 06/07/08/26/27/28 

 

 
 

 
Foot space on the floor 

 
 

For columns  
nr 6 530 06/07/08 

 

For columns  
nr 6 530 26/27/28 

 
 

 
 

 

3. DIMENSIONS (CONT.) 

3.3. Columns 4 compartments  
 nr 6 530 50/51/52 
 

 
Mounting holes centers dimensions 

 
For columns 

Nr 6 530 50/51/52 
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4. TECHNICAL CHARACTERISTICS AND STANDARDS 

Classifications:  EN 50085-1 et EN 50085-2-4  
Cable trunking systems and cable ducting systems for electrical installation 
  
6.2 Resistance to impact for installation and application 2J 

6.3 Minimum storage and transport temperature -25°C 

6.3 Minimum installation and application temperature -5°C 

6.3 Maximum application temperature  60°C 

6.4 Resistance to flame propagation Non-flame propagating 

6.5 Electrical continuity characteristic Yes 

6.6 Electrical insulating characteristic without electrical insulating characteristic 

6.7 Degrees of protection provided by enclosure IP 3XD 
Movable cable trunking: IP2X  

6.9 The system access cover retention With a tool 

6.101 Floor treatment dry-treatment of floor 

6.102 resistance to vertical load  Non applicable 

Electrical impedance 5mΩ/m 

Transversal section look at cabling capacity here under 

Protection against mechanical impact IK07 
 
 
 
Reference Cable trunking systems among EN50085-1 et EN50085-2-5 
 

Designation Reference 

1 compartment 6 530 06/08/10/12/13/15 

2 compartments 6 530 26/28/30/32/33/35 

3 compartments 6 530 50/52 

  
 
 
Autres caractéristiques 

RoHS material European directive 2002/95/CE : 27/01/2003 

Product Environmental Profile : available PEP sheet or document 

Coating International standard DIN EN ISO846 
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4. TECHNICAL CHARACTERISTICS AND STANDARDS (CONT.) 

Cabling capacity 
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A B C D E F

Section (mm²) 1440 20 3110 1470 2760 1110

Ø7 mm 16  - 43 18 40 14

Ø9 mm 10  - 26 11 23 8

Ø11 mm 6  - 14 6 14 4

Ovaline kit

mobile column

Column 4

compartments

1 2 3 4 5 6

Ø7 mm 14 16 32 12 12

Ø9 mm 8 12 20 6 6

Ø11 mm 4 6 12 4 4

Ø7 mm 42 26 86 12 12

Ø9 mm 24 14 52 6 6

Ø11 mm 16 8 28 4 4

Ø7 mm 52 12 28

Ø9 mm 32 6 16

Ø11 mm 24 4 8

Ø of

cable

Ø of

cable

Ø of

cable

Ø of

cable

According to the arrival of cables

COLUMN PROFILE

1 COMPARTMENT 2 COMPARTMENTS 4 COMPARTMENTS
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6 530 

06/07/08/10/11/12/13/14/15/26/27/28/30/31/32/33/34/35/50/51/52/ 

56/66/67/68/75/76/80/81/82/83 - 980979 to 990 

 

  

4. TECHNICAL CHARACTERISTICS AND STANDARDS (CONT.) 

Only for movable columns 
Allowed weights for the following accessories : 
 

Accessories Maxi weights allowed 

Shelf nr 6 530 83 15 kg 

Support for fixing TV screen10-26 inch nr 6 530 81 15 kg 

Support for fixing TV screen 26-42 inch nr 6 530 82 30 kg 

 
 

  NO 

 

YES 
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5. ACCESSORIES 

5.1 Junction for false ceiling nr 6 530 76  
  for movable columns  
  
 

 
 

 

This junction allows one perfect finishing of the connection 
between the column and the false ceiling. In order to get a 
perfect integration, it is necessary to make a hole in the false 
ceiling. 
 

 
 

 

 

Material : ABS and PETG 
 

 

5. ACCESSORIES (CONT .) 

5.2 Finishing kit for telescopic pole for 1 or 2 compartments 
columns nr 6 530 66/67/68 

 

This kit allows an aesthetic finishing of telescopic pole, of the 
cable leading down and its height adjustement at the top of the 
column. 
 
Consists of 2 PVC covers and a base 
 
3 Colours : 
6 530 66   white finish 
6 530 67   grey finish 
6 530 68   black finish 

 

 

 
 

Material :  
 - covers : PVC 
 - base : ABS 
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5. ACCESSORIES (CONT .) 

5.3 Flexible Ovaline kit nr 6 530 56 for telescopic pole 
finishing kit  

 
This 1 m length accessory allows one aesthetic horizontal 
connection between the column and cable trays.  
To fix on the column. 

     

 
Material :  
 - Flexible Ovaline : Polypropylène 
 - Connection accessories : ABS 
  
5.4 Separation partition nr 6 038 07 

 

For 2 and 4 compartments snap-on mini-columns. It allows 
the separation in a same compartment, between power and 
data cables. 

 
 
 
 
Matière : ?? 
 

 

5. ACCESSORIES (CONT .) 

5.5 Supports for rail equipment  

 

Numbers Colour 

0 310 69 white  

0 307 87 aluminium  

6 530 75 black 

 

For mounting equipment (such as MCBs) on mini-

columns. To be used with two 0.5 module spacing units cat.  

Nr 4 063 07  

Capacity : 1 module 

Equipped with protective cover to prevent unwanted triggering 

 

Material : ABS (back part) + PC (front part) 

 

 

5.6 90° Adaptor nr 6 530 079 

Adaptor for mounting Arteor or Mosaic wiring accessories 

horizontally via 90° rotation  

2 modules 
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5. ACCESSORIES (CONT .) 

5.7 Support for fixing TV 

 

5.7.1 Support nr 6 530 81 for fixing TV 10-26 inch /25-66 
cm (VESA 75x75 – 100x100)  

 

Allowed maximum weight : 15 kgs   
Material : Metal 
 

 

5.7.2 Support nr 6 530 82 for fixing TV 26-42 inch/66-107 
cm (VESA 200x100 – 200x200)  

 
Lateral orientation : 45° right – 45° left 
Top and down : 15° 
 
Allowed maximum weight : 30 kgs  
Material : Metal 
 

 
 

5.8 Panel indicator nr 6 530 80 

 

This simple and aesthetic accessory allows you to slide in any 
information.  

  
 

 

5. ACCESSORIES (CONT .) 

Attention !! This accessory is not made for replacing one  
urgence emergency lighting luminaire and should not be 
considered as one. 
 
Panel indicator dimension : 150 x150 mm 
Material : Alu + glass 
 
 
 
5.9 White shelf nr 6 530 83 

 
 

 

 

 

 

 
Dimensions : 380 x 300 x 12 mm 
 
Allowed maximum weight : 15 kg  
 
Material :  
 - shelf = Corian© (cf  §6.1) 
 - mounting bracket = steel 

 
 
 

5.10 Earth link nr 0 111 88 

 

 
 

Allows earth link for the mini-columns 

(20 pcs/nr) 
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6. CORIAN 

6.1. Characteristics 
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6. CORIAN (CONT.) 

6.2. Cleaning 
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6. CORIAN (CONT.) 

6.2. Cleaning 
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6. CORIAN (CONT.) 

6.2. Cleaning 
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7. SPARE PARTS 
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6 530 06 6 530 10 6 530 13 980982

6 530 07 6 530 11 6 530 14 980983

6 530 08 6 530 12 6 530 15 980984

6 530 26 6 530 30 6 530 33 980985

6 530 27 6 530 31 6 530 34 980986

6 530 28 6 530 32 6 530 35 980987

6 530 50 980988

6 530 51 980989

6 530 52 980990

SPARE PARTS

4 cpt

COLUMNS

Upper & lower caps               

(2 parts)      
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Lower cap

Upper cap
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6 530 50 980979

6 530 51 980980

6 530 52 980981
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COLUMNS

Telescopic pole cap          

(2 parts)
Telescopic pole cap 


