


Anschlussbeispiel:                                     

                                     

zur Einstellung der Leuchtenadresse 

1*
2*
3
4

N/-
L/+

MLU400 / MT400 

Anschluss an das
Notlichtgerät LA / +

NA / -

Leuchtmittel 4-14 Watt

Drehcodierschalter

Stromkreis auf
Dauerschaltung - DS

N
L Schaltspannung

(Netz Unterverteilung)

zum Schalten
der Notleuchten
im Netzbetrieb

 N
 L'

     DIP-Schalter
S1 Netzüberwachung (MT400)
S2 DS / BS Funktion (MT400)
S3 Leuchtencodierung 

N
L

1
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3

zu überwachende 
Netzspannung
(Netz Unterverteilung) 
230V / ACN

L

MT400

MT400

*) kurze Leitung (short wire)

Technische Daten:                                            Abmessungen:
                                                                    

U AC Eingang:        230V 50Hz +/-20% 
U DC Eingang:        180-300V 
U Schalt.:         230V 50Hz +/-20% 
U Netzüberwachung:        230V 50Hz +/-15% 
Anschlussleistung :     4-14W  
ta:          -10…+40°C 
s SIBE – MLU/MT400:       max. 500m 
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Dimensions (in mm):
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Connection example:

Connection to the  
emergency lighting unit 

Continuously  
switched circuit 

For switching the  
emergency lights during 
mains operation

Mains voltage to be monitored 
(Mains, sub-distribution)
230V / AC

Switching current 
(Mains, sub-distribution)

Rotary coding switch  
for setting lamp address

*) short wire

illuminant 4 - 14W

DIP switches
S1 Mains monitoring (MT400)
S2 Continuous / stand-by switching function (MT400)
S3 Lamp coding


