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Hinweis zum Dokument 

Diese Bedienungsanleitung unterliegt keinem Änderungsdienst. Die 
letztgültige Version dieser Anleitung finden Sie unter www.ekey.net.  
 

 
Lieferumfang: 

Art. Nr. 101 372 ekey Abdeckung UP ED 
1 Stk. Tragring mit 

Dichtung 
1 Stk.Rahmen Edel-
stahl mit Dichtung 

Montageanleitung Schrauben 
2Stk. M3 x 12 

   

 

 
Bestimmungsgemäßer Gebrauch 

Der ekey Abdeckung UP IP64 dient zum Einbau des ekey Fingerscanner 
UP im ungeschützten Außenbereich und garantiert bei ordnungsgemä-
ßem Einbau eine Schutzart von IP64. 
 

Abmessungen 

72mm x 72mm x 6,5mm 
 
 
 
 
 

 

 
Montage 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

(1) Setzen Sie eine Unterputzdose lt. Montageanleitung für den ekey 
Fingerscanner UP.  

(2) Sorgen Sie dafür, dass rund um die Unterputzdose fest und plan 
verputzt ist. Die Körnung des Putzes darf maximal 2mm betra-
gen. 

(3) Montieren Sie den Tragring mit 2 Schrauben (nicht im Lieferum-
fang!) an der Unterputz-Dose. 

(4) Nach Herstellung der elektrischen Verbindung am Fingerscanner 
(ausschließlich durch Fachpersonal erlaubt!) montieren Sie den 
Fingerscanner am Tragring, mittels der mit dem Fingerscanner 
mitgelieferten Schrauben (M3 x 12). 

(5) Schieben Sie abschließend den Rahmen über den Fingerscanner 
bis dieser fest am Tragring sitzt und die Fingerführung des Fin-
gerscanners durch die Ausnehmung des Rahmens ragt. 

 

 
 
 
 Rand der Fingerführung 

muss mit der Rahmenfront 
plan abschließen bzw.  

diese überragen! 

 
ekey biometric systems GmbH 
Lunzerstraße 89 
A- 4030 Linz 
www.ekey.net 

Optische und technische Änderungen, Satz- und Druckfehler bleiben vorbehalten!  
ID5: 801549: Version 1 vom 22.9.2011 

Mauerwerk mit 
Putz - maximale 
Körnung 2mm 

Rahmen Fingerscanner 
ekey FS UP I 

Tragring 

Unterputz-
Dose 



ekey OM ST frame 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
Note about this document 

This User Guide is not subject to updating. You can find the latest ver-
sion of this User Guide on www.ekey.net. Subject to optical and tech-
nical modifications, any liability for misprints excluded. 
 
Scope of supply: 

Item # 101 372 ekey OM ST frame 
1 pc. mounting 

bracket with gasket 
1 pc. stainless steel 
frame with gasket 

Mounting instructions Screws 
2pcs. M3 x 12 

   

 

 
Intended purpose 

The ekey OM ST frame makes it possible to install the ekey OM finger 
scanner in exposed outdoor locations and guarantees, if mounted cor-
rectly, a protection class of IP64. 
 

Dimensions 

72mm x 72mm x 6.5mm 
 
 
 
 
 
 

 
 

 
Mounting 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

(1) Install the gang box as described in the ekey Finger scanner OM 
mounting instructions. 

(2) See to it that the surface around the gang box is plastered neatly 
and evenly. The maximum graining may not exceed 2mm. 

(3) Mount the mounting bracket with 2 screws onto the gang box. 
(4) After having connected the finger scanner to the mains (only to 

be done by a qualified technician), mount the finger scanner onto 
the mounting bracket using the screws supplied together with 
the finger scanner (M3 x 12). 

(5) Finally, slide the frame onto the finger scanner until it is totally 
engaged and the finger scanner finger-swiping area fits exactly 
into the opening in the frame. 

 

 
 
 
 
 

The finger-swipe area 
edges muss fit evenly into 
the frame front side or 

overlap it!  
ekey biometric systems GmbH 
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www.ekey.net 

Frame 

ekey FS OM I 
finger scanner 

Mounting 
bracket 

Gang box 
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