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Technical data: 
 

 

▪ Nominal voltage: 230V/ 50-60Hz 

▪ Power: 7W; 66W; 72W; 108W;  

▪ Colour temperature: 3000K;  

▪ LED source: Epistar SMD2835 

▪ Colour: Matt white 

▪ Material: Aluminium & acrylic & silicon 

▪ Switch on/off >15 000 

▪ Protection against dust and moisture: IP40 
 

 

Features: 
 

 

▪ Safe, low-voltage function 

▪ Even room lighting 

▪ Low energy consumption 

▪ Instant lighting with maximum luminous flux 

▪ Environmentally Friendly – does not emit Mercury and Lead (by RoHS Directive) 

▪ No ultraviolet and infrared rays 
 

 

Area of application: 
 

 

▪ Residential Buildings 

▪ Commercial Buildings 

▪ Hotels 

▪ Restaurants 
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Variants and Dimensions: 
 

 

 

 

Description Watt Whole 
fixture 
lumens 

Colour 
temp. 

Colour 
body 

Size 
(mm) 

Catalogue 
number 

 (W) (lm) (K)  Width/Diameter Length Height  

Ceiling lamp 7 490 3000 mat white 100 100 75 955AZZAR7 

 

 

 

 

Description Watt Whole 
fixture 
lumens 

Colour 
temp. 

Colour 
body 

Size 
(mm) 

Catalogue 
number 

 (W) (lm) (K)  Width/Diameter Length Height  

Chandelier 66 4950 3000 mat white 580 580 140 955AZZAR66 

 

 

 

 

 

Description Watt Whole 
fixture 
lumens 

Colour 
temp. 

Colour 
body 

Size 
(mm) 

Catalogue 
number 

 (W) (lm) (K)  Width/Diameter Length Height  

Pendant 156 11700 3000 mat white 700 - 1200 955JOSEY156P 
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Description Watt Whole 
fixture 
lumens 

Colour 
temp. 

Colour 
body 

Size 
(mm) 

Catalogue 
number 

 (W) (lm) (K)  Width/Diameter Length Height  

Chandelier 192 13824 3000 mat white 600 600 220 955JOSEY192 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 EN 55015 ● EN 61000-3-2 ● EN 61000-3-3 ● EN 61547 ● EN 61347-1 ● EN 61347-2-13 ● EN 13032-4 


