
LED SPOTLIGHTS IP65 GSL1 SERIES 

 

 

 

 

 

 

   

 

    

 

 

 

 

 

 

 

 

 

 

GENERAL INFORMATION » 

 Rated voltage: 220-240V/ 50-60Hz 

 Power: 10W; 20W; 30W 

 Driver: non-isolated driver 

 Led chip: SMD 

 Colour temperature: 3000K; 4000K 

 Average life: 30 000 hours 

 Switch on/off: >20 000 

 Colour body: Grey 

 Material: Aluminium 

 Beam angle: 24˚ 

 CRI: Ra≥80 

 Power factor: 0.5 

 Protection level against moisture and dust: IP65 

 

 

FEATURES » 

 Environmentally friendly - no mercury and lead 

 UV-rays stabilized, rust and corrosion-free. 

 Safety, low voltage operation 

 Low power consumption 

 Instant light with maximum luminous flux 

 Resistant to shock and vibration-free body 

 High degree of protection 

 Lightweight construction 

 Suitable for outdoor use 

 Additional, aesthetic, spectacular, architectural 

lighting for gardens, parks, yard or other outdoor 

spaces 
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TECHNICAL SPECIFICATION SHEET 

 

 

PRODUCT DETAILS » 

 

Catalogue number Type Watt 
(W) 

Whole 
fixture 
lumens 

 (lm) 

Colour 
temp. (K) 

Width 
(mm) 

Height 
(mm) 

Material Colour 
 body 

96GSL1/1024220W Spot light 10 900 3000 95 245 Aluminum Grey 

96GSL1/1024220 Spot light 10 900 4000 95 245 Aluminum Grey 

96GSL1/2024220W Spot light 20 1450 3000 115 245 Aluminum Grey 

96GSL1/2024220 Spot light 20 1450 4000 115 245 Aluminum Grey 

96GSL1/3024220W Spot light 30 2500 3000 150 245 Aluminum Grey 

96GSL1/3024220 Spot light 30 2500 4000 150 245 Aluminum Grey 

 

 

 

ADDITIONAL INFORMATION » 

 

 

 

 

 

 

Catalogue  
number 

Barcode Packing/Box  
(pcs) 

96GSL1/1024220W 3800131251916 1 

96GSL1/1024220 3800131249579 1 

96GSL1/2024220W 3800131251923 1 

96GSL1/2024220 3800131249586 1 

96GSL1/3024220W 3800131251930 1 

96GSL1/3024220 3800131249593 1 
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