
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

FACADE LIGHTING 

FIXTURE 

GRF109 
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Technical data: 
 

 

▪ Rated voltage: 230V / 50Hz 

▪ Lamp power: 70W; 150W 

▪ Light source: metal halide lamp 

▪ Lamp holder: R7s 

▪ Operation: control gear 

▪ Housing: plastic 

▪ Diffuser: aluminum ring with heat-

resistant glass  

▪ Reflector: matt aluminum 

▪ Installation: ground recessed 

mounting 

▪ Capacity: 20 tons 

▪ Dust and humidity protection level: 

IP67 

▪ Protection against electric shock: I 

▪ Surface requirements: Class F 

 

Area of application: 
 

 

▪ Parks 

▪ Playgrounds 

▪ Parking space 

▪ Illumination of facades 

 

Variants and Dimensions: 
 

 

 

 

 

 

 

 

Model Watt Lamp Size (mm Colour Current 
(A) 

Ballast Catalogue 
number    

L1 L2 W W1 Ø 
    

GRF109 70W MHL 280 270 200 260 185 satin nickel 0,95 magnetic 96GRF109/70F 

GRF109 150W MHL 280 270 200 260 185 satin nickel 1,8 magnetic 96GRF109/150F 

GRF109 70W  - 280 270 200 260 185 satin nickel   empty fixture 96GRF109/70 

GRF109 150W  - 280 270 200 260 185 satin nickel   empty fixture 96GRF109/150 
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Packing: 
 

 

 

Catalogue 
number 

Barcodes Packing 
 (pcs) 

   

96GRF109/70F 3800131190918 4 

96GRF109/150F 3800131190925 4 

96GRF109/70 3800131167996 4 

96GRF109/150 3800131163097 4 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


