
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

WATERPROOF 
TERMINAL BOX 
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Product details: 
 

▪ Can be installed Horizontal and Vertical as external junction box to hide electrical connections. 

▪ It is used to install Outdoor lamps and lanterns connection. 

▪ Can easily be installed under the ground.  

▪ Gives full protection of the cable line. 

▪ Made of high quality plastic, it will not crack or fade in Sunlight, durable for years use. 

▪ Wiring is easy to operate, more convenient and safer. 

 

 

Variants: 
 

 

TERMINAL BOX IP44: 

 

 

▪ Material: PC 

▪ Voltage: 450V 

▪ Rated current: 6A 

▪ Wiring Capacity: 0.5-4.0mm2 

 

Type Section of  
the conductor 

(mm²) 

Rated 
current 

(A) 

Voltage 
(V) 

Material Catalogue 
number 

TERMINAL BOX IP44 0.5-4.0 6 450 Polycarbonate 31071 
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TERMINAL BOX IP65 

 

 

▪ Material: Polypropylene 94-V2 grade 

▪ Sunscreen Rating: Sun Protection(UV) 

▪ Voltage: 450V 

▪ Rated current: 10A 

▪ Terminal Blocks: 3p screw type 

▪ Metal Part: Plated Brass/Steel Spring 

▪ Wiring Capacity: 0.5-2.5mm2 

▪ Cat. Number: 31070 

 

 

Type Section of  
the conductor 

(mm²) 

Rated 
current 

(A) 

Voltage 
(V) 

Material Catalogue 
number 

TERMINAL BOX IP65 0.5-2.5 10 450 Polycarbonate 31070 

 

 

 

 

Barcodes: 
 

 

3800131214461 31070 

3800131214454 31071 
 

 

EN 60670-1 ● EN 60670-22 


