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Technical data: 
 

 

▪ Rated voltage: 230V; 50-60Hz   

▪ Power: 8W;  

▪ Colour temperature: 3500K; 

▪ LED source: SMD 2835 

▪ Lamp holder: E27 

▪ Beam angle: 180˚;  

▪ Colour rendering index: Ra≥80   

▪ Switch on/off: >20 000 

▪ Average life: 25 000h 

▪ Dimmable 

▪ Protection degree: IP20 

 

Features: 
 

 

▪ The Mosquito repellent light produces a yellowish light with a wavelength of 530-580 nm which 

is not preferred by mosquitoes. 

▪ Easy installation, screws into socket just like any other bulb. 

▪ No smell;  

▪ No noise  

▪ No flicker  

▪ No UV  

▪ Frendly to eyes 

▪ Dimmable from 0 to 100 % 

▪ Low power consumption 

▪ Instant-on light. 
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Area of application: 
 

 

 

▪ General illumination  

▪ Bedroom 

▪ Basement 

▪ Hallway 

▪ Stairs 

▪ Restaurants 

▪ Outdoor applications only in suitable luminaires   

 

 

 

Variants and Dimensions: 
 

 

 

 

 

 

 

 

 

Usage Watt LED lamp 
lumens 

Colour 
temp. 

Beam 
angle 

Size 
(mm) 

Catalogue 
number 

 (W) (lm) (K)  Length Diameter  

        

Mosquito 8 780 3500 180˚ 105 60 99LED8M 
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Barcodes: 
 

 

99LED8M 3800131217233 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

EN 55015 ● EN 61000-3-2 ● EN 61000-3-3 ● EN 61547 ● EN 62560 ● EN 13032-4 ● EN 50581:2012 


