
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

HIGH EFFICIENCY  

LED STRIP 
GENERAL INFORMATION » 

 Power consumption: 9.6W/m 

 Luminous efficiency: 1920lm/m, 200lm/W 

 Number of LEDs: 72pcs/m 

 Colour of light: warm white; neutral white; cold 

white 

 LED type: SMD 5630 

 Length: 5m/reel 

 Beam angle: 120˚ 

 Average lifetime: 30 000h 

 LED strip width: 10mm 

 With self-adhesive tape 

 Protection against dust and moisture: IP20 

 

FEATURES » 

 High efficiency 

 Flexible & easy installation 

 Low energy consumption 

 Mercury free 

 Correct operation even at low temperature 

 Instant-on light 

 Long lifetime 

 

AREAS OF APPLICATION » 

 Architectural decorative lighting 

 Path & Contour Marking 

 Auditorium walkway lighting 

 Stairway accent lighting 

 Backlighting for signage letters 

 Indoor lighting and signs 
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TECHNICAL SPECIFICATION SHEET 

 

PRODUCT DETAILS » 

 

 

Catalogue 
number 

Model LEDs 
(pcs/m) 

Watts / 
meter 

Colour 
temp. (K) 

Colour of 
light 

Protectio
n rating 

99LED982WW LED-5630-WW 72pcs/m 9.6W/m 3000 warm white IP20 

99LED982 LED-5630-W 72pcs/m 9.6W/m 4000 neutral white IP20 

99LED982CW LED-5630-CW 72pcs/m 9.6W/m 6500 cold white IP20 

 

 
 

 

 

 

 

 

 

 

 

 

 

   ADDITIONAL INFORMATION » 

Catalogue  
number 

Packing/Box 
(pcs) 

99LED982WW 5/100 

99LED982 5/100 

99LED982CW 5/100 
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