
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MAGNETIC SCREWDRIVER 
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www.elmarkholding.eu  
 

Features & Benefits: 
 

▪ Chrome-vanadium blade 

▪ Black magnetic tip 

▪ Ergonomic comfort grip handle 

▪ Long operating life 

▪ Repairing of electrical installations 

▪ For low voltage networks 

 

 

Variants: 
 

▪ MAGNETIC SCREWDRIVER- SLOTTED 

 

 

 

 

 

Type Size  
(mm) 

Packing  
(pcs) / carton 

Catalogue number 

SCREWDRIVER 6x38 6 / 36 598070 

SCREWDRIVER 3x75 6 / 36 598071 

SCREWDRIVER 3x100 6 / 36 598072 

SCREWDRIVER 4x100 6 / 36 598073 

SCREWDRIVER 5x75 6 / 36 598074 

SCREWDRIVER 5x100 6 / 36 598075 

SCREWDRIVER 5x150 6 / 36 598076 

SCREWDRIVER 6x100 6 / 36 598077 

SCREWDRIVER 6x150 6 / 36 598078 

SCREWDRIVER 6x200 6 / 36 598079 

 

 

 



TECHNICAL SPECIFICATION  

INSTALLATION- HAND TOOLS 

www.elmarkholding.eu  
 

 

▪ MAGNETIC SCREWDRIVER- PH 

 

 

 

 

 

Type Size  
(mm) 

Packing  
(pcs) / carton 

Catalogue number 

SCREWDRIVER PH2x38 6 / 36 598080 

SCREWDRIVER PH0x75 6 / 36 598081 

SCREWDRIVER PH0x100 6 / 36 598082 

SCREWDRIVER PH1x75 6 / 36 598083 

SCREWDRIVER PH1x100 6 / 36 598084 

SCREWDRIVER PH1x150 6 / 36 598085 

SCREWDRIVER PH2x200 6 / 36 598086 

SCREWDRIVER PH2x150 6 / 36 598087 

SCREWDRIVER PH3x150 6 / 36 598088 

 

 

▪ MAGNETIC SCREWDRIVER- PH 

 

 

 

 

 

Type Size  
(mm) 

Packing  
(pcs) / carton 

Catalogue number 

SCREWDRIVER PZ2x38 6 / 36 598089 

SCREWDRIVER PZ0x75 6 / 36 598090 

SCREWDRIVER PZ1x100 6 / 36 598091 

SCREWDRIVER PZ2x100 6 / 36 598092 

SCREWDRIVER PZ3x150 6 / 36 598093 
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Safety precautions: 
 

▪ Safety precautions 

▪ When working under voltage it is recommended to use dielectric carpet and gloves 

▪ Avoid contact with water during working 

▪ Always check with a voltage tester before touching uninsulated surfaces and elements which 

could be under voltage 

▪ Check the instrument for damages before start working with it. If finding a damage, the 

instrument should not be used 

   Standard: EN 60900 

 


