
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

WATERPROOF  

SWITCHES AND SOCKETS 
IP65 



TECHNICAL SPECIFICATION  

WATERPROOF SWITCHES AND SOCKETS 

www.elmarkholding.eu  
 

Suitable for: 
 

▪ Outdoor areas 

▪ Moist or dusty premises 

▪ Gardens 

▪ Factories 

▪ Industrial premises 

 

Variants: 
 

SOCKET OUTLETS 

▪ Rated current (A): 16A 

▪ Colour: White; 

▪ IP rating: IP65 

▪ Mounting: Surface mounting 

 

Type Colour Rated 
current In  

(A) 

Catalogue 
number 

German type socket white 16A 191112 

German type socket- double white 16A 191171 

 

CONTROLS 

▪ Rated current (A): 10AX 

▪ Colour: White; 

▪ IP rating: IP65 

▪ Mounting: Surface mounting 

 

Type Colour Rated 
current In (A) 

Catalogue 
number 

1 Gang 1 Way Switch  white 10AX 191111 

1 Gang 2 Way Switch  white 10AX 191121 

2 Gang 1 Way Switch  white 10AX 191141 

1 Gang Push Button Switch  white 10AX 191181 

 



TECHNICAL SPECIFICATION  

WATERPROOF SWITCHES AND SOCKETS 

www.elmarkholding.eu  
 

 

Barcodes: 
 

 

3800131216380 191111 

3800131216427 191112 

3800131216397 191121 

3800131216403 191141 

3800131216434 191171 

3800131216410 191181 
 

 


