
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

WIFI SMART VIDEO DOORBELL 

WITH TWO DOOR CHIMES 

FUNCTION » 

 Intercom: Two-way voice communication. 

 Monitoring: See and speak to visitors via the APP from anywhere. 

 Security: Built-in motion sensor. Once detected the human body, it can send a photo to the 

owner’s e-mail box, and send an alarm signal to the smart phone 
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DEVICE LIST » 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PRODUCT DETAILS » 

 

Model Description Voltage Catalogue 
number 

EL-WF2DP2DC WIFI video doorbell switch with 2 extra door chimes 12VDC 195073 
 

 

 

 

 

 

 

 

 

 

ADDITIONAL INFORMATION » 

Catalogue number Barcode Packing (pcs) /carton 

195073 3800131229762 1 
 

Technical parameters: 

 Camera: Reinforced CMOS 

 Working Voltage: 12VDC 

 Working Current: ≤ 500mA 

 IP Rating: IP55 

 Body material: Metal: anti-oxidation and 

 anti-vandal outdoor unit 

 Night Vision: Supported 

 

 

IP camera with built-in Wi-Fi module. Receive wireless alarm signal from other security 

sensors.  

Under arm mode, after received signal, the main unit will take video and send message to the 

smartphone.  

 

 

Technical parameters: 

 Battery: DC 4.5V (AA*3) 

 Standby current <0.25mA 

 Max working current <175mA 

 Max volume: 85dB 

 Wireless receiving frequency: 433.92MHZ 

 Receiving distance in open area <80m 

 

 

IP camera with built-in Wi-Fi module. Receive wireless alarm signal from other security 

sensors.  

Under arm mode, after received signal, the main unit will take video and send message to the 

smartphone.  
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