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ULTRA-COMPACT AXIAL FAN

 Designed for wall and ceiling installation

 Low noise level

 High efficiency 

 Compatible with 100 mm round air ducts

 Timer (Atoll 100 T)

 Humidity sensor (Atoll 100 TH)

 Motion sensor (Atoll 100 TP)

 Made of ABS plastic 

Dimensions [mm] Technical data

atoll  100 

atoll  100 t

atoll  100 tH

atoll  100 tP

atoll  100 titan  

atoll  100 titan t

atoll  100 titan tH

atoll  100 titan tP

atoll  100 silver 

atoll  100 silver t

atoll  100 silver tH

atoll  100 silver tP

Order no.

Diameter [mm] 100

Voltage [V] 220-240

Frequency [Hz] 50

Speed [min-1] 2300

Air capacity [m3/h] 90

Noise level [dB(A)] 3 m 33



ULTRA-COMPACT AXIAL FAN
ULTRA-COMPACT AXIAL FAN

 Designed for wall and ceiling installation

 Low noise level

 High efficiency 

 Compatible with 100 mm round air ducts 

 Made of ABS plastic

 Available in basic modification only 

 Designed for wall and ceiling installation

 Low noise level

 High efficiency

 Compatible with 100 mm round air ducts

 Timer (Flight 100 T)

 Humidity sensor (Flight 100 TH)

 Motion sensor (Flight 100 TP)

 Made of ABS plastic 

Диаметр

Частота оборотов, мин-1

Напряжение, В
Частота, Гц

Производительность, м3/ч

Уровень шума, дБ(А) 3м

Colibri 100 silverColibri 100 Colibri 100 titan

Order no.

Dimensions [mm] Dimensions [mm]Technical data Technical data 

Flight 100

Flight 100 t

Flight 100 tH

Flight 100 tP

Flight 100 titan

Flight 100 titan t

Flight 100 titan tH

Flight 100 titan tP

Flight 100 silver

Flight 100 silver t

Flight 100 silver tH

Flight 100 silver tP

Order no.
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Diameter [mm] 100

Voltage [V] 220-240

Frequency [Hz] 50

Speed [min-1] 2300

Air capacity [m3/h] 95

Noise level [dB(A)] 3 m 33

Diameter [mm] 100
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Speed [min-1] 2300

Air capacity [m3/h] 95

Noise level [dB(A)] 3 m 33


