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TECHNICAL SPECIFICATION SHEET 

 

FEATURES » 

 

 Produced for Industrial usage - with replaced modules, easy and reliable service. 

 Wide distribution of homogeneous, highly efficient light 

 Economic- low power consumption 

 Repeated switch on/off does not affect the fixture lifespan. 

  Instant light at maximum luminous flux 

 Environmentally friendly - no mercury and lead 

  No ultraviolet and infrared rays 

 Resistant to shock and vibration stable body 

 Voltage supply fluctuations do not affect the normal operation of the fixture. 

  Suitable for lighting rooms in which explosive atmospheres exist under normal working 

conditions. 

 

 

 

 

  

 

 

 

 

 

 

GENERAL INFORMATION » 

 Type: Explosion Proof LED Ceiling Lamp 

 Application: Zone 1, 2, 21, 22 

 Power: 70W 

 Lumens: 6300lm 

 Efficiency: 90lm/W 

 LED Chip: SAMSUNG 

 CRI≥80 

 Lamp Class: I 

 Temperature operating range: from -40°C to + 45°C  

 Material: Aluminum & PC 

 IP Code: 67 

 Width: 470mm 

 II 2G Ex Db mb IIB +H2 T6 Gb 

 II 2D Ex tb mb IIIC T85°C IP67 Db 
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TECHNICAL SPECIFICATION SHEET 

PRODUCT DETAILS » 

Catalogue  
number 

type Watt 
(W) 

Whole fixture 
lumens  

(lm) 

Colour 
temp. 

(K) 

Colour  
body 

720101 Explosion Proof LED 
Wall lamp 

70 6300 6000 grеy 

720102 Explosion Proof LED 
Ceiling lamp 

70 6300 6000 grеy 

720103 Explosion Proof LED 
lamp pipe 3/4 

70 6300 6000 grеy 

 

DIMENSIONS » 

  

  

 

 

 

 

 

 

 

Catalogue  
number 

Height 
(mm) 

Width 
(mm) 

720101 200 470 

720102 200 320 

720103 200 410 

  ADDITIONAL INFORMATION » 

Catalogue  
number 

Barcode Packing/Box  
(pcs) 

720101 3800131258069 1/1 

720102 3800131258038 1/1 

720103 3800131258045 1/1 
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