
SCH-400-12
SCH-400-24

PF>0.98

SCH-400-12 / SCH-400-24

230V: 1.9A max.

AC

190-250V AC
12VDC 33.3A 400W / 24VDC 16.7A 400W

300*90*40mm

33.3A 16.7A

- High transfer efficiency
- Built-in active PFC, PF>0.98
- Stable constant voltage output
- IP67, both indoor & outdoor use suitable
- 100% full loading, 100% burn-in tested
- Overload/short circuit protection

400W 400W
<240mVp-p <240mVp-p

300*90*40mm
1800G
8 PCS
16KG
37*21*25cm
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SCH-400-12 / SCH-400-24
190-250V AC
12VDC 33.3A 400W / 24VDC 16.7A 400W

2x2.08mm  wire, Red +, Black -

4Physical Drawing
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ZHUHAI JINBO KECHUANG ELCTRONICS CO., LTD
163 Xiaolin Road, Hongqi, Jinwan, Zhuhai, Guangdong, China

E-mail: info@zhjb.com       www.zhjb.com

Tel: +86-756-2256343    Fax: +86-756-3820283

Input: 3x1.0mm  wire, Brown L, Blue N

300mm length

2

Output: 2x2.08mm  wire, Red +, Black -

300mm length, 2 outlets

Housing: Aluminium

Static Characteristics
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Brief Information

400W
Waterproof Power Supply (C.V.)

Model   JLV-12 0KA-L / JLV-24 0K40 40 A-L

Input    1 -2 0V AC90 5

Output 12VDC A 400W / 24VDC 67A 0W33.3 16. 40
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