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Order no. blue: on stock, usually ready for delivery on the day of order!

HSEIP44APT HSEIP44AKT HSEIP44AUT

w SCHRACK-INFO

The IP44 wallmount outlet in combination with the IP44 adapter insert is suitable for installation of all SCHRACK modules in Schrack Format A (SFA) and

Schrack Format B (SFB). The outlet comes in color RAL7035 (lightgrey). To improve strain relief, we recommend to use the M25/ 2x8 cable gland which

has been designed to accommodate two cables with a diameter from 3mm up to 8mm.

DESCRIPTION AVAILABLE ORDER NO.

IP44 Wallmount Box, lockable, 90x90x90mm, RAL7035 HSEIP44APT

IP44 cable gland M25 for 2 cables 3 - 8mm HSEIP44AKT

IP44 Adapter empty for 2 modules (SFA)(SFB) HSEIP44AUT

w IP44 Data Outlets Flushmount-Box empty for Schrack Format A (SFA) and Schrack Format B (SFB)

HSEIP44UPT HSEIP44UDT HSEIP44AUT

w SCHRACK-INFO

The IP44 flushmount outlet in combination with the IP44 adapter insert is suitable for installation of all SCHRACK modules in Schrack Format A (SFA) and

Schrack Format B (SFB). The outlet comes in color RAL7035 (lightgrey). The complete flushmount outlet needs both, the flushmount cover and the flush-

mount box.

DESCRIPTION AVAILABLE ORDER NO.

IP44 Flushmount cover , lockable, 90x35x90mm, RAL7035 HSEIP44UPT

IP44 Flushmount box for flushmount cover HSEIP44UPT HSEIP44UDT

IP44 Adapter empty for 2 modules (SFA)(SFB) HSEIP44AUT

w IP44 Data Outlets Wallmount-Box empty for Schrack Format A (SFA) and Schrack Format B (SFB)


