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Order no. blue: on stock, usually ready for delivery on the day of order!

HSED01AW3S HSED02AW3S HSED04AW3S HSED06AW3S

HSED12AW3S

w SCHRACK-INFO

These wallmount data-outlets are suitable for installation of all SCHRACK modules in Schrack Format A (SFA) and

Schrack Format B (SFB). When using the Coax- or FO-modules, the included dust-cover need to be removed. In-

cluded in delivery is a labelling window, marking clips, cable-ties, screws for fixing to the wall and a double-sided

adhesive tape.

DESCRIPTION AVAILABLE ORDER NO.

Wallmount Data Outlet empty for 1 module (SFA)(SFB), W46xH30xD65, RAL9010 HSED01AW3S

Wallmount Data Outlet empty for 2 modules (SFA)(SFB), W68xH30xD65mm, RAL9010 HSED02AW3S

Wallmount Data Outlet empty for 4 modules (SFA)(SFB), W118xH30xD85mm, RAL9010 HSED04AW3S

Wallmount Data Outlet empty for 6 modules (SFA)(SFB), W173xH30xD85mm, RAL9010 HSED06AW3S

Wallmount Data Outlet empty for 12 modules (SFA)(SFB), W172xH38xD122mm, RAL9010 HSED12AW3S

w Data Outlets Wallmount empty for Schrack Format A (SFA) and Schrack Format B (SFB)


