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DATA SHEET:  

PATCHCORD RJ45 SHIELDED CLASS E 

 

 
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

TECHNICAL DATA 

  

• Data-transmission:              up to Gigabit Ethernet 

• Bandwidth:                         up to 250 MHz, Class E acc. to ISO/IEC 11801 

• Plug:                                   RJ45 plug acc. EN 60603-7 with 360° shielding 

• Sleeve:                                Moulded with locking hook to prevent dislodging. 

• Cable:                                 S/FTP 4x2xAWG26/7,  Category 6 

• Sheath:                               PVC 

• EMC:                                   Double shielding (PiMF-Pair in Metal Foil + overall braid). Plug acc. EN 

60603-7 

                                           with 360° shielding. 

•  Pin-Assignment:                 EIA/TIA 568B 1:1 (1 = orange/white, 2 = orange, 3 = green/white, 4 = 

blue, 

                                           5 = blue/white, 6 = green, 7 = brown/white, 8 = brown) 
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• Applications:                       IEEE 802.3; 10Base-T; 100Base-T; 1000Base-T; 1GBase-T; IEEE 802.5; 16 

MB; 

                                           ISDN; FDDI; ATM; Telephony 

• Available colors:                  H6GLx02K0x, Grey = G, Blue = B, Red = R, Yellow = Y, Green = U 

• Packaging:                          One single patchcord in a polybag with label 

 

 

 

 

 

 

 

 

 

DESCRIPTION ORDER NO. 

Patchcord RJ45 shielded, Class E, PVC, Grey,  0.5m H6GLG00K5G 

Patchcord RJ45 shielded, Class E, PVC, Grey,  1.0m H6GLG01K0G 

Patchcord RJ45 shielded, Class E, PVC, Grey,  2.0m H6GLG02K0G 

Patchcord RJ45 shielded, Class E, PVC, Grey,  3.0m H6GLG03K0G 

Patchcord RJ45 shielded, Class E, PVC, Grey,  5.0m H6GLG05K0G 

Patchcord RJ45 shielded, Class E, PVC, Grey,  7.0m H6GLG07K0G 

Patchcord RJ45 shielded, Class E, PVC, Grey, 10.0m H6GLG10K0G 

Patchcord RJ45 shielded, Class E, PVC, Grey, 15.0m H6GLG15K0G 

Patchcord RJ45 shielded, Class E, PVC, Grey, 20.0m H6GLG20K0G 

    

Patchcord RJ45 shielded, Class E, PVC, Blue,  0.5m H6GLB00K5B 

Patchcord RJ45 shielded, Class E, PVC, Blue,  1.0m H6GLB01K0B 

Patchcord RJ45 shielded, Class E, PVC, Blue,  2.0m H6GLB02K0B 

Patchcord RJ45 shielded, Class E, PVC, Blue,  3.0m H6GLB03K0B 

Patchcord RJ45 shielded, Class E, PVC, Blue,  5.0m H6GLB05K0B 

Patchcord RJ45 shielded, Class E, PVC, Blue, 10.0m H6GLB10K0B 

    

Patchcord RJ45 shielded, Class E, PVC, Red,   0.5m H6GLR00K5R 

Patchcord RJ45 shielded, Class E, PVC, Red,   1.0m H6GLR01K0R 

Patchcord RJ45 shielded, Class E, PVC, Red,   2.0m H6GLR02K0R 

Patchcord RJ45 shielded, Class E, PVC, Red,   3.0m H6GLR03K0R 

Patchcord RJ45 shielded, Class E, PVC, Red,   5.0m H6GLR05K0R 

Patchcord RJ45 shielded, Class E, PVC, Red, 10.0m H6GLR10K0R 

    

Patchcord RJ45 shielded, Class E, PVC, Yellow,  0.5m H6GLY00K5Y 

Patchcord RJ45 shielded, Class E, PVC, Yellow,  1.0m H6GLY01K0Y 
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Patchcord RJ45 shielded, Class E, PVC, Yellow,  2.0m H6GLY02K0Y 

Patchcord RJ45 shielded, Class E, PVC, Yellow,  3.0m H6GLY03K0Y 

Patchcord RJ45 shielded, Class E, PVC, Yellow,  5.0m H6GLY05K0Y 

Patchcord RJ45 shielded, Class E, PVC, Yellow, 10.0m H6GLY10K0Y 

    

Patchcord RJ45 shielded, Class E, PVC, Green,  0.5m H6GLU00K5U 

Patchcord RJ45 shielded, Class E, PVC, Green,  1.0m H6GLU01K0U 

Patchcord RJ45 shielded, Class E, PVC, Green,  2.0m H6GLU02K0U 

Patchcord RJ45 shielded, Class E, PVC, Green,  3.0m H6GLU03K0U 

Patchcord RJ45 shielded, Class E, PVC, Green,  5.0m H6GLU05K0U 

Patchcord RJ45 shielded, Class E, PVC, Green, 10.0m H6GLU10K0U 
 

 

 


