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Classictone Candle
Decorative candle shaped lamps for chandeliers and ornamental wall bracket lighting. Use clear to add sparkle 
or frosted to give a softer effect.

Classictone Candle

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)
Colour

Carton 
Qty

C35CL25W240VBC 25 B22 240V B35 200 1000 Clear 50

C35FR25W240VBC 25 B22 240V B35 205 1000 Frosted 50

C35CL25W240VSBC 25 B15 240V B35 210 1000 Clear 50

C35FR25W240VSBC 25 B15 240V B35 205 1000 Frosted 50

C35CL25W240VSES 25 E14 240V B35 210 1000 Clear 100

C35FR25W240VSES 25 E14 240V B35 210 1000 Frosted 100

Product ID			   Overall Length	 Diameter
			   C max.	 D max.

25W B15			   98	 35

25W B22			   95	 35

25W E14			   100	 35

Dimensions in mm
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Product ID			   Overall Length	 Diameter
			   C max.	 D max.

B15			   76.5	 45

B22			   71.5	 45

E14			   78	 45

E27			   73	 45

Dimensions in mm

Product ID			   Overall Length	 Diameter
			   C max.	 D max.

35W 			   300 	 30

60W 			   500 	 30

Dimensions in mm

Classictone Lustre
A small spherical lamp for many decorative applications. Available in clear or frosted in a range of bases.

Practitone Philinea
An elegant linear architectural lamp in an Argenta (white) finish. The Practitone has a specially positioned lamp base 
which allows installation in continuous strips of light. It is sold as a double peg (S14s) version.

Classictone Lustre

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)
Colour

Carton 
Qty

LCL25W240VBC 25 B22 240V P45 200 1000 Clear 100

LFR25W240VBC 25 B22 240V P45 210 1000 Frosted 100

LCL25W240VSBC 25 B15 240V P45 210 1000 Clear 100

LFR25W240VSBC 25 B15 240V P45 205 1000 Frosted 100

LCL25W240VES 25 E27 240V P45 200 1000 Clear 100

LFR25W240VES 25 E27 240V P45 210 1000 Frosted 100

LCL25W240VSES 25 E14 240V P45 210 1000 Clear 100

LFR25W240VSES 25 E14 240V P45 210 1000 Frosted 100

Practitone Philinea

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)
Colour

Carton 
Qty

PHIL35W240VS14 35 S14s 240V T30 270 1000 White 25

PHIL60W240VS14 60 S14s 240V T30 420 1000 White 25
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Product ID			   Overall Length	 Diameter
			   C max.	 D max.

15W B15 PILOT			   52	 22

15W B22 PILOT			   52	 25

15W E14 PILOT			   57	 25

15W E14 OVEN			   49	 22

25W E14 OVEN			   57	 25

25W E27 OVEN			   61	 29

Dimensions in mm

Practitone Tubular
Small incandescent lamps for areas with limited space.

Pilot Lamps

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)
Colour Unit

Carton 
Qty

T2515W240VBCB2 15 B22 240V T25 90 1000 Clear SET 5

T2515W240VSESB2 15 E14 240V T25 115 1000 Clear SET 5

T2215W240VSBCB 15 B15 240V T25 90 1000 Clear PCE 5

Oven Lamps

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)
Colour Unit

Carton 
Qty

OVEN15W235VSESB 15 E14 230-240V T22 90 1000 Clear PCE 5

OVEN25W240VSESB 25 E14 230-240V T25 172 1000 Clear PCE 5

OVEN25W240VESB 25 E27 230-240V T29 162 1000 Clear PCE 5
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Product ID			   Overall Length	 Diameter
			   C max.	 D max.

40W B22			   95	 55

Dimensions in mm

Partytone Coloured
Coloured decorative lamps with internally colour-coated bulb in standard A-shape. For use indoors and outdoors.

Partytone Coloured

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)
Colour

Carton 
Qty

YE40W240VBC 40 B22 240V A55 300 1000 Yellow 100

BL40W240VBC 40 B22 240V A55 33 1000 Blue 100

GR40W240VBC 40 B22 240V A55 110 1000 Green 100

RE40W240VBC 40 B22 240V A55 80 1000 Red 100

D

C
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Product ID			   Overall Length	 Diameter
			   C max.	 D max.

80W E27 			   137 	 122.5

120W E27 			   137 	 121

80W E27 Colour 	 137 	 122.5

80W E27 Anti Mosquito	 137	 121

Dimensions in mm

Floodlight PAR38 and PAR38 Colour
Made from hard pressed glass, making them suitable for indoor and outdoor applications.

Spot versions have a stippled front reflector producing a narrow homogenous beam.

Flood versions have a front refractor composed of prismatic elements, and are available in a coloured option.

Floodlight PAR38

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Beam 
Angle 

°

Luminous 
Intensity 

(cd)

Average 
Lifetime 

(hrs)

Carton 
Qty

PAR38FL80WES 80 E27 240V PAR38 30 1800 2000 6

PAR38FL120WES 120 E27 240V PAR38 30 3100 2000 6

PAR38 Anti Mosquito

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Carton 
Qty

PAR38FLAM80WES 80 E27 240V PAR38 560 2000 6

PAR38 Colour

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Average 
Lifetime 

(hrs)
Colour

Carton 
Qty

PAR38FLYE80WES 80 E27 240V PAR38 1000 Yellow 6

PAR38FLGR80WES 80 E27 240V PAR38 1000 Green 6

PAR38FLBL80WES 80 E27 240V PAR38 1000 Blue 6

PAR38FLR80WES 80 E27 240V PAR38 1000 Red 6

D

C
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Reflector Ring Mirror
Reflector lamps based on advanced spotlighting technology. Used for display lighting in shops, hotels, restaurants 
and homes.

Reflector Standard Floodline
Reflector lamps based on advanced spotlighting technology. Used for display lighting in shops, hotels, restaurants 
and homes.

Reflector Ring Mirror

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Beam 
Angle 

°

Luminous 
Intensity 

(cd)

Average 
Lifetime 

(hrs)
Unit

Carton 
Qty

R3930W245VSES 30 E14 240V R39 45 160 1000 PCE 30

R50SP40W230VSES 40 E14 240V NR50 30 400 1000 PCE 30

R63SP40W240VES 40 E27 240V NR63 30 420 1000 PCE 6

R63SP60W240VBC 60 B22 240V NR63 30 750 1000 PCE 6

R63SP60W240VES 60 E27 240V NR63 30 1050 1000 PCE 6

R63S60240ES2PK2 60 E27 240V NR63 30 1050 1000 SET 12

R63S40240ES2PK2 40 E27 240V NR63 30 1050 1000 SET 12

Reflector Standard Floodline

Shortcode
Wattage 

(W)
Cap 
Base

Voltage Bulb Shape
Beam 
Angle 

°

Luminous 
Intensity 

(cd)

Average 
Lifetime 

(hrs)

Carton 
Qty

E8060W240VES 60 E27 240V E80 80 270 1000 6

E80100W240VES 100 E27 240V E80 80 530 1000 6

E8075W240VES 75 E27 240V E80 80 360 1000 12

E80100W240VBC 100 B22 240V E80 80 530 1000 6

Product ID			   Overall Length	 Diameter
			   C max.	 D max.

R39 E14	 67	 39

NR50 E14	 86	 50

NR63 E27	 104.5	 63

NR63 B22	 103	 63

Dimensions in mm

Product ID			   Overall Length	 Diameter
			   C max.	 D max.

E80 B22	 113	 80

E80 E27	 114.5	 80

Dimensions in mm

http://www.materialeelectrice.ro/surse-de-iluminat/filter/manufacturer/philips
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Masterline ES Dichroic
An advanced range of low voltage halogen dichroic lamps featuring the leading infrared reflecting technology for 
maximum energy savings. Masterline Energy Saving lamps feature a unique Philips patented burner method enabling 
higher efficiency with reduction of energy usage by up to 30%. The diamond backed dichroic reflector provides a 
precision beam of bright, white sparkling light. Lifetime 5,000 hours. Improved version featuring a single-ended burner 
and flat glass to match the look of standard dichroics.

Product ID			   Overall Length	 Diameter
			   C max.	 D max.

GU5.3 			   50.5 	 51

Dimensions in mm

Masterline ES Dichroic

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Intensity 

(cd)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Beam 
Angle 

°

Carton 
Qty

18132 20 GU5.3 12V 6500 5000 3000 50 20

18133 20 GU5.3 12V 1000 5000 3000 36 20

18136 30 GU5.3 12V 11000 5000 3000 36 20

18137 30 GU5.3 12V 750 5000 3000 60 20

18138 35 GU5.3 12V 13500 5000 3000 8 20

18139 35 GU5.3 12V 4400 5000 3000 24 20

18140 35 GU5.3 12V 2200 5000 3000 36 20

18141 35 GU5.3 12V 1050 5000 3000 60 20

Philips Lighting Catalogue 4.9
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Product ID			   Overall Length	 Diameter
			   C max.	 D max.

GU4 			   40 	 35.3

GU5.3 			   46 	 50.8

Dimensions in mm

Brilliantline Pro Dichroic
A quality low voltage halogen reflector lamp consisting of a high pressure xenon gas filled burner, optically 
positioned in a Dichroic glass reflector. Designed to transmit heat through the back of the lamp and reflect light to 
the front, resulting in a “cool” beam. Brilliantline Pro lamps feature a high intensity beam with a clearly defined beam 
spread and have excellent lumen maintenance over their life. They come complete with front glass and the universal 
burning position. Lifetime 4,000 hours.

Brilliantline Pro Dichroic

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Intensity 

(cd)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Beam 
Angle 

°

Carton 
Qty

14612 20 GU5.3 12V 780 4000 3000 36 50

14615 35 GU5.3 12V 3100 4000 3000 24 50

14616 35 GU5.3 12V 1500 4000 3000 36 50

14617 35 GU5.3 12V 700 4000 3000 60 50

14625 20 GU4 12V 800 4000 3000 30 50

14627 35 GU4 12V 1500 4000 3000 30 50
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Product ID			   Overall Length 	 Diameter
			   C max.	 D max.

GU5.3 			   46 	 51

Dimensions in mm

Essential Plus Dichroic
Low voltage halogen reflector lamps, designed to provide crisp white light. Feature a “cool” beam dichroic reflector 
and UV block on the burner. The closed version offers additional protection from UV via the glass front. Ideally suited 
for general purpose display and domestic lighting. Lifetime 3,000 hours.

Essential Plus Dichroic

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Intensity 

(cd)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Beam 
Angle 

°

Carton 
Qty

13111 35 GU5.3 12V 1000 3000 3000 36 50

13112 35 GU5.3 12V 400 3000 3000 60 50

13121 35 GU5.3 12V 1000 3000 3000 36 10

13122 35 GU5.3 12V 400 3000 3000 60 10

13141 35 GU5.3 12V 1000 3000 3000 36 20

13142 35 GU5.3 12V 400 3000 3000 60 20

13161 35 GU5.3 12V 1000 3000 3000 36 30

13162 35 GU5.3 12V 400 3000 3000 60 30

13222 20 GU5.3 12V 550 3000 3000 36 50

15121 35 GU5.3 12V 1500 4000 3000 36 20

15122 35 GU5.3 12V 700 4000 3000 60 20
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Product ID		  Overall Length	 Overall Length	 Diameter
		  C max.	 C1 max.	 D max.

30, 45, 60W 		  65 	 49 	 111

Dimensions in mm

Masterline 111
Low voltage halogen reflector lamp with double-ended burner and high-purity aluminium reflector. It has a unique 
infra-red coated burner technology, and revolutionary compact precision burner for maximum performance of the 
infra-red reflecting coating. The ceramic filament shield reduces glare and improves beam shape. It has a flat profile, 
very tight beam pattern, and excellent glare control.

Increased lifetime (4,000 hours) ensures low maintenance costs.

Masterline 111

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Intensity 

(cd)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Beam 
Angle 

°

Carton 
Qty

MST11130W12V8D 30 G53 12V 23000 4000 3000 8 6

MST11130W12V24D 30 G53 12V 4000 4000 3000 24 6

MST11145W12V8D 45 G53 12V 33000 4000 3000 8 6

MST11145W12V24D 45 G53 12V 5300 4000 3000 24 6

MST11145W12V45D 60 G53 12V 1900 4000 3000 45 6

MST11160W12V8D 60 G53 12V 48000 4000 3000 8 6

MST11160W12V24D 60 G53 12V 8500 4000 3000 24 6

MST11160W12V45D 60 G53 12V 2800 4000 3000 45 6
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Product ID			   Overall Length	 Diameter
			   C max.	 D max.

GU10 			   51 	 51

Dimensions in mm

Essential Twistline Dichroic
A range of compact quartz halogen reflector lamps that offer a mains voltage look-alike to low voltage dichroic 
MR16 lamps. The lamp can be connected directly to 240V mains supply eliminating the need for a transformer.

Featuring an aluminium reflector which directs most of the heat to the front to prevent overheating in the luminaire/
ceiling space where ventilation is not adequate. Features a GU10 lamp base. Twistline provides a constant quality of 
light over lamp life and remains bright and shining.

Essential Twistline Dichroic

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Intensity 

(cd)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Colour
Beam 
Angle 

°

Carton 
Qty

ESSGU1050W 50 GU10 240V 400 2000 3000 40 60 50

Philips Lighting Catalogue 4.13
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Essential Capsule
•	 Sturdy and compact 
•	 Dimmable with a universal burning position 
•	 For use in fixtures with protected front glass in accordance with IEC 
•	 Low voltage – transformer required

Product ID		  Overall Length	 Diameter	 Overall Length
		  C max.	 D max.	 L nom.

G4 		  32 	 9 	 22

GY6.35 		  44 	 12 	 30

Dimensions in mm

Essential Capsule

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Colour
Carton 

Qty

ESSCAP10W12VG4 10 G4 12V 100 2000 3000 Clear 10

ESSCAP20W12VG4 20 G4 12V 250 2000 3000 Clear 10

ESSCAP50W12VGY 50 GY6.35 12V 700 2000 3000 Clear 10

Philips Lighting Catalogue4.14
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Essential Capsule MV
Mains-voltage halogen capsule with G.9 base.

•	 UV block quartz glass 
•	 G9 base for easy insertion and replacement 
•	 Mains voltage so no transformer needed 
•	 Easily dimmable 
•	 General lighting in homes, hotels, bars and restaurants 
•	 Ideal for use in small, lightweight, open luminaires 
•	 Used in luminaires without front glass in accordance with IEC 598

ESSENTIAL CAPSULE MV

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Carton 
Qty

ESSG940WFRB2 40 G9 240V 460 2000 2770 10

ESSG960WFRB2 60 G9 240V 790 2000 2800 10

Product ID			   Overall Length	 Diameter
			   C max.	 D max.

G9 			   44.6 	 12.75

Dimensions in mm
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Product ID			   C	 D

A55			   95.5	 55

Dimensions in mm

EcoClassic A55
New generation halogen-technology lamp to replace the standard GLS bulb. Offering the same shape, size, 
and dimming functions.

EcoClassic A55

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Colour
Carton 

Qty

ECO28WE27A55CL 28 E27 240 340 2000 2900 Clear 100

ECO28WE27A55FR 28 E27 240 340 2000 2900 Frosted 100

ECO28WB22A55CL 28 B22 240 340 2000 2900 Clear 100

ECO28WB22A55FR 28 B22 240 340 2000 2900 Frosted 100

ECO42WE27A55CL 42 E27 240 630 2000 2900 Clear 100

ECO42WE27A55FR 42 E27 240 630 2000 2900 Frosted 100

ECO42WB22A55CL 42 B22 240 630 2000 2900 Clear 100

ECO42WB22A55FR 42 B22 240 630 2000 2900 Frosted 100

ECO53WE27A55CL 53 E27 240 850 2000 2900 Clear 100

ECO53WE27A55FR 53 E27 240 850 2000 2900 Frosted 100

ECO53WB22A55CL 53 B22 240 850 2000 2900 Clear 100

ECO53WB22A55FR 53 B22 240 850 2000 2900 Frosted 100

ECO70WB22A55CL 70 B22 240 1200 2000 2900 Clear 100

ECO70WB22A55FR 70 B22 240 1200 2000 2900 Frosted 100

ECO70WE27A55CL 70 E27 240 1200 2000 2900 Clear 100

ECO70WE27A55FR 70 E27 240 1200 2000 2900 Frosted 100
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Product ID			   C	 D

Candle			   95.5	 36

Dimensions in mm

EcoClassic Candle
New generation halogen-technology lamp to replace the standard GLS candle. Offering the same shape, size, 
and dimming functions.

EcoClassic candle

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Colour
Carton 

Qty

C35CL28W240VSES 28 E14 240 370 2000 2800 Clear 70

C35CL28W240VSBC 28 B15 240 370 2000 2800 Clear 70

C35FR28W240VSES 28 E14 240 370 2000 2800 Frosted 70

C35FR28W240VSBC 28 B15 240 370 2000 2800 Frosted 70

C35CL28W240VBC 28 B22 240 370 2000 2800 Clear 70

C35FR28W240VBC 28 B22 240 370 2000 2800 Frosted 70

Philips Lighting Catalogue 4.17
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Product ID			   C	 D

Lustre			   72.5	 46

Dimensions in mm

EcoClassic Lustre
New generation halogen-technology lamp to replace the standard GLS lustre. Offering the same shape, size, 
and dimming functions.

EcoClassic Lustre

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Colour
Carton 

Qty

LCL28W240VBC 28 B22 240 370 2000 2800 Clear 100

LFR28W240VBC 28 B22 240 370 2000 2800 Frosted 100

LCL28W240VSBC 28 B15 240 370 2000 2800 Clear 100
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Plusline Pro – Compact / Small / Large
These high performance, general purpose, linear halogen lamps give perfect colour rendition. These lamps feature 
two arc prevention fuses built-in for added safety. The burning position is universal on the compact and small types. 
Used mainly for outdoor floodlighting applications.

Product ID	 Description	 Overall	 Diameter	 Overall 
		  Length	 Length	 Length
		  B nom.	 C max.	 D max.

100W 	 COMPACT	 74.9 	 78.3 	 15

150W 	 COMPACT	 74.9 	 78.3 	 15

Dimensions in mm

Product ID	 Description	 Overall	 Diameter	 Overall 
		  Length	 Length	 Length
		  B nom.	 C max.	 D max.

200W 	 SMALL	 114.2 	 117.6 	 12

300W 	 SMALL	 114.2 	 117.6 	 12

500W 	 SMALL	 114.2 	 117.6 	 12

Dimensions in mm

Product ID	 Description	 Overall	 Diameter	 Overall 
		  Length	 Length	 Length
		  B nom.	 C max.	 D max.

1000W 	 LARGE	 185.7 	 189.1 	 11

1500W 	 LARGE	 250.7 	 254.1 	 11

Dimensions in mm

Plusline Pro – Compact / Small / Large

Commercial Code Description
Wattage 

(W)

Luminous 
Flux Lamp 

(1m)

Cap 
Base Voltage

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Carton 
Qty

DECOMP100WB COMPACT 100 1550 R7s 240V 2000 2900 10

DECOMP150WB COMPACT 150 2550 R7s 240V 2000 2900 10

DESMALL200WB SMALL 200 3250 R7s 240V 2000 2900 10

DESMALL300WB SMALL 300 5600 R7s 240V 2000 2900 10

DESMALL500WB SMALL 500 9900 R7s 240V 2000 2900 10

DEBIG1000W LARGE 1000 24200 R7s 240V 2000 2900 10

DEBIG1500W240V LARGE 1500 36300 R7s 240V 2000 2900 10
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MASTER TL5 High Efficiency ECO
This extremely efficient TL5 lamp (tube diameter 16mm) saves considerable energy in quality T5 fittings. The TL5 HE 
Eco lamp offers excellent lumen maintenance and colour rendering. Application areas vary from offices and industry to 
schools and retail environments.

Benefits: 	 •	 Up to 10% energy saving with compatible Philips ballasts 
	 •	 The same quality of light as compared with MASTER TL5 HE lamps 
	 •	 All benefits of regular TL5 lamps

Warnings and Safety: 	 •	 Energy reduction is only achieved with current-controlled gear 
	 •	 The lamps operate with power-controlled gear, but in that case give more light output instead 
		  of using less energy.

Product ID	 A	 B	 C	 D	
	 max.	 max.	 max.	 max.

14W → 13W	 549.0	 556.1	 563.2	 17

28W → 25W	 1149.0	 1156.1	 1163.2	 17

35W → 32W	 1449.0	 1456.1	 1463.2	 17

Dimensions in mm

MASTER TL5 HIGH EFFICIENCY ECO

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 
(35°, 1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TL513WECO830 13 G5 1350 25000 85 3000 40 40

TL513WECO840 13 G5 1350 25000 85 4000 40 40

TL525WECO830 25 G5 2900 25000 85 3000 40 40

TL525WECO840 25 G5 2900 25000 85 4000 40 40

TL525WECO865 25 G5 2700 25000 85 6500 40 40

TL532WECO830 32 G5 3650 25000 85 3000 40 40

TL532WECO840 32 G5 3650 25000 85 4000 40 40
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MASTER TL5 High Output ECO
This extremely efficient TL5 lamp (tube diameter 16mm) saves considerable energy by simple lamp-for-lamp 
replacement. The TL5 HO Eco lamp offers excellent lumen maintenance and colour rendering. Application areas 
vary from offices and industry to schools and retail environments.

Benefits: 	 •	 Up to 10% energy saving with compatible Philips ballasts 
	 •	 The same quality of light as compared with MASTER TL5 HO lamps 
	 •	 All benefits of regular TL5 lamps

Warnings and Safety: 	 •	 Energy reduction is only achieved with current-controlled gear 
	 •	 The lamps operate with power-controlled gear, but in that case give more light output instead 
		  of using less energy.

Product ID	 A	 B	 C	 D	
	 max.	 max.	 max.	 max.

49W → 45W	 1449.0	 1456.1	 1463.2	 17

Dimensions in mm

MASTER TL5 HIGH OUTPUT ECO

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 
(35°, 1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TL545WECO830 45 G5 4900 25000 85 3000 40 40

TL545WECO840 45 G5 4900 25000 85 4000 40 40

TL545WECO865 45 G5 4900 25000 85 6500 40 40
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Product ID	 A	 B	 C	 D	
	 max.	 max.	 max.	 max.

14W	 549.0	 556.1	 563.2	 17

21W	 849.0	 856.1	 863.2	 17

28W	 1149.0	 1156.1	 1163.2	 17

35W	 1449.0	 1456.1	 1463.2	 17

Dimensions in mm

MASTER TL5 High Efficiency
Low-pressure mercury discharge lamps with a tubular 16mm envelope. Specifically designed for operation with 
electronic gear, and suited for dimming. Optimal lighting efficiency at 35°C ambient temperature (compared with 
TL-D at 25°C). Allows use of more compact luminaires for lighting system minimalisation.

MASTER TL5 HIGH EFFICIENCY

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TL514W830HE 14 G5 1350 24000 85 3000 40 40

TL514W840HE 14 G5 1350 24000 85 4000 40 40

TL514W865HE 14 G5 1250 24000 85 6500 40 40

TL521W830HE 21 G5 2100 24000 85 3000 40 40

TL521W840HE 21 G5 2100 24000 85 4000 40 40

TL521W865HE 21 G5 1950 24000 85 3000 40 40

TL528W830HE 28 G5 2900 24000 85 3000 40 40

TL528W840HE 28 G5 2900 24000 85 4000 40 40

TL528W865HE 28 G5 2700 24000 85 6500 40 40

TL535W830HE 35 G5 3650 24000 85 3000 40 40

TL535W840HE 35 G5 3650 24000 85 4000 40 40

TL535W865HE 35 G5 3450 24000 85 6500 40 40
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Product ID	 A	 B	 C	 D	
	 max.	 max.	 max.	 max.

24W	 549.0	 556.1	 563.2	 17

39W	 849.0	 856.1	 863.2	 17

49W	 1449.0	 1456.1	 1463.2	 17

54W	 1149.0	 1156.1	 1163.2	 17

80W	 1449.0	 1456.1	 1463.2	 17

Dimensions in mm

MASTER TL5 High Output
Low-pressure mercury discharge lamps with a tubular 16mm envelope. Specifically designed for operation with 
electronic gear, and suited for dimming. Optimal lighting efficiency at 35°C ambient temperature (compared with 
TL-D at 25°C). Allows use of more compact luminaires for lighting system minimalisation.

MASTER TL5 HIGH OUTPUT

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TL524W830HO 24 G5 1950 24000 85 3000 40 40

TL524W840HO 24 G5 1950 24000 85 4000 40 40

TL524W865HO 24 G5 1820 24000 85 6500 40 40

TL539W830HO 39 G5 3500 24000 85 3000 40 40

TL539W840HO 39 G5 3500 24000 85 4000 40 40

TL539W865HO 39 G5 3300 24000 85 6500 40 40

TL549W840HO 49 G5 4900 24000 85 4000 40 40

TL549W865HO 49 G5 4650 24000 85 6500 40 40

TL554W830HO 54 G5 5000 24000 85 3000 40 40

TL554W840HO 54 G5 5000 24000 85 4000 40 40

TL554W865HO 54 G5 4750 24000 85 6500 40 40

TL580W830HO 80 G5 7000 24000 85 3000 40 40

TL580W840HO 80 G5 7000 24000 85 4000 40 40
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MASTER TL5 HO Xtra
Low-pressure high-output mercury discharge lamps with a tubular 16mm envelope.

Benefits: 	 •	 Longer lifetime and fewer early failures mean lower maintenance costs and facilitate change from spot 
		  to group replacement 
	 •	 Allow system miniaturisation with maximum luminaire design freedom 
	 •	 Optimised for installations which need high luminous flux 
	 •	 Excellent lumen maintenance 
	 •	 Good colour rendering

Features: 	 •	 Significant reduction of early failures through advanced long life technology 
	 •	 Extra long lifetime and high reliability 
	 •	 Highly efficient 3-band fluorescent coating in combination with precoating 
	 •	 Maximum lumen output reached at approx. 35°C in free-burning position 
	 •	 Can be ignited from -15° to + 50°C 
	 •	 Low mercury dose

Application: 	 •	 Where maintenance costs are high, e.g. high ceilings or other hard to-reach locations 
	 •	 Department stores, supermarkets, warehouses, production halls and public areas like car parks and 
		  railway stations

System: 	 •	 Can be used with TL5 electronic gear

Product ID	 A	 B	 C	 D	
	 max.	 max.	 max.	 max.

49W	 1449.0	 1456.1	 1463.2	 17

54W	 1149.0	 1156.1	 1163.2	 17

80W	 1449.0	 1456.1	 1463.2	 17

Dimensions in mm

MASTER TL5 HO XTRA

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TL549W840 XTRA 49 G5 4900 45000 85 4000 20 20

TL549W865 XTRA 49 G5 4900 45000 85 6500 20 20

TL554W840 XTRA 54 G5 5000 45000 85 4000 20 20

TL554W865 XTRA 54 G5 5000 45000 85 6500 20 20

TL580W830 XTRA 80 G5 7000 45000 85 3000 20 20

TL580W840 XTRA 80 G5 7000 45000 85 4000 20 20
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MASTER TL5 HO TOP
This TL5 HO TOP lamp (Temperature Optimised Performance) offers a constant light level, independent of 
temperature fluctuations, making it an excellent solution for warm applications. The TL5 HO TOP can be operated 
on equivalent systems as MASTER TL5 HO. Excellent solution for warm applications, such as non air conditioned 
warehouses, wall washers, etc.

Benefits: 	 •	 Allows system miniaturisation with maximum luminaire design freedom 
	 •	 Lamp lengths enable easy fitting into ceiling module systems 
	 •	 Retrofit to current TL5 HO non-amalgam lamps 
	 •	 Optimised for installations which need high luminous flux, especially in hot (above 40°C) conditions 
	 •	 Constant lumen level over a wide temperature range (20-75°C) with excellent lumen maintenance 
	 •	 Good colour rendering

Features: 	 •	 Lumen output higher than 90% of maximum value at ambient lamp temperatures from 20 to 75°C due 		
		  to amalgam-controlled operation 
	 •	 Allows dimming-down to 30% light output
	 •	 Hot restrike and good run-up behaviour compared to high intensity discharge lamps due to auxiliary 		
		  amalgams at both lamp ends 
	 •	 Can be ignited at temperatures from -15 to +75°C

MASTER TL5 HO TOP

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TL554W840TOP 54 G5 5000 24000 85 4000 20 20

TL580W840TOP 80 G5 7000 24000 85 4000 20 20

Product ID	 A	 B	 C	 D	
	 max.	 max.	 max.	 max.

54W	 1149.0	 1156.1	 1163.2	 17

80W	 1449.0	 1456.1	 1463.2	 17

Dimensions in mm
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MASTER TL5 HO 90 Deluxe
Low-pressure mercury discharge lamps with high colour rendering.

Benefits: 	� •	 Allows system miniaturisation and maximum luminaire design freedom, with lamp lengths defined for easy 	
	 fitting into ceiling module systems

	 •	 Virtually constant lumen level with good lumen maintenance 
	 •	 Excellent colour rendering

Features: 	 •	 Highly efficient multi-band fluorescent coating in combination with precoating and high lamp load 
	 •	 Specifically designed for operation with electronic gear and well suited for dimming 
	� •	 Maximum light output reached at approx. 35°C in free-burning position if an electronic ballast without 		

	 additional electrode heating is used
	 •	 Can be ignited from -15 to +50°C

Application: 	 •	 Where a high colour recognition is needed: first aid and treatment rooms in hospitals, printing rooms, 
		  jewellery manufacturing, dentists, hairdressing, museums and shops

MASTER TL5 HO 90 DELUXE

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TL524W940 24 G5 1600 24000 91 4000 20 20

TL524W950 24 G5 1600 24000 92 5000 20 20

TL554W940 54 G5 4300 24000 91 4000 20 20

TL554W950 54 G5 4300 24000 92 5000 20 20

Product ID	 A	 B	 C	 D	
	 max.	 max.	 max.	 max.

24W	 549.0	 556.1	 563.2	 17

54W	 1149.0	 1156.1	 1163.2	 17

Dimensions in mm
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MASTER TL5 Circular
16mm tube diameter circular fluorescent lamps with a choice of various diameters.

Benefits: 	 •	 Slim 16mm tube allows creation of extremely flat luminaires 
	 •	 Allows appealing circular designs 
	 •	 High lamp efficacy 
	 •	 Good colour rendering 
	 •	 Temperature independent light output 
	 •	 Higher average system efficiency

Features: 	 •	 Perfect circular shape
	 •	 Highly efficient 3-band fluorescent coating
	 •	 Specifically designed for operation with electronic gear
	 •	 Can be ignited from -15 to +50°C 
	 •	 Amalgam technology

Application: 	 •	 Brings the benefits of TL5 lighting to an even wider range of attractive applications 
	 •	 Suitable for a wide range of professional and semi-professional applications 
	 •	 Ideal for use in shops, offices and public areas with non-traditional layouts 
	 •	 Amalgam lamps have limited suitability for dimming applications.

MASTER TL5 CIRCULAR

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TL5C22W830 22 2GX13 1800 12000 85 3000 10 10

TL5C22W840 22 2GX13 1800 12000 85 4000 10 10

TL5C40W830 40 2GX13 3300 12000 85 3000 10 10

TL5C40W840 40 2GX13 3300 12000 85 4000 10 10

TL5C55W830 55 2GX13 4200 12000 85 3000 10 10

TL5C55W840 55 2GX13 4200 12000 85 4000 10 10

TL5C60W840 60 2GX13 5000 12000 85 4000 10 10

Product ID	 D	 E	 I 
	 max.	 max.	 max.

22W	 18	 230	 197

40W/55W	 18	 305	 272

60W	 18	 379	 346

Dimensions in mm
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Product ID	 A	 B	 C	 D	
	 max.	 max.	 max.	 max.

18W	 549.0	 556.1	 563.2	 28

36W	 1149.0	 1156.1	 1213.6	 28

58W	 1500.0	 1504.7	 1514.2	 28

Dimensions in mm

MASTER TL-D ALTO 
The difference is green. The ALTO lamp, a green flagship product, features technology that employs a unique capsule 
injection dosing system that delivers significantly less mercury into each tube; now only two milligrams.

The lamps Next Generation triphosphor technologies ensures high light output, high lumen maintenance, and good 
colour rendering.

Features a distinct green end cap for easy identification for relamping. So make the switch to green! 

MASTER TL-D ALTO

Shortcode
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime EL 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TLD18W830ALTO 18 G13 59 1350 20000 83 3000 25 25

TLD18W840ALTO 18 G13 59 1350 20000 82 4000 25 25

TLD18W850ALTO 18 G13 59 1310 20000 80 5000 25 25

TLD18W865ALTO 18 G13 59 1275 20000 80 6500 25 25

TLD36W830ALTO 36 G13 103 3250 20000 83 3000 25 25

TLD36W840ALTO 36 G13 103 3250 20000 82 4000 25 25 

TLD36W850ALTO 36 G13 103 3170 20000 80 5000 25 25

TLD36W865ALTO 36 G13 103 3070 20000 80 6500 25 25

TLD58W830ALTO 58 G13 111 5150 20000 83 3000 25 25

TLD58W840ALTO 58 G13 111 5200 20000 82 4000 25 25

TLD58W850ALTO 58 G13 111 4950 20000 80 5000 25 25

TLD58W865ALTO 58 G13 111 4800 20000 80 6500 25 25
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Product ID	 A	 B	 C	 D
	 max.	 max.	 max.	 max.

18W 	 589.8 	 596.9 	 604 	 28

36W 	 1199.4 	 1206.5 	 1213.6 	 28

58W 	 1500.0 	 1507.1 	 1514.2 	 28

Dimensions in mm

MASTER TL-D Xtreme
Next Generation triphosphor tube with long service life and fewer early failures. Xtreme (extremely long life) are 
suited for applications where maintenance costs are high; such as areas with high ceilings or difficult to reach areas 
(department stores, supermarkets, warehouses, halls, airports etc). The Xtreme lamps are also suited to areas that 
require minimum disruption due to relamping; such as production facilities and transport tunnels. Philips recommends 
Xtreme lamps in applications where users are looking for longer periods between group replacement of lamps.  
Features a distinct X-cap to identify as a long-life lamp.

MASTER TL-D Super 80 
Next Generation triphosphor tubes with alternate wattages/lengths.

MASTER TL-D SUPER 80

Shortcode
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime EM 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TLD30W840 30 G13 98 2400 15,000 85 4000 25 25

Product ID	 A	 B	 C	 D	
	 max.	 max.	 max.	 max.

30W	 1199.4	 1206.5	 1213.6	 28

Dimensions in mm

MASTER TL-D XTREME

Shortcode
Wattage 

(W)

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 
(hrs) EM

Average 
Lifetime 
(hrs) EL

Average Lifetime 
24H Operation 

EL (hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TLD18W840XTRE 18 1330 47000 79000 92000 82 4000 25 25

TLD36W840XTRE 36 3250 47000 79000 92000 82 4000 25 25 
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MASTER TL-D 90 Deluxe 
TL-D 90 Deluxe tubes with a Colour Rendering Index (CRI) >90 are a direct retrofit for standard or TL-D Super 80 
where there is a requirement for very good colour rendering. Achieve deeper, richer colours in situations including 
florists, hairdressers, fashion/departments stores, museums etc.

Product ID	 A	 B	 C	 D	 E
max.	 max.	 max.	 max.	 max.	 max.

18W 	 589.8 	 594.5 5	 96.9 	 604 	 28

36W 	 1199.4 	 1204.7 	 1206.5 	 1213.6 	 28

58W 	 1500.0 	 1504.7 	 1507.1 	 1514.2 	 28

Dimensions in mm

MASTER TL-D 90 DELUXE

Shortcode
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TLD18W865 18 G13 59 1150 15000 93 6500 10 10

TLD18W950 18 G13 59 1150 15000 93 5000 10 10

TLD36W940 36 G13 103 2800 15000 91 3800 10 10

TLD36W950 36 G13 103 2800 15000 93 5000 10 10

TLD58W930 58 G13 111 4350 15000 92 3000 10 10

TLD58W950 58 G13 111 4550 15000 93 5000 10 10
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MASTER TL-D Food Pro (Butcher) 
The colour 79 butcher tube. Next Generation triphoshor tube designed specifically for the presentation of fresh meat 
and poultry. Lamps emphasis the deep red colours such as those of meat, without the lamp having a red appearance.

Product ID	 A	 B	 C	 D	 E
	 max.	 max.	 max.	 max.	 max.

18W 	 589.8 	 594.5 	 596.9 	 604 	 28

30W 	 894.6 	 899.3 	 901.7 	 908.8 	 28

36W 	 1199.4 	 1204.1 	 1206.5 	 1213.6 	 28

Dimensions in mm

MASTER TL-D SECURA

Shortcode
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TLD36W840SECURA 36 G13 103 3200 15000 85 4000 25 25

MASTER TL-D Secura
Next Generation triphosphor tube with protective coating. Outer sleeve keeps glass and other lamp components 
together in case of accidental lamp breakage. Suited for use in areas with open food and beverage areas, production 
facilities, sports facilities, animal enclosures etc.

Features a distinct blue-ring to identify as protected tubes. MASTER TL-D Secura is HACCP Certified. 

Product ID	 A	 B	 C	 D	 E
	 max.	 max.	 max.	 max.	 max.

36W 	 1199.4 	 1204.1 	 1206.5 	 1213.6 	 28

Dimensions in mm

MASTER TL-D food pro (BUTCHER)

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TLD18W79 18 G13 740 15000 74 3800 25 25

TLD30W79 30 G13 1300 15000 74 3800 25 25

TLD36W79 36 G13 1750 15000 74 3800 25 25 
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Product ID	 A	 B	 C	 D	 E
	 max.	 max.	 max.	 max.	 max.

18W 	 589.8 	 594.5 	 596.9 	 604 	 28

36W 	 1199.4 	 1204.1 	 1206.5 	 1213.6 	 28

Dimensions in mm

TL-D Standard Colours
Low-wattage standard colour tubes with shorter length and moderate colour rendering. 

TL-D Coloured
Philips TL-D COLOUR lamps is a complete portfolio of strong and brilliant colours ranging from 18W-58W. That 
means more freedom to create great ambiance.

Product ID		  A	 B	 C	 D
		  max.	 max.	 max.	 max.

10W 		  331.5 	 338.6 	 345.7 	 28

15W 		  437.4 	 444.5 	 451.6 	 28

Dimensions in mm

TL-D STANDARD COLOURS

Shortcode
Wattage 

(W)
Cap 
Base

Luminous Flux 
Lamp (1m)

Average 
Lifetime (hrs)

Colour 
Rendering 
Index (Ra)

Min Order 
Quantity

Carton 
Qty

TLD10W33 10 G13 520 10000 60 25 25

TLD15W33 15 G13 960 10000 63 9 9

TLD Coloured

Shortcode Colour
Wattage 

(W)
Cap 
Base

Luminous Flux 
Lamp (1m)

Min Order 
Quantity

Carton 
Qty

TLD18W18 Blue 18 G13 400 25 25

TLD18W17 Green 18 G13 1300 25 25

TLD18W16 Yellow 18 G13 660 25 25

TLD36W18 Blue 36 G13 970 25 25

TLD36W16 Yellow 36 G13 1580 25 25
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TL Miniature
Miniature tubes with 16mm diameter. Suited to orientation or compact lighting applications, and where space 
is limited. 

Product ID		  A	 B	 C	 D
		  max.	 max.	 max.	 max.

6W TL 		  212.1 	 219.2 	 226.3 	 16

8W TL		  288.3	 295.4	 302.5	 16

Dimensions in mm

TL MINIATURE

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TL6W33 6 G5 280 10000 60 4100 25 250

TL8W33 8 G5 410 10000 60 4100 25 250

Product ID		  D	 E	 I
		  max.	 max.	 max.

22W 		  30.9 	 215.9 	 157.5

32W 		  30.9 	 304.8 	 246.1

40W 		  30.9 	 406.4 	 347.7

Dimensions in mm

TL-E Circular Super 80
A range of simple, yet decorative shaped circular fluorescent lamps. To provide non-directional light in decorative 
or functional fittings. 

TL-E Circular Super 80

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TLE22W840 22 G10q 1285 9000 85 4000 20 20

TLE22W865 22 G10q 1250 9000 85 6500 20 20

TLE32W840 32 G10q 2130 9000 85 4000 4 4

TLE32W865 32 G10q 2130 9000 85 6500 20 20

TLE40W865 40 G10q 3100 9000 85 6500 20 20
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TL-X XL Instant Start 
Instant start safety lamps specifically designed for use in potentially explosive atmospheres. Internal ignition switch 
and nickel single pin caps. Must be used with explosion-proof ballasts in flameproof or increased safety fittings. 

Product ID		  A	 B	 C	 D
		  max.	 max.	 max.	 max.

20W 		  574 	 592.5 	 611 	 40.5

40W 		  1183.5 	 1202 	 1220.5 	 40.5

Dimensions in mm

D

A

B

C

TL-X XL INSTANT START

Shortcode
Wattage 

(W)
Cap 
Base

Luminous Flux 
Lamp (1m)

Average 
Lifetime (hrs)

Colour Temp 
(K)

Min Order 
Quantity

Carton 
Qty

TLXXL20W33 20 FA6 1100 26000 4100 25 25

TLXXL40W33 40 FA6 2350 26000 4100 25 25

Product ID			   Overall Length	 Diameter
			   C max.	 E max.

S2			   40.3	 21.5

S10			   40.3	 21.5

Dimensions in mm

Starter Switches  
Premium quality 2-pin flame-retardant polycarbonate ignitors for starting of fluorescent lamps on conventional 
electromagnetic circuits.

Controlled preheating of the lamp filaments and sufficient pulse voltage for longer lamp life.

Features a radio-interference suppression capacitor.

S2 starters for ignition in single-circuit operation 110-130V and series operation 220-240V.

S10 starters for ignition in series operation 220-240V.

STARTER SWITCHES

Shortcode
Wattage 

(W)
Min Order 
Quantity

Carton 
Qty

S2 4-22 25 300

S10 4-65 25 300 
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MASTER PL-R Eco
MASTER PL-R-Eco is an extremely efficient compact fluorescent lamp for downlight applications. It consists of six 
parallel tubes with a new innovative ‘Twist and Lock’ lamp base, designed for use with electronic gear.

Benefits: 	 •	 Optimal light and efficiency performance for short or long operation per switch in indoor downlighters 
	 •	 Up to 50% less energy consumption in application versus 18 and 26 W PL-C/T on EM gears for comparable 	
		  lighting levels 
	 •	 Up to 25% less energy consumption in application versus 18 and 26 W PL-C/T on HF drivers for comparable 	
		  lighting levels 
	 •	 Long life, sustainable light output and less early failures lead to less hassle and lower maintenance costs 
		  and facilitate the change from spot to group replacement 
	 •	 Easy lamp (re-)placement and stable fixation due to new twist and lock lampbase/holder

MASTER PL-R ECO

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

PLR14W830 14 GR14q-1 1200 24000 82 3000 10 10

PLR14W840 14 GR14q-1 1200 24000 82 4000 10 10

PLR17W830 17 GR14q-1 1500 24000 82 3000 10 10

PLR17W840 17 GR14q-1 1500 24000 82 4000 10 10

Product ID		  A	 B	 C	 D
		  max.	 max.	 max.	 max.

14W 		  99.7 	 120.0 	 126.6 	 41.0

17W		  121.7	 142.0 	 148.6 	 41.0

Dimensions in mm

A

D

B C
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PL-C 2-PIN
PL-C lamps are compact, single ended fluorescent lamps. All require external control gear which normally comes 
complete with the luminaire. 2-pin (non-dimming) option.

Product ID			   Base Face	 Insertion	 Overall	 Diameter
			   to Base Face	 Length	 Length 
			   A max.	 B max.	 C max.	 D max.

10W 			   75.7 	 95 	 109.9 	 27.1

13W 			   97.5 	 117 	 131.9 	 27.1

18W 			   109.5	 129	 143.9	 27.1

26W			   130.7	 150	 164.9	 27.1

Dimensions in mm

PL-C 2-PIN

Shortcode
Wattage 

(W)
Cap 
Base

Luminous Flux 
Lamp (1m)

Average 
Lifetime (hrs)

Colour Temp 
(K)

Min Order 
Quantity

Carton 
Qty

PLC10W8402P 10 G24d-1 600 10000 4000 10 50

PLC13W8272P 13 G24d-1 900 10000 2700 10 50

PLC13W8302P 13 G24d-1 900 10000 3000 10 50

PLC13W8402P 13 G24d-1 900 10000 4000 10 50

PLC18W8272P 18 G24d-2 1200 10000 2700 10 50

PLC18W8302P 18 G24d-2 1200 10000 3000 10 50

PLC18W8402P 18 G24d-2 1200 10000 4000 10 50

PLC26W8302P 26 G24d-3 1800 10000 3000 10 50

PLC26W8402P 26 G24d-3 1800 10000 4000 10 50 
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MASTER PL-L 4-PIN

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

PLL18W8304P 18 2G11 1200 15000 82 3000 25 25

PLL18W8404P 18 2G11 1200 15000 82 4000 25 25

PLL36W8404P 36 2G11 2900 15000 82 4000 25 25

PLL55W8304P 55 2G11 4800 20000 82 3000 25 25

PLL55W8404P 55 2G11 4800 15000 82 4000 25 25

MASTER PL-L 4-PIN
PL-L lamps have two parallel fluorescent tubes and a 4-pin base. Dimming possible on electronic gear.

Product ID		  Base Face	 Insertion	 Overall	 Diameter	 Diameter
		  to Base Face	 Length	 Length 
		  A max.	 B max.	 C max.	 D max.	 DI max.

18W 		  194.2 	 220 	 226.0 	 37.7 	 18

36W 		  384.2 	 410 	 416.6 	 37.7 	 18

40W 		  509.2	 535	 541.6	 37.7	 18

55W		  509.2	 535	 541.6	 37.7	 18

Dimensions in mm

PL-C 4-PIN
PL-C lamps are compact, single ended fluorescent lamps. All require external control gear which normally comes 
complete with the luminaire. 4-pin (dimming) option.

Product ID		  Base Face	 Insertion	 Overall	 Diameter
		  to Base Face	 Length	 Length 
		  A max.	 B max.	 C max.	 DI max.

13W 		  97.5 	 117 	 131.9 	 27.1

18W 		  109.5	 129	 143.9	 27.1

26W		  130.7	 150	 164.9	 27.1

Dimensions in mm

PL-C 4-PIN

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

PLC13W8304P 13 G24q-1 900 10000 83 3000 10 50

PLC13W8404P 13 G24q-1 900 10000 82 4000 10 50

PLC18W8304P 18 G24q-2 1200 10000 83 3000 10 50

PLC18W8404P 18 G24q-2 1200 10000 82 4000 10 50

PLC26W8274P 26 G24q-3 1800 10000 83 2700 10 50

PLC26W8304P 26 G24q-3 1800 10000 83 3000 10 50

PLC26W8404P 26 G24q-3 1800 10000 82 4000 10 50

Fluorescent Lamps  •  Compact Non-Integrated
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PL-S 2-PIN
PL-S lamps are compact, single ended fluorescent lamps, with two parallel tubes. They have either a 2-pin or 4-pin 
base incorporating a special instant starter and capacitor.

Product ID		  Base Face	 Insertion	 Overall	 Diameter	 Diameter
		  to Base Face	 Length	 Length 
		  A max.	 B max.	 C max.	 D max.	 DI max.

7W 2P 		  97 	 113 	 135.0 	 27.1 	 10

9W 2P 		  129 	 145 	 167.0 	 27.1 	 10

11W 2P 		  198 	 214 	 235.8 	 27.1 	 10

Dimensions in mm

PL-S 2-PIN

Shortcode
Wattage 

(W)
Cap 
Base

Luminous Flux 
Lamp (1m)

Average 
Lifetime (hrs)

Colour Temp 
(K)

Min Order 
Quantity

Carton 
Qty

PLS7W8272P 7 G23 400 8000 2700 25 25

PLS7W8402P 7 G23 400 8000 4000 25 25

PLS9W8272P 9 G23 600 8000 2700 25 25 

PLS9W8402P 9 G23 600 8000 4000 25 25

PLS11W8272P 11 G23 900 8000 2700 25 25

PLS11W8402P 11 G23 900 8000 4000 25 25

PL-S 4-PIN
PL-S lamps are compact, single ended fluorescent lamps, with two parallel tubes. They have either a 2-pin or 4-pin 
base incorporating a special instant starter and capacitor.

Product ID		  Base Face	 Insertion	 Overall	 Diameter	 Diameter
		  to Base Face	 Length	 Length 
		  A max.	 B max.	 C max.	 D max.	 D1 max.

11W 4P 		  196 	 214 	 219.9 	 27.1 	 10

Dimensions in mm

PL-S 4-PIN

Shortcode
Wattage 

(W)
Cap 
Base

Luminous Flux 
Lamp (1m)

Average 
Lifetime (hrs)

Colour Temp 
(K)

Min Order 
Quantity

Carton 
Qty

PLS11W8404P 11 2G7 900 8000 4000 25 50
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PL-T 2-PIN
PL-T lamps are compact, single ended fluorescent lamps. All require external control gear which normally comes 
complete with the luminaire.

Product ID		  Base Face	 Insertion	 Overall	 Width
		  to Base Face	 Length	 Length 
		  A max.	 B max.	 C max.	 D max.

26W 		  86.7 	 111.0 	 126.7 	 41.0

Dimensions in mm

PL-T 2-PIN

Shortcode
Wattage 

(W)
Cap 
Base

Luminous Flux 
Lamp (1m)

Average 
Lifetime (hrs)

Colour Temp 
(K)

Min Order 
Quantity

Carton 
Qty

PLT26W8302P 26 Gx24d-3 1800 10000 3000 10 50

PLT26W8402P 26 Gx24d-3 1800 10000 4000 10 50

Fluorescent Lamps  •  Compact Non-Integrated
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PL-T TOP 4-PIN
PL-T TOP (Temperature Optimised Performance) energy saving compact fluorescent lamp. Compact long-arc 
low-pressure mercury discharge lamp envelope consists of 6 parallel narrow fluorescent tubes. 
Amalgam controlled operation.

Benefits: 	 •	 Optimal lighting performance for long periods of continuous operation 
	 •	 High temperature independency at higher application temperatures due to Amalgam technology 
	 •	 Long life and sustainable light output

PL-T TOP 4-PIN

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

PLTT18W8304P 18 Gx24q-2 1200 13000 82 3000 10 50

PLTT18W8404P 18 Gx24q-2 1200 13000 82 4000 10 50

PLTT26W8304P 26 Gx24q-3 1800 13000 82 3000 10 50

PLTT26W8404P 26 Gx24q-3 1800 13000 82 4000 10 50

PLTT32W8304P 32 Gx24q-3 2400 13000 82 3000 10 50

PLTT32W8404P 32 Gx24q-3 2400 13000 82 4000 10 50

PLTT42W8304P 42 Gx24q-4 3200 13000 82 3000 10 50

PLTT42W8404P 42 Gx24q-4 3200 13000 82 4000 10 50

PLTT57W8404P 57 Gx24q-5 4300 13000 82 4000 10 50

Product ID		  Base Face	 Insertion	 Overall	 Width
		  to Base Face	 Length	 Length 
		  A max.	 B max.	 C max.	 D max.

18W 		  71.7 	 96.0 	 111.7 	 41.0

26W 		  86.7 	 111.0 	 126.7 	 41.0

32W 		  98.7 	 123.0 	 138.7 	 41.0

42W 		  120.7 	 145.0 	 160.7 	 41.0

57W 		  157.7 	 182.0 	 197.7 	 41.0

Dimensions in mm
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PL-Q 2-PIN & 4-PIN Quadrant 
PL-Q lamps are compact fluorescent lamps consisting of three double-bent parallel fluorescent tubes. 

Product ID		  Overall	 Diameter	 Diameter	 Diameter	 Width
		  Length		   
		  C max.	 D max.	 D1 max.	 E max.	 F max.

16W 		  141.0 	 15.0 	 27.5 	 138.0 	 41.0

28W 		  207.0 	 24.0 	 33.0 	 205.0 	 41.0

Dimensions in mm

PL-Q 2-PIN & 4-PIN QUADRANT

Shortcode
Wattage 

(W)
Cap 
Base

Luminous Flux 
Lamp (1m)

Average 
Lifetime (hrs)

Colour Temp 
(K)

Min Order 
Quantity

Carton 
Qty

PLQ16W8272P 16 GR8 1050 6000 2700 10 10

PLQ28W8274P 28 GR10q 2050 6000 2700 10 10

PLQ28W8404P 28 GR10q 2050 6000 4000 10 10

MASTER PL-T Xtra
Energy saving compact fluorescent lamp. Compact long-arc low-pressure mercury discharge lamp envelope consists 
of 6 parallel narrow fluorescent tubes.

Benefits: 	 •	 Extra long life 
	 •	 Longer lifetime and less early failures lead to less hassle and lower maintenance costs and facilitate the 
		  change from spot to group replacement 
	 •	 Optimal light performance for long operation per switch on

MASTER PL-T XTRA

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

PLTXTRA42W8404P 42 GX24q-4 3050 33000 82 4000 50 50

PLTXTRA57W8404P 57 GX24q-5 4300 33000 82 4000 50 50

Product ID		  Base Face	 Insertion	 Overall	 Width
		  to Base Face	 Length	 Length 
		  A max.	 B max.	 C max.	 D max.

42W 		  120.7 	 145.0 	 160.7 	 41.0

57W 		  157.7 	 182.0 	 197.7 	 41.0

Dimensions in mm

Fluorescent Lamps  •  Compact Non-Integrated
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Ambiance Lustre

Shortcode
Wattage 

(W)
Cap 
Base

Voltage
Luminous Flux 

Lamp (m)
Average 

Lifetime (hrs)
Colour Temp 

(K)
Carton 

Qty

LST8WWWSBC 8 B15 220-240V 370 6000 2700 6

LST8WWWBC 8 B22 220-240V 370 6000 2700 6

LST8WWWSES 8 E14 220-240V 370 6000 2700 6

LST8WWWES 8 E27 220-240V 370 6000 2700 6

Ambiance Lustre
Suitable for a wide variety of decorative lighting and situations, creating a very pleasant and relaxed atmosphere with 
a high degree of visual comfort.

Product ID		  Overall Length	 Diameter	 Width 
		  C max.	 D max.	 F max.

8W 		  97	 56.5	 48.5

Dimensions in mm

C
D

F
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Ambiance Candle

Shortcode
Wattage 

(W)
Cap 
Base

Voltage
Luminous Flux 

Lamp (m)
Average 

Lifetime (hrs)
Colour Temp 

(K)
Carton 

Qty

CND8WWWSBC 8 B15 220-240V 370 6000 2700 6

CND8WWWBC 8 B22 220-240V 370 6000 2700 6

CND8WWWSES 8 E14 220-240V 370 6000 2700 6

Ambiance PAR38

Shortcode
Wattage 

(W)
Cap 
Base

Voltage
Luminous Flux 

Lamp (m)
Average 

Lifetime (hrs)
Colour Temp 

(K)
Carton 

Qty

PAR23WWWES 23 E27 220-240V 1250 6000 2700 6

PAR23WCDLES 23 E27 220-240V 1200 6000 2700 6

Ambiance Candle
Suitable for a wide variety of decorative lighting and situations, creating a very pleasant and relaxed atmosphere with 
a high degree of visual comfort.

Product ID			   Overall Length	 Diameter	
			   C max.	 D max.

8W 			   119.5	 41.5

Dimensions in mm

C
D

Ambiance PAR38
Due to its shape, PAR38 is ideal to replace current incandescent PAR38 applications. Suited for use in shops, office, 
homes and outdoors*.

Product ID		  Overall Length	 Diameter	 Width	
		  C max.	 D max.	 F max.

23W 		  140.2	 122	 43.5

Dimensions in mm

D

C

F

* For outdoor application, we suggest using this product with light fittings greater than IP54.
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Genie
An energy saving stick-shape compact fluorescent lamp of a small size.

Product ID		  Overall Length	 Diameter	 Width	
		  C max.	 D max.	 F max.

8W		  105.5	 35	 44.4

11W 		  117	 35	 44.4

14W 		  132	 35	 44.4

18W 		  135	 41	 48.4

Dimensions in mm

Genie

Shortcode
Wattage 

(W)
Cap 
Base

Voltage
Luminous Flux 

Lamp (m)
Average 

Lifetime (hrs)
Colour Temp 

(K)
Carton 

Qty

GENIE14WWWBC 14 B22 220-240V 840 8000 2700 6

GENIE14WWWES 14 E27 220-240V 840 8000 2700 6

GENIE14WCDLBC 14 B22 220-240V 790 8000 6500 6

GENIE14WCDLES 14 E27 220-240V 790 8000 6500 6

GENIE18WWWBC 18 B22 220-240V 1100 8000 2700 6

GENIE18WWWES 18 E27 220-240V 1100 8000 2700 6

GENIE18WCDLBC 18 B22 220-240V 1040 8000 6500 6

GENIE18WCDLES 18 E27 220-240V 1040 8000 6500 6
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Tornado
An energy saving twist-shape compact fluorescent lamp with optimal light distribution.

Product ID		  Overall Length	 Diameter	 Width 
		  C max.	 D max.	 F max.

5W 		  80	 47	 40.5

8W 		  87	 47	 40.5

12W 		  94	 47	 40.5

15W 		  109	 58	 52.5

20W 		  114	 62	 52.4

24W 		  126	 62	 52.5

Dimensions in mm

D

F

C

TORNADO

Shortcode
Wattage 

(W)
Cap 
Base

Voltage
Luminous Flux 

Lamp (m)
Average 

Lifetime (hrs)
Colour Temp 

(K)
Carton 

Qty

TND5WWWES 5 E27 220-240V 300 8000 2700 6

TND5WWWBC 5 B22 220-240V 300 8000 2700 6

TND5WWWSES 5 E14 220-240V 300 8000 2700 6

TND5WCDLBC 5 E27 220-240V 285 8000 6500 6

TND5WCDLSES 5 E14 220-240V 280 8000 6500 6

TND8WWWES 8 E27 220-240V 500 8000 2700 6

TND8WWWBC 8 B22 220-240V 500 8000 2700 6

TND8WWWSES 8 E14 220-240V 500 8000 2700 6

TND8WCDLBC 8 B22 220-240V 475 8000 6500 6

TND8WCDLES 8 E27 220-240V 475 8000 6500 6

TND12WWWES 12 E27 220-240V 740 8000 2700 6

TND12WWWBC 12 B22 220-240V 740 8000 2700 6

TND12WWWSES 12 E14 220-240V 725 8000 2700 6

TND12WCDLBC 12 B22 220-240V 700 8000 6500 6

TND12WCDLES 12 E27 220-240V 700 8000 6500 6

TND12WCDLSES 12 E14 220-240V 690 8000 6500 6

TND15WWWES 15 E27 220-240V 950 8000 2700 6

TND15WWWBC 15 B22 220-240V 950 8000 2700 6

TND20WWWES 20 E27 220-240V 1250 8000 2700 6

TND20WWWBC 20 B22 220-240V 1250 8000 2700 6

TND20WCDLES 20 E27 220-240V 1200 8000 6500 6

TND20WCDLBC 20 B22 220-240V 1200 8000 6500 6

TND24WWWES 24 E27 220-240V 1550 8000 2700 6

TND24WWWBC 24 B22 220-240V 1550 8000 2700 6

TND24WCDLES 24 E27 220-240V 1450 8000 6500 6

TND24WCDLBC 24 B22 220-240V 1450 8000 6500 6
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The Basics 
	     of LED Technology

LED Lamps
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LED

An LED (light emitting diode) is a semi-conductor device or chip 
that produces light when an electrical current is applied.

	������������� What to remember:
	��� LEDs are just one of many components – optics, housing, 

power souces, to name a few – used to create an LED fixture 
or lamp. When looking at claims about lifetime, efficiency and 
design, it is important to compare the specifications of the 
entire. LED system as a whole not just the specifications of 
the individual system components.

Efficiency and efficacy

The “efficacy” of a lighting fixture is usually expressed as 
the amount of light (in lumens) produced by a certain amount of 
electricity (in watts). Lighting fixture “efficiency” is the ratio of 
the total lumens exiting the fixture to the total lumens produced 
by the light source. Efficiency is also used to discuss the broader 
concept of using resources efficiently.

�	��� What to remember:
��	����� It is important to note that the efficacy of the LEDs 

themselves is always greater than the efficacy of the LED 
fixture. This is caused by many factors including losses as light 
bounces off reflectors and passes through lenses. Make sure 
when specifying a light fixture that you are looking at the 
appropriate fixture data versus the LED source data.

Lifetime

For traditional lighting sources lifetime is reported as “mean 
time to failure,” which means the average time it takes for some 
percentage of lamps (usually 50%) to fail completely. With an 
LED source, light output diminishes over time.Therefore for 
LED sources, lifetime typically refers to the useful life of the light 
output, which is referred to as lumen maintenance.

	� What to remember:
	� The lifetimes of LED sources and traditional light sources are 

defined differently. For white LEDs, lifetime is referred to as 
the time after which 70% of the original light output remains, 
not when the source has completely burnt out.

Low voltage versus line voltage
As opposed to the simplicity of direct line voltage feed, 
historically all LED fixtures required an external, low voltage 
power supply or transformer resulting in a more complex 
installation process than that of traditional fixtures. However, 
today direct line voltage LED fixtures are available.

	 What to remember:
	� Some LED fixtures can accept direct line voltage. Philips has 

developed Powercore® technology specifically to increase 
efficiency, lower the overall cost, and ease installation of LED 
lighting systems by integrating power management directly 
into the fixture. Fixtures with Powercore technology can be 
plugged directly into a standard wall outlet or wired directly 
into a standard junction box, eliminating the need for external 
low-voltage power supplies that can complicate installation.

Directionality

LEDs are directional sources.Traditional light sources (e.g. the 
incandescent bulb) emit light in all directions. In order to collect 
light and direct it onto the surface you are trying to illuminate, 
you must use lenses and reflectors, which absorb light and 
reduce the total output of the fixture.

	 �What to remember:
	� Because an LED source is already emitting the majority 

of light in a defined direction, it requires significantly less 
beam shaping optics, leading to a more efficient light fixture. 
A traditional source may produce more lumens than an 
LED source, but it may lose much of its light when passing 
through the required optics. It is important to consider total 
illuminance, measured in foot candles or lux, when making 
comparisons between light fixtures.

Colour Rendering Index (CRI)

Colour Rendering Index (CRI), is a measure of the ability of a 
light source to render colors, compared to a reference source 
(incandescent or daylight), on a scale of up to 100, with 100 
being identical to the reference source.

	 What to remember:
	� The higher the CRI, the better the fixture’s ability to show 

true colours.

Sustainability

LED lighting is often linked to sustainability in the context of 
energy. But sustainability is a much larger concept, with energy 
efficiency being just one component. Sustainability takes into 
account environmental responsibility, including waste reduction, 
recyclability, materials and resources, and building and design 
practices themselves.

	 What to remember:
	� LED lighting supports sustainable design in several ways: 

it can reduce energy consumption, it requires infrequent 
replacement (leading to less waste), and it contains no 
hazardous mercury. Some LED fixtures are designed to be 
disassembled more easily for recycling.
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LED Lamps

Please read the following installation instructions 
very carefully when installing your Philips LED lamp.

•	������� Always switch off power supply before commencing work.

•	� Operating temperature range of the lamp should be between -20°C and 45°C ambient. 
Over-heating can affect lamp performance. 

•	 Only use in indoor applications and in open fixtures providing 10mm free air space. 

•	 Ensure the fixture has the appropriate lamp-holder.

•	� Do not use or install the lamp in highly dusty or smoky environments. It is recommended 
that you install the lamp only after construction is completed. 

•	 Input voltage should be +/-10% the amount stipulated in the specifications.

•	� Philips Dimmable LED lamps are only dimmable with compatible mix of transformers 
and dimmers, actual dimming performance depends on dimmer type (refer to the 
recommended dimmer & transformer list). Please note the different combinations based on 
the type of lamp and number of lamps. 

•	 For LV MR16 range the wiring length between lamp and transformer should be less than 
	 1.5 metres.     

•	 Not intended to use with emergency light fixtures or exit lights or DC transformers.

•	� Customer may notice a one second flicker during startup. This is normal and will not affect 
lamp performance and lifetime.

•	� Relative humidity in the installation should not exceed 80% Relative Humidity. Do not 
install in bathrooms, kitchens and wet areas. These lamps have no tolerance to water. 

•	 Lamps must be protected from the ingress of salt air.

•	 Do not install the lamp close to medical equipment/televisions/studios/radio areas.

•	� Products are not subjected to more than total of 20,000 fast switches (time between 
“on” and “off” should be less than 10 minutes).

•	� Electrical installation in which the product operates must not be subjected to voltage 
fluctuations. The mains supply should have surge or over voltage protection equipment.

•	� It is also recommended that all lamps on one transformer share the same Philips brand.

•	� Approximate lifetimes are based on usage not exceeding 4,000 hrs/year.

For detailed information, please visit www.philips.com.au/masterledlamps

LED Lamps 
	     Application Guide
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LED Lamps

LEDspot Mains Voltage GU10
This lamp is similar to a traditional GU10 halogen reflector lamp of 50W. It is ideal for a myriad of applications such as 
track lighting, general architectural and landscape lighting, display case fixtures and cabinet lighting.

C

D

Product ID			   Overall Length	 Diameter	
			   C max.	 D max.

8W 			   80.5	 50.2

Dimensions in mm

LEDSPOT MAINS VOLTAGE GU10

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Intensity 

(cd)

Total 
Lumen 

(lm)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Beam 
Angle 

°

Min 
Order 

Quantity

Carton 
Qty

Dimmable

MLED8W27GU1025D 8 GU10 230-240V 1800 430 40000 2700 25 1 6 Yes

MLED8W27GU1040D 8 GU10 230-240V 900 430 40000 2700 40 1 6 Yes

MLED8W30GU1025D 8 GU10 230-240V 1900 450 40000 3000 25 1 6 Yes

MLED8W30GU1040D 8 GU10 230-240V 950 450 40000 3000 40 1 6 Yes

MLED8W40GU1025D 8 GU10 230-240V 1900 450 40000 4000 25 1 6 Yes

MLED8W40GU1040D 8 GU10 230-240V 950 450 40000 4000 40 1 6 Yes

Dimmer info

Brand Type # Load Type Load

HPM 2000E RL 2000W

HPM 2400E RL 2400W

HPM 1000TMWE RC 10-1000W

HPM 700TWE RC 10-700W

Clipsal 31E800T RC 800W

Clipsal 2031E2PUDR RLC 25-450W

Clipsal 5852D2T1AA RC 480W

Clipsal 5854D1T2AA RC 240W

Clipsal 32/2400 RL 2400W

Clipsal 32/1000 RL 1000W

Clipsal L5504D2A RL 600W

Clipsal L5504D2U RLC 600W

HPM Cat 250T RC 250W

Clipsal 32V500 RL 500W

Clipsal 32E2CFLDM RC 5-300W

Clipsal 32E450UDM RLC 450W

Clipsal 32E450TM RC 450W

Clipsal 32E450LM RL 450W

Clipsal 3031H500MK R 500W

HPM Cat 400T RC 10-400W

HPM Cat 450P RLC 450W

RESULTS
Number of Lamps

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

• • • • • • • • • • • • • • • • • •

• • • • • • • • • • • • • • • • • •

• • • • • • • • • • • • • • • • • •

• • • • • • • • • • • • • • • • • •

• • • • • • • • • • • • • • • • • •

• • • • • • • • • • •

• • • • • • • • • • • •

• • • • • •

• • • • • • • • • • • • • • • • • •

• • • • • • • • • • • • • • • • • •

• • • • • • • • • • • • • • •

• • • • • • • • • • • • • • •

• • • • • •

• • • • • • • • • • • • •

• • • • • • • •

• • • • • • • • • • •

• • • • • • • • • • •

• • • • • • • • • • •

• • • • • • • • • • • • •

• • • • • • • • • •

• • • • • • • • • • •

Dimming Compatibility for MASTER LED GU10, 8W*  ** ***

*	� Dimmable to 10% with compatible mix of dimmers and transformers. 
Real dimming performance depends on dimmer type.

**	 Please check with manufacturer on availability of transformers and dimmers in Australia.
***	 Philips does not accept liability for compatibility as a result of changes in dimmer or transformer specifications.
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LEDspot Low Voltage MR11 – Non-dimmable
Philips 12V MASTER LED 4W MR11 is the lastest in Philips’ series of Low Voltage(12VAC) Halogen spot replacements. 
It also offers excellent accent light effect.

Product ID			   Overall Length	 Diameter	
			   C max.	 D max.

4W 			   40	 34.6

Dimensions in mm

D

C

LEDspot Low Voltage MR11 – Non-dimmable

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Intensity 

(cd)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Beam 
Angle 

°

Min Order 
Quantity

Carton 
Qty

MLEDMR112700K24D 4 GU4 12V 580 25000 2700 24 1 12

MLEDMR114000K24D 4 GU4 12V 700 25000 4000 24 1 12

LEDspot Low Voltage MR16 – Non-dimmable
Delivering a warm, halogen/incandescent-like accent beam, MASTER LEDspot MR16 non-dimmable lamp is an ideal 
retrofit solution for spot and general lighting applications where dimming is not required. It is particularly suited to 
public areas such as receptions, lobbies, corridors, stairwells and washrooms in the hospitality industry. These lamps 
provide an alternative to traditional GU5.3 halogen reflector lamps.

Product ID			   Overall Length	 Diameter	
			   C max.	 D max.

4W 			   47.8	 50

6.5W 			   47.8	 49.9

Dimensions in mm

LEDspot Low Voltage MR16 – Non-dimmable

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Intensity 

(cd)

Luminous  
Flex
(lm)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Beam 
Angle 

°

Min 
Order 

Quantity

Carton 
Qty

MLED4W2700K24D 4 GU5.3 12V 1000 210 45000 2700 24 1 10

MLED4W3000K24D 4 GU5.3 12V 1150 220 45000 3000 24 1 10

MLED6.5W27K24D 6.5 GU5.3 12V 2000 380 25000 2700 24 1 10

MLED6.5W30K24D 6.5 GU5.3 12V 2030 390 25000 3000 24 1 10

MLED6.5W27K36D 6.5 GU5.3 12V 1200 380 25000 2700 36 1 10

MLED6.5W30K36D 6.5 GU5.3 12V 1250 390 25000 3000 36 1 10

*	� Image guide only.
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LED Lamps

LEDspot Low Voltage MR16 – Dimmable
Philips 12V MASTER LED Dimmable MR16 is the latest in Philips’ series of low voltage (12VAC) Halogen spot 
replacements. Not only does it employ Philips patented solution offering compatibility with a variety of standard 12V 
Halogen electronic transformers and wall dimmers, it also delivers good beam intensity. The Philips MASTER LED 
7W 12V Dimmable MR16 fits into most halogen lamp fittings.

D

C

Product ID			   Overall Length	 Diameter	
			   C max.	 D max.

12V MASTER LED Dimmable MR16 		  54.5	 50.5

Dimensions in mm

LEDspot Low Voltage MR16 – dimmable*

Product Type
Voltage 

(V)

Power 
Watts 
(W)

Base
Power 
Factor

Lumen 
90D cone 

(lm)

Total 
Lumen 
(lm)

Beam 
Angle  

º
CCT (K) Intensity 

(Cd)
Lifetime 
(Hrs)

CRI Dimmable

MLED 7W27K24DIM 12 7 GU5.3 >0.7 380 350 24 2700K 1950 40,000 >80 Yes

MLED 7W3K24DIM 12 7 GU5.3 >0.7 380 350 24 3000K 1950 40,000 >80 Yes

MLED 7W4K24DIM 12 7 GU5.3 >0.7 400 380 24 4000K 2050 40,000 >80 Yes

MLED 7W27K36DIM 12 7 GU5.3 >0.7 380 350 36 2700K 1050 40,000 >80 Yes

MLED 7W3K36DIM 12 7 GU5.3 >0.7 380 350 36 3000K 1050 40,000 >80 Yes

MLED 7W4K36DIM 12 7 GU5.3 >0.7 400 380 36 4000K 1100 40,000 >80 Yes

MLED 7W27K60DIM 12 7 GU5.3 >0.7 380 350 60 2700K 360 40,000 >80 Yes

MLED 7W3K60DIM 12 7 GU5.3 >0.7 380 350 60 3000K 360 40,000 >80 Yes

MLED 7W4K60DIM 12 7 GU5.3 >0.7 400 380 60 4000K 380 40,000 >80 Yes

*	� Refer to Dimming Compatibility table.
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LEDspot Low Voltage MR16 – Dimming Compatibility 

Dimming Compatibility for MASTER LED Dimmable MR16 7W*

D
im

m
er

*Philips does not accept liability for incompatibility as a result of changes in dimmer or transformer specifications.

TRANSFORMER

Brand Osram Tridonic LONON NVC

Model Redback 
60VA

HTM 70 HTM 105 HTM 150 VIPER Speedy POSSUM
LNDET- 

50
ET60E

Lamp per 
trans.

1 lamp 1 lamp 1 lamp 2 lamps 1 lamp 1 lamp 1 lamp 1 lamp 1 lamp

Brand Model Without 
Dimmer

Pass Pass Pass Pass Pass Pass Pass Pass Pass

Clipsal 32E450UDM

32E450TM

32E2CFLDM

250Volt 500VA

KB31RD400

LEGRAND Arteor 400W

HPM Cat 400L

Cat 400T

Philips LRD8020

Lonon NB6MB

TCL V8051

A8051

TNC Z62-M12

Dynalite DDMC802+DDLM102

DDMC802+DDTM102

DLE1205

PDL 624TMWH

KIWI K004U

K005T

Panasonic WEG57816

WEG57813

D
IM

M
ER

Dimmable*
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LEDbulb A60
The new MASTER LED A60 12W bulb delivers a dimmable glow effect similar to a 60W incandescent bulb for a 
welcoming, warm atmosphere, making it ideal for general lighting applications. Its innovative design radiates warm light 
in all directions, making it a good alternative to the incandescent lamp.

Product ID			   Overall Length	 Diameter	
			   C max.	 D max.

12W 			   109.6	 61.5

Dimensions in mm

LEDBULB A60

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Lumen 
Output 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

Dimmable

MLED12WA60E27WW 12 E27 220-240V 806 25000 2700 1 6 Yes

MLED12WA60B22WW 12 B22 220-240V 806 25000 2700 1 6 Yes

*	� Image guide only.

Dimming compatibility for Master LED A60 12W

Brand Type # Load Operation Condition Dimmer Features Max no. of lamps

CLIPSAL 32E450LM 450W 220-240V, 50Hz Leading edge 4 max

http://www.materialeelectrice.ro/surse-de-iluminat/filter/manufacturer/philips


LEDbulb A67
The unique remote phospher technology utilised in the MASTER LED A67 13W bulb delivers soft white light similar to 
a 75W incandescent bulb ideal for general lighting appliances.

Product ID			   Overall Length	 Diameter	
			   C max.	 D max.

13W			   127	 61

Dimensions in mm

D

C

LEDBULB A67

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Lumen 
Output 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

Dimmable

MLED13WA67E27WW 13 E27 220-240V 1055 25000 2700 1 6 Yes

MLED13WA67B22WW 13 B22 220-240V 1055 25000 2700 1 6 Yes

*	� Image guide only.
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LED Lamps
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LED Decorative Candle
Delivering sparkling light effects, Novallure LED candle bulbs are ideal for general and decorative lighting in the 
hospitality industry, as well as in home environments. Mounted in full view in chandeliers, wall sconces or modern 
luminaires, the clear bulb fits existing fixtures with an E14 socket and is dimmable.

LED DECORATIVE CANDLE

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Lumen 
Output 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

MLED35W27KCLOT 3.5W SES 230-240V 250 20000 2700 1 10

MLED4W3000K24D 4 SES 230-240V 250 20000 3000 1 10

Product ID			   Overall Length	 Diameter	
			   C max.	 D max.

3.5W 			   113	 39

4W 			   101	 35

Dimensions in mm
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LEDspot PAR
With its robust design and warm-white beam of light, these new generation PAR lamps are ideal for general lighting 
and spot lighting in the hospitality industry. They are especially suitable for public areas such as lobbies, corridors, 
and stairwells. Compatible with existing fixtures with an E27 holder and designed for retrofit replacement of halogen 
lamps. The range includes an IP44-rated outdoor version PAR38 lamp.

Product ID			   Overall Length	 Diameter 
			   C max.	 D max.

12W 			   91	 92

18W			   133	 122

17W			   132.5	 121.6

Dimensions in mm

LEDSPOT PAR

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Lumen 
Output 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Beam 
Angle 

°

Min Order 
Quantity

Carton 
Qty

Dimmable

ML9W27000K3025D 9.5 E27 220-240V 650 40000 2700 25 1 6 Yes

ML14W2700K3825D 14.5 E27 220-240V 900 40000 2700 25 1 6 Yes

ML17W2700K38OD 17 E27 220-240V 810 25000 2700 25 1 6 No

DIMMING COMPATIBILITY FOR LEDspot PAR 9.5W PAR30*

Dimmer Type Brand Type
Operating 

Voltage
Load

Max. Lamp 
Quantity

32E450LM CLIPSAL RL
220V, 50Hz 450W 3

240V, 50Hz 450W 4

32E450UDM CLIPSAL RLC 220V/240V, 50Hz 450W 7

E3031HD CLIPSAL RLC 240V, 50Hz 40~600W 2

*	� Image guide only.

DIMMING COMPATIBILITY FOR LEDspot PAR 14.5W PAR38*

Dimmer Type Brand Type
Operating 

Voltage
Load

Max. Lamp 
Quantity

32E450LM CLIPSAL RL
220V, 50Hz 450W 3

240V, 50Hz 450W 4

32E450UDM CLIPSAL RLC 220V/240V, 50Hz 450W 7

E3031HD CLIPSAL RLC 240V, 50Hz 40~600W 2

*	� Please check with manufacturer on availability of dimmers in Australia.
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LEDspot AR111
Delivering a warm, halogen-like accent beam, MASTER LEDspot LV AR111 is an ideal retrofit solution for spot and 
general lighting applications in the hospitality and retail industry. It is particularly suitable for general lighting and 
creative accent lighting applications in shops, restaurants, hotels, and museums. The range includes dimmable versions.

LEDSPOT AR111

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Lumen 
Output 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Beam 
Angle 

°

Min Order 
Quantity

Carton 
Qty

Dimmable

ML15WAR111WW24DM 15 G53 12V 830 45000 2700 24 1 6 Yes

ML15WAR111WW40DM 15 G53 12V 830 45000 2700 40 1 6 Yes

Product ID			   Overall Length	 Diameter	
			   C max.	 D max.

15W 			   58.6	 111

Dimensions in mm

D

C

Brand
Transformer 
compatibility

Clipsal Clipsal Clipsal HPM HPM

Model
32E450UD 
M 450W

32E450TM 32E450LM Cat400L Cat400T

Philips ET-S60 1 Lamp Pass • • •

OSRAM
ECO-ET105 1 Lamp Pass • • • •

HTM 105/230-24 1 Lamp Pass • • • •

DIMMING COMPATIBILITY FOR LEDSPOT LV AR1I1*

*	� Please check with manufacturer on availability of transformers and dimmers in Australia.
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A1

D
1

D
2

A2
A3

LEDtube
Philips MASTER LEDtube integrates a LED light source with a frosted cover design into the traditional linear 
fluorescent form. Philips MASTER LEDtube is an advanced alternative to the classic linear fluorescent lamp and is 
designed for multiple general lighting applications such as:

Main Applications: 	 • Offices • Industrial • Parking lots • Railway stations • Warehouses • Supermarket/Shops 
	 • School • Hospital • Cold stores

Note: EPM 050 must be purchased separately with each Philips LEDtube.

Product ID	 Length	 A1 	 A2	 A3	 CI	 DI	 D2

10W 	 600mm	 588.5	 595.5	 602.5	 -	 25.68	 28

15W 	 900mm	 893.5	 900.5	 907.5	 -	 25.68	 28

19W 	 1200mm	 1198	 1205	 1212	 -	 25.68	 28

24W	 1500mm	 1500	 1507	 1514	 -	 25.68	 28

Dimensions in mm

LEDTUBE

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Lumen 
Output 

(lm)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TLED10W4000KG13 10 G13 100-240V 825 40000 4000 10 10

TLED10W6500KG13 10 G13 100-240V 825 40000 6500 10 10

TLED15W4000KG13 15 G13 100-240V 1265 40000 4000 10 10

TLED15W6500KG13 15 G13 100-240V 1265 40000 6500 10 10

TLED16W4000KG13 16 G13 100-240V 1600 40000 4000 10 10

TLED16W6500KG13 16 G13 100-240V 1600 40000 6500 10 10

TLED20W4000KG13 20 G13 100-240V 2100 40000 4000 10 10

TLED20W6500KG13 20 G13 100-240V 2100 40000 6500 10 10

MLEDSTARTEMP050 - - - - - - 10 10
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A1

A2

A3

D
2

D
1

CorePro LEDtube
The CorePro LEDtube is an affordable LED solution suitable for replacing T8 fluroscent lamps on electromagnetic 
(Em) ballast installations. The product provides a natural lighting effect for use in general lighting applications.

Main Applications: 	 • Car park • Warehouses • Signage 

Product ID	 Length	 A1 	 A2	 A3	 CI	 DI	 D2

10W 	 600mm	 588.5	 595.5	 602.5	 -	 25.68	 28

15W 	 900mm	 893.5	 900.5	 907.5	 -	 25.68	 28

19W 	 1200mm	 1198	 1205	 1212	 -	 25.68	 28

24W	 1500mm	 1500	 1507	 1514	 -	 25.68	 28

Dimensions in mm

LEDTUBE

Commercial Code
Wattage 

(W)
Cap 
Base

Voltage
Lumen 
Output 

(lm)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TLED10W4000KG13 10 G13 200-240V 800 TBC 4000 10 10

TLED10W6500KG13 10 G13 200-240V 800 TBC 6500 10 10

TLED20W4000KG13 20 G13 220-240V 1600 TBC 4000 10 10

TLED20W6500KG13 20 G13 220-240V 1600 TBC 6500 10 10

http://www.materialeelectrice.ro/surse-de-iluminat/filter/manufacturer/philips


Ceramic Metal Halide - Master CDM-T
Range of single-ended, compact, high-efficiency, discharge lamps with a stable colour over lifetime and a crisp, 
sparkling light. Long lamp life compared with incandescent and halogen lamps. Low heat output and UV-block 
for reduced fading risks. Available in small CDM-T, for use with ballast and ignitor or electronic gear.

Product ID		  Overall	 Diameter	 Light	 Arc
		  Length		  Centre	 Length 
				    Length		
		  C max.	 D max.	 L nom.	 O nom.

20W		  103	 20	 56	 4

35W 		  103 	 20 	 56 	 5

70W 		  103 	 20 	 56 	 7

150W 		  110 	 20 	 56 	 9

Dimensions in mm

Product ID		  Overall	 Diameter	 Light	 Arc
		  Length		  Centre	 Length 
				    Length		
		  C max.	 D max.	 L nom.	 O nom.

35W 		  103 	 20 	 56 	 5

50W		  103	 20	 56	 6

70W 		  103 	 20 	 56 	 7

150W 		  110 	 20 	 56 	 9

Dimensions in mm

Master CDM-T 

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMT20W830 MASTERC CDM-T 20W/830 G12 1CT/12 20 G12 1800 12000 3000 1 12

CDMT35W942 MASTERC CDM-T 35W/942 G12 1CT/12 35 G12 3150 12000 4200 1 12

CDMT70W942 MASTERC CDM-T 70W/942 G12 1CT/12 70 G12 6600 12000 4200 1 12

CDMT150W942 MASTERC CDM-T 150W/942 G12 1CT/12 150 G12 12000 12000 4200 1 12

Master CDM-T Elite

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMTEL35W930 MASTER CDM-T Elite 35W/930 G12 1CT/12 35 G12 4000 15000 3000 1 12

CDMTEL35W942 MASTER CDM-T Elite 35W/942 G12 1CT 35 G12 3800 15000 4200 1 12

CDMTEL50W930 MASTER CDM-T Elite 50W/930 G12 1CT/12 50 G12 5400 15000 3000 1 12

CDMTEL70W930 MASTERC CDM-T Elite 70W/930 G12 1CT/12 70 G12 7500 15000 3000 1 12

CDMTEL70W942 MASTERC CDM-T Elite 70W/942 G12 1CT 70 G12 7500 15000 4200 1 12

CDMTEL150W930 MASTERC CDM-T Elite 150W/930 G12 1CT/12 150 G12 15000 15000 3000 1 12

Master CDM-T Elite 

High Intensity Discharge

Philips Lighting Catalogue4.66 www.philips.com.au/lighting
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Product ID		  Overall	 Diameter	 Light	 Arc
		  Length		  Centre	 Length 
					     Length 
		  C max.	 D max.	 L nom.	 O nom.

70W 		  103 	 20 	 56 	 7

Dimensions in mm

Master CDM-T Elite Light Boost

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMTLB70W930 CDM-T Elite Light Boost 70W/930 G12 70 G12 7650 15000 3000 1 12

CDMTLB70W942 CDM-T Elite Light Boost 70W/942 G12 70 G12 6500 15000 4200 1 12

Master CDM-TC

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMTC20W830 MASTERC CDM-TC 20W/830 G8.5 1CT/12 20 G8.5 1800 12000 3000 1 12

CDMTC35W942 MASTERC CDM-TC 35W/942 G8.5 1CT/12 35 G8.5 3000 12000 4200 1 12

CDMTC70W942 MASTERC CDM-TC 70W/942 G8.5 1CT/12 70 G8.5 6500 12000 4200 1 12

Master CDM-T Elite Light Boost
MasterColour CDM-T/TC Light Boost puts an end to the stark choice of complete darkness or full-on brightness, 
as this breakthrough innovation enables you to vary light levels significantly by dimming or boosting, while still 
maintaining excellent quality of light.

Master CDM-TC 

Product ID	 Overall	 Diameter	 Light	 Arc
	 Length		  Centre	 Length 
			   Length		
	 C max.	 D max.	 L nom.	 O nom.

20W	 103	 20	 56	 4

35W 	 103 	 20 	 56 	 5

70W 	 103 	 20 	 56 	 7

Dimensions in mm
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Master CDM-TC Elite Light Boost

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMTCL70W930 MC CDM-TC Elite Light Boost 70W/930 G8.5 70 G8.5 7650 15000 3000 1 12

CDMTCL70W942 MC CDM-TC Elite Light Boost 70W/942 G8.5 70 G8.5 6500 15000 4200 1 12

Master CDM-TC Elite

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMTCEL35W930 MASTER CDM-TC Elite 35W/930 G8.5 1CT/12 35 G8.5 4000 15000 3000 1 12

CDMTCEL35W942 MASTER CDM-TC Elite 35W/942 G8.5 1CT/12 35 G8.5 3700 15000 4200 1 12

CDMTCEL50W930 MASTER CDM-TC Elite 50W/930 G8.5 1CT/12 50 G8.5 5400 15000 3000 1 12

CDMTCEL70W930 MASTER CDM-TC Elite 70W/930 G8.5 1CT/12 70 G8.5 7650 15000 3000 1 12

CDMTCE70W942 MASTER CDM-TC Elite 70W/942 G8.5 1CT 70 G8.5 7400 15000 4200 1 12

Product ID	 Overall	 Diameter	 Light	 Arc
	 Length		  Centre	 Length 
			   Length		
	 C max.	 D max.	 L nom.	 O nom.

35W 	 103 	 20 	 56 	 5

50W	 103	 20	 56	 6

70W 	 103 	 20 	 56 	 7

Dimensions in mm

Product ID	 Overall	 Diameter	 Light	 Arc
	 Length		  Centre	 Length 
			   Length		
	 C max.	 D max.	 L nom.	 O nom.

70W 	 103 	 20 	 56 	 7

Dimensions in mm

Master CDM-TC Elite

Master CDM-TC Elite Light Boost
MasterColour CDM-T/TC Light Boost puts an end to the stark choice of complete darkness or full-on brightness, 
as this breakthrough innovation enables you to vary light levels significantly by dimming or boosting, while still 
maintaining excellent quality of light.

High Intensity Discharge
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MHN-TD
High pressure quartz metal halide gas discharge lamps in a compact linear tube which offers high performance 
together with high colour rendering. MHN-TD lamps require control gear to operate and have a recommended 
burning position of ± 45 degrees from the horizontal.

Product ID	 Overall	 Diameter	 Light	 Arc
	 Length		  Centre	 Length 
			   Length			 
	 C max.	 D max.	 L nom.	 O nom.	 B nom.

70W 	 139 	 24 	 64.9 	 17.8 	 132

150W 	 139 	 24 	 64.9 	 17.8 	 132

Dimensions in mm

Master CDM-TD
CDM-TD range of double-ended, compact, high-efficiency, discharge lamps with a stable colour over lifetime and 
a crisp, sparkling light. UV-block for reduced health and fading risks. Direct retrofit in place for quartz metal halide 
lamps providing lower operating costs, reduced heat output, and better light quality.

Master CDM-TD

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMTD70W830 MASTERC CDM-TD 70W/830 RX7s 1CT/12 70 RX7s 6500 15000 3000 1 12

CDMTD70W942 MASTERC CDM-TD 70W/942 RX7s 1CT/12 70 RX7s 6000 15000 4200 1 12

CDMTD150W830 MASTERC CDM-TD 150W/830 RX7s 1CT/12 150 RX7s 13250 15000 3000 1 12

CDMTD150W942 MASTERC CDM-TD 150W/942 RX7s 1CT/12 150 RX7s 14200 15000 4200 1 12

MHN-TD

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

MHNTD70W730 MHN-TD 70W/730 RX7s 1CT/12 70 RX7s 6200 9000 3000 1 12

MHNTD70W842 MHN-TD 70W/842 RX7s 1CT/12 70 RX7s 5700 10500 4200 1 12

MHNTD150W730 MHN-TD 150W/730 RX7s 1CT/12 150 RX7s 13800 10500 3000 1 12

MHNTD150W842 MHN-TD 150W/842 RX7s 1CT/12 150 RX7s 12900 10500 4200 1 12

Product ID	 Overall	 Diameter	 Light	 Arc
	 Length		  Centre	 Length 
			   Length		
	 C max.	 D max.	 L nom.	 O nom.

CDMTD70W830	 119.63	 22		  8

CDMTD70W942	 119.63	 22		  7

CDMTD150W830	 137.43	 25		  10

CDMTD150W942	 137.43	 25		  10

Dimensions in mm
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CDM-/TP Medium Wattage Elite
Protected, high efficiency, discharge lamps with stable colour over lifetime and a crisp, sparkling light. Features double 
UV block quartz sleeves and a hard glass outer bulb for use in open fixtures, with reduced fading risks. Requires ballast 
and igniters, and a high current protection device for CDM-TP is mandatory (IEC 1167). 

Electronic gear can be used to increase lamp-life, improve system efficacy, and offer flicker-free operation. 

Product ID	 Overall	 Diameter	 Light	 Arc
	 Length		  Centre	 Length 
			   Length		
	 C max.	 D max.	 L nom.	 O nom.

210W	 188	 29	 92	 12.1

315W	 188	 29	 92	 14

Dimensions in mm

CDM T/TP MW Elite

Shortcode Description
Wattage 

(W)
Cap 
Base

Luminous 
Flux

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Min 
Order 

Quantity

Carton 
Qty

CDMTPMWEL210W93 MASTERColour CDM-TP MW Elite 210W/930 PGZX18 (P) 210 PGZX18 23100 27000 3000 12 12

CDMTPMWEL210W94 MASTERColour CDM-TP MW Elite 210W/942 PGZX18 (P) 210 PGZX18 22100 30000 4200 12 12

CDMTPMWEL315W93 MASTERColour CDM-TPMW Elite 315W/930 PGZX18 (P) 315 PGZX18 36200 30000 3000 12 12

CDMTPMWEL315W94 MASTERColour CDM-TPMW Elite 315W/942 PGZX18 (P) 315 PGZX18 34700 30000 4200 12 12

High Intensity Discharge
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CDM-R Mini
Provides users with a compact, high-efficiency, discharge reflector lamp. Low operating costs, long-lamp life, UV block 
for reduced fading risk and a stable colour impression all benefit the shop owner. Low heat output and crisp, sparkling 
light, enhances the experience for shoppers and staff. Requires CDM electronic HID driver.

D

C
1 C

A

CDM-R Mini

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Intensity (cd)

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMRM20W83040 CDM-Rm 20W /830 40 Deg GX10 20 GX10 2100 15000 3000 1 12

CDMRM35W94215 CDM-Rm 35W /942 15 Deg GX10 35 GX10 12000 9000 4200 1 12

CDMRM35W94225 CDM-Rm 35W /942 25 Deg GX10 35 GX10 5500 9000 4200 1 12

CDMRM35W94240 CDM-Rm 35W /942 40 Deg GX10 35 GX10 2800 9000 4200 1 12

Product ID	 A max.	 C max.	 C1 max.	 D nom.	 D max.

20W	 59	 65.4	 60.9	 50	 50.7

35W	 59	 65.4	 60.9	 50	 50.7

Dimensions in mm
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CDM-R Mini Elite
The easy way to reflect more sparkle. The new Philips MasterColour CDM- R Mini Elite brings trusted quality to 
50mm reflector lamps and with the superior output and colour stability to create the right atmosphere to match your 
customers retail brand and positioning.

D

C
1 C

A

CDM-R Mini ELITE

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Intensity (cd)

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMRM35W93010 CDM-Rm Elite Mini 35W/930 10D 35 GX10 20000 12000 3000 1 12

CDMRM35W93025 CDM-Rm Elite Mini 35W/930 25D 35 GX10 8500 12000 3000 1 12

CDMRM35W93040 CDM-Rm Elite Mini 35W/930 40D 35 GX10 4400 12000 3000 1 12

CDMRME50W93060 CDM-Rm Elite Mini 50W/930 60D 35 GX10 3000 12000 3000 1 12

CDMRME50W93025 CDM-Rm Elite Mini 50W/930 25D 50 GX10 11500 12000 3000 1 12

CDMRME50W93040 CDM-Rm Elite Mini 50W/930 40D 50 GX10 7000 12000 3000 1 12

Product ID	 A max.	 C max.	 C1 max.	 D nom.	 D max.

35W	 59	 65.4	 60.9	 50	 50.7

50W	 59	 65.4	 60.9	 50	 50.7

Dimensions in mm

CDM-R PAR 20
Provides users with a compact, high-efficiency, discharge reflector lamp. Low operating costs, long-lamp life, UV block 
for reduced fading risk and a stable colour impression all benefit the shop owner. Low heat output and crisp, sparkling 
light, enhances the experience for shoppers and staff.

Product ID			   Overall	 Diameter
			   Length	  
			   C max.	 D max.

PAR20 			   95 	 65

Dimensions in mm

CDM-R PAR 20

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Intensity (cd)

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMR35W8302010 CDM-R 35W /830 E27 PAR20 10D 1CT/12 35 E27 23000 9000 3000 1 12

CDMR35W8302030 CDM-R 35W /830 E27 PAR20 30D 1CT/12 35 E27 5000 9000 3000 1 12

CDMR35W9422010 CDM-R 35W /942 E27 PAR20 10D 1CT/12 35 E27 21500 9000 4200 1 12

CDMR35W9422030 CDM-R 35W /942 E27 PAR20 30D 1CT/12 35 E27 5000 9000 4200 1 12

High Intensity Discharge
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CDM-R PAR 30 Elite

Product ID			   Overall	 Diameter
			   Length	  
			   C max.	 D max.

PAR30L 			   123 	 95

Dimensions in mm

CDM-R PAR 30 ELITE

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Intensity (cd)

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMR35W93030 MC CDM-R Elite 35W/930 E27 PAR30L 30D 35 E27 7800 12000 3000 1 12

CDMR35W93010 MC CDM-R Elite 35W/930 E27 PAR30L 10D 35 E27 52000 12000 3000 1 12

CDMR70W93040 MC CDM-R Elite 70W/930 E27 PAR30L 40D 70 E27 10000 11000 3000 1 12

CDMR70W93030 MC CDM-R Elite 70W/930 E27 PAR30L 30D 70 E27 15000 11000 3000 1 12

CDMR70W93010 MC CDM-R Elite 70W/930 E27 PAR30L 10D 70 E27 70000 11000 3000 1 12

CDM-R PAR 30

Product ID			   Overall	 Diameter
			   Length	  
			   C max.	 D max.

PAR30L 			   123 	 95

Dimensions in mm

CDM-R PAR 30

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Intensity (cd)

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

CDMR70W9423010 CDM-R 70W /942 E27 PAR30L 10D 1CT/6 70 E27 63000 12000 4200 1 12

CDMR70W9423030 CDM-R 70W /942 E27 PAR30L 30D 1CT/6 70 E27 13000 12000 4200 1 12

CDMR70W9423040 CDM-R 70W /942 E27 PAR30L 40D 1CT/6 70 E27 9000 12000 4200 1 12
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CDM-R 111
Offering the benefits of a Mastercolour PAR in the stylish look of a 111mm aluminium reflector lamp.

Product ID			   Overall	 Diameter
			   Length	  
			   C max.	 D max.

20W			   95	 111

35W 			   95 	 111

70W 			   95 	 111

Dimensions in mm

CDM-R 111

Shortcode Description
Wattage 

(W)
Cap 
Base

Luminous 
Intensity 

(cd)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Min Order 
Quantity

Carton 
Qty

CDMR11120W83024 MASTERC CDM-R111 20W/830 24D 1CT/6 20 GX8.5 4500 9000 3000 1 6

CDMR11120W83010 MASTERC CDM-R111 20W/830 10D 1CT/6 20 GX8.5 20000 9000 3000 1 6

CDMR11135W83040 MASTERC CDM-R111 35W/830 40D 1CT/6 35 GX8.5 4000 11000 3000 1 6

CDMR11135W83024 MASTERC CDM-R111 35W/830 24D 1CT/6 35 GX8.5 8500 11000 3000 1 6

CDMR11135W83010 MASTERC CDM-R111 35W/830 10D 1CT/6 35 GX8.5 35000 11000 3000 1 6

CDMR11135W94240 MASTERC CDM-R111 35W /942 GX8.5 40D 1CT/6 35 GX8.5 4000 9000 4200 1 6

CDMR11135W94224 MASTERC CDM-R111 35W /942 GX8.5 24D 1CT/6 35 GX8.5 8500 9000 4200 1 6

CDMR11135W94210 MASTERC CDM-R111 35W /942 GX8.5 10D 1CT/6 35 GX8.5 35000 9000 4200 1 6

CDMR11170W83040 MASTERC CDM-R111 70W/830 40D 1CT/6 70 GX8.5 9000 9000 3000 1 6

CDMR11170W83024 MASTERC CDM-R111 70W/830 24D 1CT/6 70 GX8.5 15000 9000 3000 1 6

CDMR11170W83010 MASTERC CDM-R111 70W/830 10D 1CT/6 70 GX8.5 50000 9000 3000 1 6

CDMR11170W94240 MASTERC CDM-R111 70W /942 GX8.5 40D 1CT/6 70 GX8.5 9000 11000 4200 1 6

CDMR11170W94224 MASTERC CDM-R111 70W /942 GX8.5 24D 1CT/6 70 GX8.5 15000 11000 4200 1 6

CDMR11170W94210 MASTERC CDM-R111 70W /942 GX8.5 10D 1CT/6 70 GX8.5 50000 11000 4200 1 6

High Intensity Discharge
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CosmoPolis Outdoor
New-generation ceramic metal halide lamps for outdoor lighting with white light, using a new lamp base and clear 
quartz outer bulb. 

Product ID	 Overall	 Diameter	 Arc	 Light
	 Length		  Length	 Centre 
	 C max	 D max.	 O	 Length L

45W	 132	 20	 15	 59

60W	 132	 20	 14	 59

90W	 143	 20	 18	 66

140W	 147	 20	 20	 66

Dimensions in mm

D

L

C

CosmoPolis Outdoor

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux (1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Min Order 
Quantity

Carton 
Qty

CPOTWEXTRA45W72 MST CosmoWh CPO-TW Xtra 45W/728 PGZ12 45 PGZ12 4950 30000 2800 12 12

CPOWHITE60W728 MASTER Cosmo CPOT White 60W/728 PGZ12 60 PGZ12 7200 30000 2800 1 12

CPOWHITE60W840 MASTER Cosmo CPOT White 60W/840 PGZ12 60 PGZ12 7020 16000 4000 12 12

CPOWHITE90W728 MASTER Cosmo CPOT White 90W/728 PGZ12 90 PGZ12 10450 30000 2800 12 12

CPOWHITE90W840 MASTER Cosmo CPOT White 90W/840 PGZ12 90 PGZ12 10350 15000 4000 12 12

CPOWHITE140W728 MASTER Cosmo CPOT White 140W/728 PGZ12 140 PGZ12 16500 24000 2800 1 12

CPOWHITE140W840 MASTER Cosmo CPOT White 140W/840 PGZ12 140 PGZ12 16100 15000 4000 1 12
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CDO-TT & CDO-ET Elliptical

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux 
(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Min Order 
Quantity

Carton 
Qty

CDOTT70W828 MASTER CITYWH CDO-TT PLUS 70W/828 E27 70 E27 7500 16000 2800 12 12

CDOTT150W828 MASTER CITYWH CDO-TT PLUS 100W/828 E40 100 E40 10700 16000 2800 12 12

CDMTT400W840 MASTERC CITY CDM-TT 400W/840 E40 SLV/12 400 E40 34000 9000 4000 12 12

CDOET70W828 MASTER CITYWH CDO-ET PLUS 70W/828 E27 70 E27 7230 16000 2800 12 12

CDOET150W828 MASTER CITYWH CDO-ET PLUS 150W/828 E40 150 E40 15100 16000 2800 12 12

CDO-TT & CDO-ET Elliptical
The Mastercolour City range of high intensity discharge lamps feature a CDM Mastercolour discharge tube placed in 
a high pressure sodium lamp outer bulb. The result is a robust lamp which emits a pleasant light, with stable colour 
and excellent colour rendering (Ra>80), and which is compatible with a SON ballast and igniters. 

CDO-TT                                                     CDO-ET 

Product ID	 Overall	 Diameter	 Arc	 Light
	 Length		  Length	 Centre 
	 C max.	 D max.	 O	 Length L

CDOTT 70W	 156	 32.5	 7	 102

CDOTT 150W	 211	 48	 9	 135

CDOTT 250W	 254	 47	 25.4	 158

CDOTT 400W	 279	 47	 32	 175

CDOET 70W	 156	 71	 NA	 NA

CDOET 150W	 230	 91	 NA	 NA

Dimensions in mm

D

C

D

L

C

O

High Intensity Discharge
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HPI-T Quartz Metal Halide 
Quartz metal halide lamps in tubular shape with clear outer bulb (HPI-T), or ovoid shape with coated outer bulb 
(HPI). Features unique 3-band technology for high luminous efficacy over a long lifetime. Metal halide gas discharge 
lamps designed to be suitable in retrofit applications, HPI(T) Plus lamps are compatible with high pressure sodium 
control gear as well as standard metal halide control gear. This makes it possible to enjoy the benefits of quality colour 
and exceptional performance without a costly gear upgrade for retrofit sodium systems. HPI(T) Plus offers a high 
lumen output, good efficacy and excellent colour rendition.

“S”- type for direct retrofit for HPL lamps, due to its internal ignitor

“P”- type is suitable for use in open luminaires

Lamps run on sodium and metal halide control gear 

Product ID			   Overall	 Diameter	 Light	 Arc 
			   Length	 D max.	 Centre	 Length
					     Length	  
			   C max.	 D max.	 L max.	 O max.

250W 			   257 	 47 	 155 	 29

400W 			   286 	 47 	 172 	 40

1000W 			   382 	 66 	 240 	 80

2000W/380V 			   430 	 102 	 267 	 120

2000W/220V 			   430 	 102 	 290 	 89

Dimensions in mm

HPI-T Quartz Metal Halide 

Shortcode
Wattage 

(W)
Cap Base

Luminous Flux 
(1m)

Average Lifetime 
(hrs)

Colour Temp 
(K)

Min Order 
Quantity

Carton 
Qty

HPITPLUS250WGES 250 E40 25000 20000 4300 1 12

HPITPLUS400WGES 400 E40 42500 20000 4300 1 12

HPIT1000WGES 1000 E40 50000 10000 4300 1 4

HPIT2KW22VGES 2000 E40 189000 10000 4200 1 4

HPIT2KW380VGES 2000 E40 210000 10000 3800 1 4
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HPI PLUS Quartz Metal Halide
Energy saving compact fluorescent lamp. Compact long-arc low-pressure mercury discharge lamp envelope consists 
of 6 parallel narrow fluorescent tubes.

Features:	 •	 Ovoid, internally white coated outer bulb.
	 •	 3-band technology resulting in high luminous efficacy, both initially and over long lifetime.
	 •	 Available in cool white and daylight colour appearance demonstrating good colour stability.
	 •	 “S”- type for direct retrofit for HPL lamps.
	 •	 “P”- type for use without protective front shield.

Luminaires:	 •	 HPI Plus BU-P and BUS-P suitable for use in open luminaires.
	 •	 For other HPI Plus lamps a protective front glass is required.

System:	 • 	 Can be run on HPI-gear as well as on SON-gear (“Plus”-concept). The results in both light output 
		  and colour temperature are different.
	 •	 HPI Plus BUS and BUS-P types require an HPL-gear and no ignitor.

Product ID					     Overall	 Diameter 
					     Length	
					     C max.	 D max.

250W 					     226 	 91

400W 					     290 	 122

Dimensions in mm

MASTER HPI Plus Ovoid Coated Metal Halide Lamps (Base up, Ignitor required)

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux 
(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

HPIP250WBUGES HPI PLUS 250W BU E40.1CT/12 250 E40 20500 20000 4500 1 12

HPIP400WBUGES HPI PLUS 400W BU E40.1CT/6 400 E40 32000 20000 4500 1 6

High Intensity Discharge
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HPI PLUS Quartz Metal Halide continued

MASTER HPI Plus Ovoid Coated, (Base up, Ignitor required, Protected)

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux 
(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Min 
Order 

Quantity

Carton 
Qty

HPIP250WBUPGES MASTER HPI Plus 250W/745 BU-P E40 SLV/12 250 E40 18000 20000 4500 1 12

HPIP400WBUPGES MASTER HPI Plus 400W/745 BU-P E40 SLV/6 400 E40 32500 20000 4500 1 6

MASTER HPI Plus Ovoid Coated (Base up, Self Start, no ignitor required)

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux 
(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Min 
Order 

Quantity

Carton 
Qty

HPIP400WBUSGES HPI-PLUS 400W BUS E40.1CT/6 400 E40 32500 20000 4500 1 6

MASTER HPI Plus Ovoid Coated, (Self Start, no ignitor required, Protected )

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux 
(1m)

Average 
Lifetime 

(hrs)

Colour 
Temp (K)

Min 
Order 

Quantity

Carton 
Qty

HPIP400WBUSPGES MASTER HPI Plus 400W/745 BUS-P E40 SLV/6 400 E40 32500 20000 4500 1 6
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Metal Halide - Universal Operating Ovoid
Metal halide gas discharge lamps offer good luminous efficacy, good colour rendering and reliable long life. In an 
ovoid style, with coated outer-bulb, and operates at any position.

Low wattage lamps with extra quartz tube around discharge tube prevents risk of outer bulb shattering when 
abnormally operated or at end of life. 

Product ID				    Overall	 Diameter	 Light 
				    Length		  Centre
						      Length 
				    C max.	 D max.	 L max.

70W/100W/150W 				    141 	 56 	 83

Dimensions in mm

Metal halide - universal operating OvoId

Shortcode Description Type
Wattage 

(W)
Cap Base

Luminous 
Flux (1m)

Average 
Lifetime (hrs)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

MH70W640PESCO MH 70W/640 P E27 CO SLV/24 Coated 70 E27 5300 10000 4000 1 24

MH70W640PESCL MH 70W/640 P E27 CL SLV/24 Clear 70 E27 5300 10000 4000 1 24

MH100W640PESCO MH 100W/640 P E27 CO SLV/24 Coated 100 E27 8500 10000 4000 1 24

MH100W640PESCL MH 100W/640 P E27 CL SLV/24 Clear 100 E27 8500 10000 4000 1 24

MH150W640PESCO MH 150W/640 P E27 CO SLV/24 Coated 150 E27 13000 10000 4000 1 24

MH150W640PESCL MH 150W/640 P E27 CL SLV/24 Clear 150 E27 13000 10000 4000 1 24

High Intensity Discharge
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Metal Halide - ArenaVision/OptiVision Lamps
MHN-SA/MHN-LA lamps with their excellent natural white colour, high luminous efficacy and compact size are 
designed to meet the demanding requirements of professional sports lighting and flood lighting applications.

Double pinch concept results in longer lifetime. Available in short arc (MHN-SA) and long arc (MHN-LA) versions. 

Product ID	 Overall	 Diameter	 Light 
	 Length		  Centre
			   Length 
	 C max.	 D max.	 L max.	 X nom.

1800W 	 294 	 40 	 405 	 35

2000W 	 364 	 40 	 108 	 58

Dimensions in mm

MHN-LA 2000W

MHN-LA 1000W

MHN-SA X830

MHN-SA PSFC20

Product ID	 Overall	 Diameter	 Light	 Arc 
	 Length		  Centre	 Length
			   Length 
	 C max.	 D max.	 L max.	 O nom.

1800W/X830R 	 318 	 41 	 25 	 25

2000W/X830R 	 318 	 41 	 25 	 25

1800W (P) SFC 	 364 	 41 	 25 	 25

Dimensions in mm

Metal Halide - Long Arc

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux (1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Min Order 
Quantity

Carton 
Qty

MHNLA1KW2309C MASTER MHN-LA 1000W/956 X528/C 230V UNP 1000 X528 90000 - 5600 1 4

MHNLA1KW2308C MASTER MHN-LA 1000W/842 X528/C 230V UNP 1000 X528 100000 10000 4200 1 4

MHNLA2KW4009C MASTER MHN-LA 2000W/956 X528/C 400V UNP 2000 X528 190000 12000 5600 1 4

MHNLA2KW4008C MASTER MHN-LA 2000W/842 X528/C 400V UNP 2000 X528 220000 12000 4200 1 4

Metal Halide - Short Arc

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux (1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Min 
Order 

Quantity

Carton 
Qty

MHNSA1800W2309R MASTER MHN-SA 1800W/956 X830R 230V UNP/1 1800 X830ROD 155000 5000 5600 1 4

MHNSA1800W4009P MASTER MHN-SA 1800W/956 (P)SFC 400V UNP 1800 PSFC20-6 160000 5000 5600 1 4

MHNSA1800W2309P MASTER MHN-SA 1800W/956 (P)SFC 230V UNP 1800 PSFC20-6 155000 5000 5600 1 4

MHNSA2KW4009R MASTER MHN-SA 2000W/956 X830R 400V UNP 2000 X830ROD 200000 5000 5600 1 4
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Sodium Lamps
High pressure sodium vapour lamps have a sintered aluminium oxide discharge tube enclosed in an internally coated 
outer bulb. They offer a long, reliable lifetime and have excellent lumen maintenance. SON lamps require control gear 
to operate and have a universal burning position.

SON-T
High Pressure Sodium lamps with clear tubular outer bulb.

Product ID			   C	 D 
			   max.	 max.

50W, 70W 			   156	 71

150W, 250W 			   226	 91

400W 			   290	 122

Dimensions in mm

SON

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux (1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Envelope
Min Order 
Quantity

Carton 
Qty

SON150WES 50 E27 3400 28000 25 2000 CO 1 24

SON170WES 70 E27 5600 28000 25 2000 CO 1 24

SON70WES 70 E27 5600 28000 25 2000 CO 1 24

SON150WGES 150 E40 14500 28000 25 2000 CO 1 12

SON250WGES 250 E40 27000 28000 25 2000 CO 1 12

SON400WGES 400 E40 48000 28000 25 2000 CO 1 12

SON-T

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux (1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min 
Order 

Quantity

Carton 
Qty

SONT150WGES SON-T 150W E E40 SLV/12 150 E40 15000 28000 25 2000 1 12

SONT250WGES SON-T 250W E E40 SLV/12 250 E40 28000 28000 25 2000 1 12

SONT400WGES SON-T 400W E E40 SLV/12 400 E40 48000 28000 25 2000 1 12

SONT1000WGES SON-T 1000W E E40 SLV/4 1000 E40 130000 16000 25 2000 1 4

Product ID	 C	 D	 L	 O 
	 max.	 max.	 nom.	 nom.

150W 	 257	 48	 158	 70

250W 	 257	 48	 158	 70

400W 	 283	 48	 175	 87

1000W 	 390	 67	 240	 153

Dimensions in mm

High Intensity Discharge
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SON-T PIA
High pressure sodium lamp with clear tubular outer bulb, high output and long reliable lifetime.

SON-T PIA

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux (1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Min Order 
Quantity

Carton 
Qty

SONTPLUS70WES MASTER SON-T PIA PLUS 70W E E27 SLV/12 70 E27 6600 28000 2000 1 12

SONTHGFR100WGES MASTER SON T APIA PLUS HG FREE 100W E40 100 E40 10000 38000 2100 1 12

SONTHGFR150WGES SON-T PIA HGFR 150W E40 SLV/12 150 E40 18000 38000 2000 1 12

SONTHGFREE250G MST SON-T APIA PLUS HG FREE 250W E40 1SL 250 E40 32200 38000 2100 1 12

SONTPPLUS400W MASTER SON T PIA PLUS HG FREE 400W/E40 400 E40 56000 38000 2100 1 12

SONTPLUS600WG MST SON-T PIA PLUS 600W/220 E40 1SL/12 600 E40 90000 30000 2000 1 12

SON-T Agro

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux (1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Min Order 
Quantity

Carton 
Qty

SONTAGRO400WGES SON-T AGRO 400W E E40 SLV/12 400 E40 48000 30000 2000 1 12 

Product ID	 Overall	 Diameter	 Light	 Arc 
	 Length		  Centre	 Length
			   Length 
	 C max.	 D max.	 L nom.	 O nom.

400W AGRO 	 283 	 47 	 175	  83

600W	 283	 47	 174.2	 126

Dimensions in mm

Sodium - High Pressure Tubular Agro
SON-T Agro lamp was specifically developed for use in the professional plant growing market. The lamp matches 
the lighting needs of many kinds of plants, both in respect of lighting level and in spectral composition of the light.

Suitable for use on SON control gear. 
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Mercury - High Pressure Ovoid
High pressure mercury vapour lamps with a quartz discharge tube enclosed in an internally coated ovoid outer 
bulb. For indoor or outdoor applications. HPL-N lamps require control gear to operate and have a universal 
burning position.

Product ID		  Overall	 Diameter 
		  Length	
		  C max.	 D max.

50W 		  130 	 56

80W 		  135 	 71

125W 		  171.5 	 76

250W 		  228 	 91

400W 		  290 	 121.5

Dimensions in mm

HPL-N

Shortcode Description
Wattage 

(W)
Cap Base

Luminous 
Flux (1m)

Average 
Lifetime 

(hrs)

Colour 
Temp 
(K)

Min Order 
Quantity

Carton 
Qty

HPLN50WES HPL-N 50W E27 SG 1CT/24 50 E27 1800 24000 4200 1 24

HPLN80WES HPL-N 80W E27 SG 1CT/24 80 E27 3700 24000 4200 1 24

HPLN125WES HPL-N 125W E27 SG 1CT/24 125 E27 6200 24000 4200 1 24

HPLN250WGES HPL-N 250W E40 HG 1CT/12 250 E40 12700 16000 4100 1 12

HPLN400WGES HPL-N 400W E40 HG 1CT/6 400 E40 22000 16000 3900 1 6

HPLN700WGES HPL-N 700W/542 E40 HG CRP/6 700 E40 38500 12000 3900 1 6

HPLN1000WGES HPL-N 1000W/542 E40 HG CRP/6 1000 E40 58500 12000 3900 1 6

High Intensity Discharge
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UV - Blacklight Blue

Shortcode Wattage (W) Cap Base UV-A Radiation (W) Min Order Quantity Carton Qty

TLD18W108 18 G13 3.5 25 25

TLD36W108 36 G13 8.0 25 25

UV - Blacklight Blue
Low-pressure, mercury vapour, fluorescent lamps. These lamps have an inner envelope coated in a fluorescent 
powder emitting long wave UV radiation to excite luminescence. 

D

A

B

C

Product ID			   Base	 Insert	 Overall	 Diameter 
			   to Base	 Length	 Length	
			   A	 B	 C max.	 D max.

18W			   589.8	 596.9	 604	 28

36W			   1199.4	 1206.5	 1213.6	 28

Dimensions in mm

Special Lamps
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