SPECIFCATION |

ULI715 2BAWG| P Hl4A WO +ALMY HBraid+Jacket

CROSS SECTION

ol

ITEM SPECIFCATION
T [AWG B WAWGIP ZAAWGC WJacket
CONDUCTOR [MATERIAL TINNED COFPER TINNED COFPER | Araid
COND.SIZE 770.1 2 7o 740, 20mm f
T AVG.THICK ~ 02imm ). 22mm } —2BAWG/ TP
INSULATION [MATERIAL ~ HB-PE i SRPVC | —AL/MY
_|oD _ 0.883005mm | i05£0.05mm | AAWE/ 20
MATERIAL ALMYLAR (Face Outside) S |
COVERAGE 100%
SHIELD OVERLAP | 2% - —
NO. ZEAWGH ] P+ 1A WG & COLOR CODE
MATERIAL |  TINNED COPPER B TRAWGIP: i
BRAID COND.SIZE 1630 [0mm A T GREEN-WHTT
COVERAGE | 55% % HMAWGHC:
AVGTHIICK | 0.95mm - | BLACK 2.RED
TACHET MATERIAL 80C WPPVE ; _ S ) -
COLOR BEIGEAIALF MATT (BEO2 ar CULI4003) _ MARKING ;
10D AR0e0.15mm E238%46 P AWM I728 ROT 3OV
VW-1 2BAWG/IP AND 4AWGHC HIGH
SFEMD LISR20 CABLE CHINGLUNG
6 casLemaTic
- Ers - PRINTING COLOR
ELECTRICAL CHARACTEIISTICS PHYSICAL PROFPERTIES i awnnm%
.Rating: TEMP BDC Rating voltage:Mhvolts i
i.Copductor Revistance: AT 10T MAX | cHECKED

IAWG:I3T.25 0 KM
MAWG:93.45 0 /KM

DRAWING




