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Pro LED Video Light

YN 1608

Instruction Manua

Color temperate card holder
LEDs

Reflecting cup

Mini stand

Battery converting holder
Diffuser

3200K Color temperature filter
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1. Battery holder cover
2. Power indicator lamp
3. Power test button
4. Dimmer dial
5. Power on/off
6+ Mounting screw
7+ Locking ring
1 8. Hotshoe stand

— - Application method
I, Fasten YN160 photoflood lamp

Ways 1: Fix the stand to YN-160s by
additional screw provided, and attach it to
the hot shoe of'the cameorder.

Ways 2: Fix the mini stand to YN-160s,
and attach it to tripod or light stand by the
standard screw hole in the mini stand.

2. Install the battery(available battery types
please refer to “applicable battery ™).

3. Press the bottom on the lower right
corner of the backside of the YN160s,

4. Press the “TEST” key to test the electric
quantity of the battery. Five-star red
indication lights on means full charge
capacity, In order to protect the recyclable
and rechargeable battery, please renew a
battery with more power when less than
two-star red indication lights on.

5+ Adjust the glow brightness of the Yn160s
according to actual circumstances Glow
brightness of the YN160s falls into 16 levels,
press the “+” or *“~"" above the reverse side
of'the “Power Level” button to increase or
decrease the glow brightness stage by stage,
and this can also released by a long press.

6. Select the appropriate color lemperature
board according to the shooting
requirements.

7. Selectthe appropriate color temperature

board according to the shooting requirements.

8. When shooting over, return shift knob of the
YN160s. Remove the battery and properly
place the product.

= functional characteristics

High-quality

a. Accurate color temperature, can
reach to the standard lever-5500k.

b. Mighty power, balanced luminance,
constituted by 160 highlighted LEDs.

¢ Energy Efficiency, low heat consumption.
d. Catch-light panels help to collect light.

Long-life span

a. The working life for LED bulb can
last more than 20000 hours.

b. The hotshoe connecting rod adopts
efficient break-proof engineering
plastic to clear clients worry.

¢ Pure copper metal design for the hot
shoe base, an effective solution to
wearing problem caused by the
repeated demolition and installation.

Easily-use

a, 16 lever microcomputer dimming which
apply to various light circumstance.

b. Support polytypic common battery and
test its electric quantity.

¢ Have automatic identification AA battery
and lithium battery function.

d. Tow PCS color filter attached, suit to all
kinds of shoot atmosphere.

e [Itcan be fixed to the hot shoe of the camera,
the professional light holder or the camera
tripod for use.

Suitable Battery

6*Hi-MH or 6* AA battery , Panasonic
CGR-D16S/D220 rechargeable batteries, SONY
NP series rechargeable batteries

Item check List

One Yongnuo YN160s video light, one mini
stand, two piece of color temperature board, a
sheet of instructions, a battery converter box.

Announcements

Always keep this product from rain or damp in
order to prevent fire.

To treat the battery, wrap its contact properly to
avoid short and always abide by local regulations
on battery.

Always keep the battery or anything easy to be
gulped due to carelessness out of children's rech.
In case of guling due to carelessness,please
immediately contact a doctor.

[fthe product is idle for long please take out all
batteries.



