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Combo DB-15 KVM Feature 
 Combo DB-15 KVM with 16 ports in 1U 

 Support a Local USB console and optional remote console ( cat5 base or over IP ) 

 Cascade switches up to 8 levels and Mix switches between Cat5 & DB-15 KVM 

 Mix PS/2,USB,SUN & MAC with Multi-Platform switch capability 

 Auto scan for monitoring PCs ,easy select via push buttons, Hot keys, OSD  

 Hot Pluggable, no software or drivers required  

 Easy & quick installation 

Diagrams 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Technical Specifications 
 KVM-Port   : 16 x DB-15 Female Combo connector 

 KVM Cable  : Combo 3-in-1 cable for PS2 server; Combo                 
2-in-1 cable for USB server, up to 1.8M , 3M , 5Meter; USB to 
PS/2 Converter 

 Local Console: 1 x DB-15 VGA (up to 1920 x 1440), 2 x USB 
for KB&MS 

 Remote CAT 5 Console ( DCC-150/300+ DCC-150R/300R ) : 
1 x RJ-45 connector up to 300 Meters ( 1000 feet ) with CAT5 
cable ; Remote receiver support 1 x VGA ( up to 1280x1024 
resolution ) , 2 x USB for KB & Mouse , 1 x KVM port for 
connecting An extra PC. 

 Remote IP Console ( DIP-101 ) : 1 x RJ-45 connector for 
10/100M Ethernet ( remote console up to 1600x1200 resolution ), 
1 x DB-9 male connector for Modem ,Null Modem and serial 
power control ,1 x mini USB 2.0 receptacle. 

 

 Expansion   : Support mixed Combo Cat5 or Combo DB-15 
KVM, up to 232 servers 

 Daisy Chain Port : 1 x DB-15 Female connector 

 Hot keys    : Provide various hot key ( Scroll-lock / Caps-lock 
/ Num-lock / Alt-Ctrl-Win ) 

 Compatibility : Mix PCs, SUNs, MACs, IBMs, HPs, DELLs 
sverver, windows Vista/ 2003/xp / 2000, Linux, Netware, Unix 

 Power        : 100~240VAC, 50/60HZ via AC/DC cord  

 Certificated   : CE / FCC 

 Environmental : Operating Temperature: 0 to 50℃  
Storage Temperature :-20 to 60℃ 

Humidity : 90%,non-condensing 
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Accessories 
 
 
CVU-018 

CVU-030 

CVU-050 

Combo 2-in-1 KVM Cable 1.8m,3m,5m 

 

 

CDD-009 

0.9 meters Combo KVM Cascade Cable 

Dimensions  

Model 
Product Dimension 

( W x D x H) 

Packing Dimension 

(W x D x H) 
NET Weight Gross Weight 

KSCE-116E 
444.4 x 128 x43.6 mm, 

465 x 128 x 43.6mm(with bracket) 
510 x 215 x 120 mm 2kg 2.5kg 

Order Information 
KSC-116E 1 + 1 Console 16 Port DB-15 Combo KVM Switch  

CVU Combo 2-in-1 KVM cable 1.8m,3m,5meters 

CVP Combo 3-in-1 KVM cable 1.8m,3m,5meters 

CDD-009 0.9 meters Combo KVM Cascade Cable 

CUP  USB to PS/2 Converter 

Dimension Diagram 

 

Unit : mm 

CVP-018 

CVP-030 

CVP-050 

Combo 3-in-1 KVM Cable 1.8m,3m,5m
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