CATEGORY 6 LSOH UTP PATCH CABLE 4 PAIR

Construction

Twisted Pairs Color Code:

1. PAIR 1: Orange: White/Orange
2. PAIR 2: Blue: White/Blue

3. PAIR 3: Brown; White/SBrown

4 PAIR 4: Grean: White/Graen

Component

1. Conductor: AWG 24 ( Stranded copper wire 0.2 x 7)

2. Insulators: HDFE (Min. Thickness 0.152mm, Avg. thickness 0.178mm)
3. Insulators Diameter: 0.68 £ 0.01mm

4. Jacket Min. Thickness 0.58mm, Min. Avg. thickness 0.48mm)

5. Jacket Diameter: 5.2 £ 0.15mm

Marking

Jyh Eng UTP PATCH CABLE 24AWG 4PR  EIA/TIA-568B.2-1 CAT.6 ETL
Verified LSOH xooooooe-x

Physical Characters

Unaged:

1. Tensile strength: Polyolefin 2100PSI, Jacket (LSOH) 2000PSI
2. Elongation: Polyolefin 300% min. Jacket (LSOH) 100% min.
After Aging:

1. Tensile strength: Polyolefin 75% min. Jacket (LSOH) 55% min.

2. Elongation: Polyolefin 75% min. Jacket (LSOH) 50% min.

Electric Characters

1. Voltage rating: 30V

2. Temperature rating: 75 Degres Celsius

3. Spark test: DC 2.5 KV /0.15 sec. or AC 1.75KV / 0.15 sec.

4. Dieletric strength: DC 2.5 KV / 0.15 sec. orAC1.75 KV / 0.15 sec.
5. Insulating resistance: 88.2 Ohms/km max.

8. Mutual Capacitance: 5.6 nF/100M max.

7. D-C Resistance Unbalance: £% max.

or customization 8. Characteristic Impedance : 100415 Chms
FREQ Attenuation NEXT VOP PS-NEXT ELFEXT PSELFEXT RL DELAY
MHz {dB/100m) (dB) % {dB) (dB) {dB/100m) (dB) {ns/100m)
1 24 743 585 723 678 64 8 20.0 570
4 4.8 85.3 804 83.3 55.8 528 23.0 552
8 £.4 £0.8 e1 58.8 407 457 245 546.7
10 7.2 58.3 61.1 57.3 478 448 25.0 545
16 81 46.2 814 54 2 437 407 25.0 543
20 10.2 £458 61.5 52.8 418 388 250 542
25 114 53.3 61.6 51.3 30.8 38.8 242 5412
31.25 12.8 51.9 81.7 4c e 37e 49 233 540 4
825 18.5 474 819 45 4 318 2809 20.7 53868
100 23.8 44 .3 B2 423 278 248 19.0 538
200 45 3e.8 82.1 37.8 21.8 18.8 16.4 536.5
250 284 38.3 62.1 368.3 198.8 18.8 158 538
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