ADSL POTS SPLITTER

ADSL POTS SPLITTER P/N: ADS302G

Features:

e Compliant with UL1950&94V-0
e Operation Temperature -10°C-70°C

Specification:
Electrical Specification:@25°C

Parameter Condition Unit Min TYP Max
DC Current Carrying Capacity mA 100
Delay Distortion 200Hz-4KHz usec 150
Winding Impedance 600Hz-3.2KHz Ohm 600
DCR Ohm 25
Insertion Loss 200Hz-4KHz dB +=1.0
30KHz-138KHz dB 45
Attenuation 138KHz —1104KHz dB 55
1104kHz-4.4MHz dB 55
Return Loss 200Hz-3.4KHz dB 18
Frequency Response 200Hz-4KHz dB 0.5
50Hz-600Hz dB 40
600 Hz-3.4kHz dB 46
Longitudinal Balance 3.4kHz-30kHz dB 40
30kHz-1104kHz dB 45
1104kHz-4 AMHz dB 30
Insulation Resistance 250V DC Mohm 5
Dimension: Inch(mm)+0.020(0.5) Schematic:
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Position Type Tip Ring
Phone RJ11 Jack 3 4
Line RJ11 Jack 3 4

MODEM RJ11 Jack 3 4




ADSL POTS SPLITTER

ADSL POTS SPLITTER P/N: ADS302G

Test Report
No. Item Condition Unit Criterion 1# 2# 3# 4# Result
1 DCR Each line ohm <25 15.4 16.4 16.0 16.0 Pass
200Hz 0.1 0.1 0.1 0.1
600Hz - 0.1 0.1 0.1 0.1 el
5 Insertion 1020Hz & <0.3 0.1 0.1 0.1 0.1 Pass
Loss 2.5kHz 0.1 0.1 0.1 0.1
3.4kHz <1.0 0.1 2 0.2 0.2
4kHz 0.2 0.2 0.2 0.2
30kHz 50.2 50.5 493 50.3
100kHz =45 75.4 75.5 73.0 73.2 Pass
138kHz 75.7 75.0 74.5 74.4
3 Attenuation | 500kHz dB 77.0 77.2 77.1 76.5
1104kHz 65.5 60.6 68.1 68.6
=55 Pass
3MHz 66.3 64.2 55.3 573
4. 4MHz 68.3 67.9 57.6 55.9
S50H 83.2 79.8 83.1 80.1
200 Hz =40 75.5 75.4 75.4 75.4 Pass
600Hz 67.4 67.3 67.3 67.4
1kHz 63.2 63.2 63.2 63.3
=46 Pass
1 Longitudinal | 3.4kHz i 53.2 53.2 53.2 53.2
Balance 30kHz 47.4 58. 49.0 453
300kHz =45 48.2 54.1 49.4 45.2 Pass
1104kHz 527 ¥ 453 454
3MHz 48.5 46.1 34.8 30.5
=30 Pass
4 4MHz 68.1 68.3 57.0 52.0
200Hz 37.9 37.2 37.2 374
600Hz 33.7 32.9 32.6 33.1
1kHz 30.7 29.9 29.5 30.1
1.5kHz 28.7 27.8 27.3 28.1
5 Return Loss dB =18 : Pass
2kHz 28.2 27.1 26.7 27.5
2.5kHz 28.8 27.4 27.3 28.2
3kHz 29.6 27.9 29.6 30.0
3.4kHz 287 27.4 32.7 30.6
Isolation
6 Resistance Mohm =5 5.7 5.4 5.3 5.8 Pass
Tip/Ring

Test Instrument: VOLTECH Ati



ADSL POTS SPLITTER

|
ADSL POTS SPLITTER P/N: ADS302G
|
Insertion Loss
_1e
3 .10 o
2 30 R
S 40 ‘\
c =50 \(
S -60 \
2 {0 S —— o Z
£ -90
Qq, QQ: N qj_: ,btx X 0 b O & %QQ <o°° \\Qv %QQQ R @Q
Frequency(KHz)
Frequency 0.2 0.6 1 25 34 4 10 15 30 100 | 300 | 500 | 1104 | 3000 | 4400
Insertion LOSS| -0.1 -0.1 -0.1 -0.1 -0.1 02 -84 | 321 -77.7 | 747 | 754 | -799| -853 ] -663| 683
Uni t: KHz/ dB
Return Loss
. 0
g -10
% -20
3 .30
= iy
= -40
g -50
0.2 0.6 1 1.5 2 2.5 3 34

Frequency(KHz)

Fequency| 02 06 1 1.5 2 25 3 34
Retumlos{ 379 | 337 [ 307 [ -R7 | 82 | B8 | 296 [ -B7




