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Features
CPU
Supports Intel HASWELL CPUs

High Efficiency
This power supply is “80 PLUS Gold” certified and achieves 
all requirements with an efficiency of at least 90 % at 50 % 
load and 87 % at 20 % and 100 % load, respectively.

Cable Management
The power supply provides a modular cable system. Thus only 
the required cables need to be connected.

PCIe connectors
This power supply is equipped with two 6+2 pin PCIe connectors.

120 mm Fan
Operating noise is effectively reduced with the 
use of a 120 mm fan.

Environmentally Friendly
Certified to current energy and environmental 
standards.

Guarantee
3-year guarantee



1x 20+4 pin
mainboard connector

1x 4+4 pin
CPU power connector 

2x 6+2 pin
PCIe connectors

4x SATA
power connectors

2x 4 pin
IDE power connectors

1x Floppy
power connector

Flat ribbon cables allow convenient 
arrangement inside the case



PU: 5
Dimensions: 443 x 225 x 220 mm 
Weight: 10.2 kg
Customs tariff no.: 85044030
Country of origin: China

SilentStorm SFX Gold

Retail Package
Dimensions: 230 x 190 x 80 mm
Weight: 1.8 kg

Package Contents
 SilentStorm SFX Gold
 Power cable
 Cable bag
 Set of mounting 
 screws
 ATX bracket
 Cable ties
 Instructions flyer

Model No.

Input (AC)

Output (DC)

Max. Output Current

Max. Combined Power

Total Power

SilentStorm SFX 500 Gold

Input voltage

100 - 240 V

+5 V +3.3 V

20 A

105W

20 A

Current

480 W

40 A

7 A

+12 V

Frequency

-12 V

0.3 A 3 A

3.6 W 15 W

50 - 60 Hz 

+5 Vsb

500 W

Set of modular cables:
• 1x 20+4-pin mainboard connector
• 1x 4+4-pin CPU power connector
• 2x 6+2-pin PCIe connectors
• 4x SATA power connectors
• 2x 4-pin IDE power connectors
• 1x Floppy power connector
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