
 
UTP VIDEO TRANSMISSION WITH DVR 

Recommendation: 1 channel, 4 channel, 8 channel, 16 channel 
 
 One channel color 300 meters, B/W 600 meters:  TTP111VT + TTP111VH 

 

 
 
 One channel color 300-1200 meters, B/W: 2.4Km: 

TTA111VT(AVT) + TTA111VR(AVR) or   TTP111VT(Passive) + TTA111VH 
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 4 channel color 300 meters, B/W 600 meters:  ONE UTP CABLE SOLUTION 

 TTP111VT 4 pieces + TTP414VH 

 

 
 

 
 
 
 4 channel color 300-1200 meters, B/W: 2.4Km: 

TTA111VT(AVT) 4 pieces+ TTA414VR  
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 8 channel color 300 meters, B/W 600 meters:  

 TTP111VT 8 pieces + TTP414VH  2 pieces 

 

 8 channel color 300-1200 meters, B/W: 2.4Km: 

TTA111VT(AVT) 9 pieces+ TPA008 1 pieces 

 

 
 
 
 16 channel color 300 meters, B/W 600 meters:  

 TTP111VT 16 pieces + TTP016 1 pieces 

 

 16 channel color 300-1200 meters, B/W: 2.4Km: 

 

TTA111VT(AVT) 16 pieces+ TPA016 1 pieces  

 
 60 channel color 300 meters, B/W 600 meters:  

TTP111VT 60 pieces + TRP414VH 15 pieces + TRN012 Rack mounting cabinet 

 

 13 channel color 300 –1200  meters, B/W 600 meters: 

TTA111VT(AVT)+TRA111VH + TRN012 Racking mounting cabinet with power 
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