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RS5232 TO RS-465 CONVERTER
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SPECIFICATIONS: INSTALLATION:
This is a bi-directional interface converter for RS-232C and ~ * Pointer-to-pointer/Half duplex: R
-RS-485 allowing the capability of multidrop, simplex s s g
and point-{o-point operation. e R 53 Bl
Conneet DATA- DATA- Connect
POWER SUPPLY Power stealing from interfaceor | lo PCAYY . 2! pusys v P
; 9 Volt DC 100mA Power adapier b s pusy. = 2] susy- g
DATA RATE 100K bps at 4000 feet
CONNECTOR RS-232: DB-25 female S i RN
RS-485: RJ-11 telephone jack
DRIVER ABILITY Up to 32 drivers on the bus
ENCLOSURE Plastic
WEIGHT 60 im
DIMENSIONS 85x33x24mm ¥ e e e e S
FUNCTIONS: « Multi-drop/Half duplex:
« NON POWER, Power stealing from interface Do-23 RN R DBA1$
» Driver maintains high impedance when power off R L [ N
+ Asynchronous, half or full duplex mode TR P o Garas e
« Easy 10 install, just plug in and go 1a PCITY o sl w2 SRR o PCAT
« Dual drivers DATA and BUSY COM pon REERR o Rl COM pun
» Driver's output control by RTS
« Led 1o monitor DB-25 connector pin 2 (TXD) & pin 3 (RXD) sovangs G h
« Thermal shutdown protection 3 « 4
FONT VIEW REAR VIEW Comect eATA- - I 3 ke Sz
m“" susve [~ T e T P
o BUsSY- . BUSY- |
: DB-23 R-11 RE11 DO-23
L I USE STRAIGHT THROUGH J-WIRES CADLE
“PIN25 PIN | PIN6— —PINI J NOTE: Only one stay talking on bus (RTS on) the others mu:
SCREW . (SPARE)POWERJACK—' keep silently (RTS off)

HALF DUPLEX MODE:

« Drivers output control by pin 4 (RTS)

» Busy come {rom pin 20 (DTR) and check by pin 6 (DSR)
« Pin 4 (RTS) loop back to pin 5 (CTS)

DU-ISIFEMALE RLIVTELEPIONE JACK
PIN §: DATA+

PN 2:TXD

¢ F PIN 4: DATA-
oo |
PIN 4:RTS = PIN & : not waad
PIN $1CTS ial PIN | inet wed
PIN 4 : D3R -.._/L[

PIN 26:0TR b PIN ) : BUSY.
; b PIN3:DUSY>



