
•   Disassembled packing in one carton box to save delivery 

shipping space and storage space.

•  Post rack can be assembled easily and quickly.

•  Poles with holes for cable management.

Features:

•  Material: SPCC cold rolled steel

•  Thickness: Pole: 1.5mm; others: 2.0mm

•  Surface finishing: Degreasing, pickling, phosphoric, powder coated

•  Static loading capacity: 300kgs

Specifications:

•  ANSI/EIA RS-310-D

•  IEC60297-2

•  DIN41494, PART1

•  DIN41494, PART7 

•  Compatible with 19” International Standards, ETSI

Standards:

Structure of cabinet

Specifications
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A4P 4 post rack 

S/N Specification Qty Unit Material 
Surface 
finishing 

1 Pole 4 pc SPCC Powder 
coated

2 Horizontal beam 4 pc SPCC Powder 
coated

3 Plinth 2 pc SPCC Powder 
coated

4 2” wheels 4 pc --- ---

5 M6 screws and nuts 40 set --- ---

Model no. 
Width 
(mm)

Depth
(mm)

Capacity
Height
(mm)

Assembled packing 
dimension (mm) SKD Volume (cbm) 

A4P.6629 29U 1400 1492*630*630 0.048

A4P.6633 33U 1600 1670*630*630 0.054

A4P.6638 38U 1820 1892*630*630 0.061

A4P.6642 42U 2000 2070*630*630 0.067

A4P.6647 

600 600 

47U 2200 2292*630*630 0.075
 

Color options:  Gray: Ral7035; Black: Ral9004; Black: Ral7021

pcnou
Rectángulo

pcnou
Rectángulo

pcnou
Rectángulo

pcnou
Buy on cablematic


