DC SUBMERSIBLE PUMP

1. Don't rundry.
Khéng dé chay kho.

2. Don't dip the end of the wire in the walter,
Khéng nhung hét phén déy dién véo nudc.

3. Be careful for the power vollage. BL-2524S is for
DC-24V, BL-2512S is for DC-12V. Don't mistake
voltage, also connect while wire to +(plus), black
wire to-(minus). In case connecling another wire,
use over 0.75mn?.

Hay cdn thén cho cbng sudt cla dién 8p. BL-2524S
danh cho DC-24V, BL-2512S danh c¢cho DC-12V.
Khdng dudc sai 1dm dién 8p, lubn phéi nSi ddy dién
trdng dén + (ddu +), ddy di¢n doen dén - (déu -).

CHARACTERISTICS

1.

2.

Large delivery volume, high delivery pressure, aimed the maximum of this class!
Nén thé tich Idn, nén 8p sudl cao, déy 13 logi dugc x8p vao dang nén 16+ da’

Continuous running in Lhe water all right! Unique motor cooling system enables
continuous running.

Chay lrong nudc lién lyc I61. Hé théng mOId Idm ngudi 130 kha ndng cho mdy bom chay lién lyc.

Double mechanical seal system equipped guarantees the complele shaft sealing.
Hé théing thiét bi dong kin ldng gap doi dugc trang bj dam bdo 6ng théng dang ddng kin hoan loan.
Using 304 Stainless, saltwater-proof aluminum alloy, anti-shock PBT plastics

assure long durability, perfect against saltwater corrosion.
Ding thép 304 khéng i, pha tr6n héu chudn nbng db nuidc mudi nhém, chét déo PBT chéng va
cham manh dém bdo linh 1dv bén, hoan 108n ngdn chdn s¥ &n modn cua nudc mué,

Small size, light, compact, easy 1o handle.
Kich thudc nho, nhe, rén chdc, dé cdm, dé thao tac.

Strainer can be quickly removed wilhoul tool, makes easl o clean inside.

)i nhanh kh ! / :
Trong lrudng hop deng kGt néi ddy dién khéc, Cai loc dvoc théo rép mol cach nhanh chéng mé khdng cdn dung cu, nd duoc lam déng dé sach mél lrong

phai dong trén 0.75 mm? 7. Wire and pump-conneclion part is strengthen by chain, this protecls lhe grand
Thank you lor youe purchase of our pump part and prevents waler leakage into motor room.
Upon recaip! pleasa chicok the following i 4. Don't pull the wire. Don't handie roughly. Déy dién v3 nhing phén ién két may bom duoc kién 6 bdi chudi. nhing phan ndy rdl quan lrong &6 540 vé
Model s exactly whial you Ocenas Don't drop the pump. ¥ NGan nQUa nude N vag lrong buong A1Lo.
« Thore ie 10 O Ht;ﬂflf‘r ifi .‘L:f. Khong Keo g'&‘ ddy adién. leg va d&p manh. I I
 Accessof| RN Khéng lam rot may bom. ICONSTRUGILION NO. NAME QTy
I cane of HOUDK A ELSEOUR R /""T‘ -k FoE=—-| 1 | Motor -
dedes 5. In case using the pump in discharging of Bilge water, 2 | Moter FE‘EG 1
the end of the delivery hose should be up of the water X 3 | Motor Housi B
surface. Otherwise, by syphoning, the water will flow R 0 °:'! Tousing :
back into the bottom of the boal. Al el _
Trong triong hop dang su dung may bom nut nude o D — 5_|Impeller Casing | 1
ddy tau ra ngodi, doan cubi cua éng nén nén duoc dé in tha water § | Strainer __| 1
trén mat nudc. Mat khic, do 6ng ddn nudc, nudc sé 7 | Gland ]
chay 6 lai vao trong day tau. 8 | Oil Scal 1
% 3 : . 3 | Mechanical Seal 1
6. Can use in a litle bit oil mixed water, but don’t use in 10 | Wire Rubb y
gasoline, kerosene, machine oil, and solvents. {re oL
C6 thé dang mét it h6n hop nudc véi dbu, nhung khéng 11_| Wire 1
dung voi xang, xang may bay, ddu may va dung mdi, 12 | Wire Band 1
13 | Rubber Washaer 2
7. Duslclogging in strainer is very often suen, Lhis cause 14 | Chain i1
delivery volume decreasing. Please check the strainer 15 | Chain Slopper 2
occasionally. — 16 | ORing i
idm thé tich méy bom, nén thinh thodng kiém tra cgi A
g g oe: 18 | Stop Ring 1

Be sure to read this manual book before operation
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TROUBLE & REMEDY

Pumping volume
is small

Clogging of foreign subslance
in impeller

Clogging in strainer

Waler leak from delivery hose

Too thin or too long delivery

hose

Volitage down of power source
Weak power source
Wear of impeller

Delivery head is 100 high

Trouble Causing Remedy
Imcocrection of wire connection | Connect securely
Pump does not | Sticking of impelier EEJis‘;ssemble & clean
revolve Disconnection of wire xchange the wire
Miss connection of +& - Connect correctly

Disassemble & clean

Take off the strainer
& clean

Stop leak

Thicken or shorten
the hose

Charge battery
Exchange baltery
Replace impeller

Make low the head

Electricity leaks

L.

The end of the wire is dipping
in the water

Wire connecling partis dipping
in the waler

Looseness of screws in gland
part
8reak down of the mechanical
seal

Pull up the wire

Pull up the part

Tighten the screw

Change mechanical
seal

How to take off the strainer cover: I, "

You can easily find 2 hooks around

the strainer cover. :
hooks inside, then, strainner can

remove by sliding.

Push these
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SPECIFICTION
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DELIVERY
T/

T
MARINE SET

Model BL2524S | BL2512S | BL2524N | BL2512N | BL3224S | BL2512S
QOutlet dia. 25"=(1%) 257={1") 327=(1.2)
‘Delivery Volume | 70%/min.18.5U.S.GJmin | 702/min.18.5U.S.G /min 100/min
Delivery head 4m 6m 4m
Waler temp. 0~60T 0-60TC 0~60°C
Power DC-24V | DC-12V DC-24 0C-12v | .DC-24v | DC-12v
Current 25A 54A 3.8A 7.8A 3.8A 7.8A
Rat’ng conlinuous contnuous continuous
Molor powrer 45W/5400rpm SSWI7000mpm 60W/G800rmpm
Weight 1.3kg 13kg 1.3kg
Standard Accessory Efbow 1 Ebow 1 Elbow |
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DIMENSION

-]

APPLICATION

1.Pumping out water from ice

2.Pumping fresh water in
preserve

3.Discharging of Bilge water

4.Emergency pumping on the
boal

5.Washing on the deck

6.Water exchanging in fish farm

7.For camping use

8.Car washing

INSTALLATION

Install the pump boby(Strainer
cover) on the desired locations.
Use 4-M4 x12 screws to fix the

body.
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