
* * *
Power On

● ○ ○ (Standard)
Setup mode

Tast # # indenfor
10 sekunder efter

power on

○ ● ○
0250

Fabriksindstilling

○ ● ○
1

LED Indikation

○ ● ○
6

Bluetooth
Setup

● ○ ○
1: CB
2: LE

3: CB/LE

CB1200 Konfigurationsskema - Version 1.5

● ○ ○
● = LED tændt
○ = LED slukket

* = Variabel/blinkende LED
Klokke/stjerne = Clr buffer/tilbage , # = Gem

Timeout: 1 minut

● ○ ●
1

Standby

● ○ ●
2

Tast

* * *
1 Toggle gul

2 Toggle grøn
3 Toggle rød

* * *
1 Toggle gul

2 Toggle grøn
3 Toggle rød

0 Toggle buzzer

○ ● ○
2

Tast format

○ ○ ●
1

Singlekey

○ ○ ●
2

Master mode

● ● ○
Wiegand mode

4, 6, 8, 10, 16, 18, 
24, 26, 32, 34

○ ● ●
Wiegand mode
16, 18, 24, 26, 

32, 34

○ ● ○
3

Bluetooth 
format

● ○ ○
Wiegand mode

24, 26, 32, 34, 40, 
42, 48, 50, 56, 58

○ ○ ●
Tast nr. 0 - 255 #
>255 (deaktiver)

(Kun > =
Wiegand 16)

○ ● ○
4

Facility nr.

○ ● ○
5

OEM Setup

● ● ○
OEM
1 - 16

● ● ●
2

Distance

● ● ●
1

Bluetooth
mode

* * *
Kalibrerings-

proces

○ ● ●
1

CB auto
gå-test

○ ● ●
2

LE auto
gå-test

● ● ○
RSSI Værdi

0 - 127

○ ● ●
3

CB
manuelt

● ● ○
RSSI Værdi

0 - 127

○ ● ●
4
LE

manuelt

* * *
Kalibrerings-

proces

● ● ●
3

Kontinuerings-
tilstand

● * *
1: til / fra

○ ● ○
7

Bag. lys.

● ○ ○
1

Lysdæmper

○ ● ○
1

Timeout

● ● ○
1 - 254

sekunder

○ ● ○
2

Styrke

○ ○ ●
0 - 100%

● ○ ○
2

Fast

○ ○ ●
0 - 100%

Værdi OEM Sat til

1 Conlan √

2 NOX √

3 SPC √

4 ATS √

5 Paxton (W) √

6 Satel

7 Siemens

8 Nedap √

9 Roger √

10 S8600 √

11 Paxton (C.D.) √

12 SPCv345 √

13 Paxton (EM) √

14 Unitek C/D √

15 Access  
Technology

√

16 ABA Track 2 √
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