
                 (Default)
Standby

Service Code
Master Code

0250
Factory default

2500
Delete User Codes

00
Edit MC

Code or Card
Red = Rejected

1-8 Digits

01
Edit SC

Code or Card
Red = Rejected

1-8 Digits

* * m
Repeat Code

02
Indication Setup

1
Standby

2
Active

3
Key event

* * *
1 Toggle Yellow
2 Toggle Green

3 Toggle Red

* * *
1 Toggle Yellow
2 Toggle Green

3 Toggle Red
0 Toggle Buzzer

* * *
1 Toggle Yellow
2 Toggle Green

3 Toggle Red
0 Toggle Buzzer

03
OC Setup

1
OC1 Time

0 - 60
Hours

0 - 60
Minutes

0 - 60
Seconds

2
OC2 Time

0 - 60
Hours

0 - 60
Minutes

0 - 60
Seconds

3
OC1 Active

Position

2 - 190
(Default 150)

> OC2 AP

4
OC2 Active

Position

1 - 189
(Default 100)

< OC1 AP

5
OCx Inv

* * m
1 Toggle Inv OC1
2 Toggle Inv OC2

Yellow On OC1 Inv
Green On OC2 Inv

04
Setup Bits

mm * *
Function Status

Red = Off
Green = On

Toggle on Key

1 SC No Timeout
2 MC Self Edit
3 No Buzzer

4 In1 Function
5 And Function
6 Bell Function

05
Smart Enroll

* mmmm
1 - 190

Start Code
Position

* * *
Code or Card

Red = Rejected
Green = Approved

1-8 Digits

06
Backlight

1
Dimmer

1
Timeout

1 - 255
Seconds

2
Idle Strength

0 - 100%

2
Fixed

0 - 100%

08
Backup

1
Save on card

1 All
2 Code (User)
3 Config only

2
Load from 

card

* * *
Show card

* * *
Show card

09
Keypad  

sensitivity

Key in
 1 = low

2 = medium high
3= high
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 = LED On
 = LED Off

* = Variable/flash LED
Bell = Back

# = Save/back
Timeout: 1 Minute

1-200
Code Position

Code or Card
 Red = Rejected

1-8 Digits


