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Installation guide
Installationsvejledning
Montageanleitung
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Front label
(self adhesive) Steel screws Reader unit
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OUTSIDE

25 mm [1"] deep hole.
Hul 25 mm dybt.

 25mm tiefe.

EXTERIOR
EXTERIEUR
AUSSEN

      Installation Installation MontageanleitungEng Dk D
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O20
(O25/32")

O10
(O3/8")

PZ1

Stick the label on the front of the device.
Sæt etiketten på forsiden af enheden.

 ??????? in german.
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Use a PZ1 screwdriver.
Bruge en PZ1 skruetrækker.

 ??????? in german.

      Wiring Kabelforbindelser KabelverbindungenEng Dk D

Cable color Function
Power +, 9 to 24 VDC, ~45mA
Power -, GND
Wiegand D1, Clock
Hold1, 2
Wiegand D0, Data
Input, extRed, activates/disactivates red LED, active LOW (GND)
Input, extBuzz activates/disactivates Buzzer, active LOW (GND)
Input, extGreen, activates/disactivates green LED, active LOW (GND)

CM1200 / CM1200EMV

Cable color Function
Power +, 9 to 24 VDC, ~45mA
Power -, GND
Output 1, Open Collector, active LOW (GND)
Output 2, Open Collector, active LOW (GND)
Input, extGreen, activates/disactivates Green LED, active LOW (GND)
Input, extRed, activates/disactivates red LED, active LOW (GND)
Input, extBuzz activates/disactivates Buzzer, active LOW (GND)
Input, REX, Request of Exit, active LOW (GND)

CM1000 / CM1000EMV

Cable color Function
Power +, 9 to 24 VDC, ~45mA
Power -, GND
Output 1, Open Collector, active LOW (GND)
Output 2, Open Collector, active LOW (GND)
Input 2, active LOW (GND)
A(x-) RS485 bus
Input1, active LOW (GND)
A(x+) RS485 bus

CM300x / CM300xEMV
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         Electrical characteristics          Elektrische EigenschaftenEng DDk

Lock connection LåseforbindelseEng DDk

OPERATING CHARACTERISTICS

Temperature
Humidity

Min. Max. Unit

MILJØBETINGELSER

Temperatur
Fugtighed

Min. Max. Måleenhed

OMGEVING

Temperatur
Luftfeuchtigke

Min. Max. Einheit
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%
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POWER SUPPLY
9 to 24 VDC

STRØMFORSYNING

ENERGIEVERSORGUNG

Eng

E

D

Eng

Dk

D

9 to 24 VDC

9 to 24 VDC

Doorstrike

Doorstrike

VDC

VDC

GND

GND

+VDC

Output2

Output1

Optionally connect Output1.

Eventuelt tilslut Output1.

Optional Output1 anschließen.

Elektriske detaljer

Verriegelungsverbindung
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