
8# 
Splitter and 
Bell function

Insert a number from 1 to 
200 + # to select a Splitter 

and disable Bell Special 
Function.

Insert 0# to activate Bell 

Special Function.
 

Bell Special Function, makes 
the key Bell on the keypad, 
activates Output1 when it is 

pushed.
Splitter, is a position in the user 

array,  all user from this 
position up to 200 activates 

Output2. The inputs before this 
position, activates Output1.

Normal Mode
Insert Service Configuration 

Code 
(default 12347890#)

Blink Menu Level 0 (Green LED blink)
Menu Level 1 (Slow pulsating)
Menu Level 2 (1 fast and 1 slow blink)
LED ON
LED OFF

Insert Minutes + #
(up to 60 minutes)

0250# 
Factory Reset

2500# 
Clear All User 

Registers

1# 
Change User 
Configuration 

Code
(4711 default)

2# 
Change Service 

Configuration Code
(12347890 default)

Insert a 4 to 8 
characters 

code + #

Insert a 4 to 8 
characters 

code + #

Re-insert code 

+ #

1# Standby

2# OUTPUT2 State

3# WrongPIN

4# Backlights -> 4 to toggle 

backlights mode:
  - Always ON
  - Always OFF
  - ON when pushing a key

1 2 3 1# Normal

2# Toggle

3# Inverted

Insert Hours + #
(up to 12 hours)

Insert Seconds + #
(up to 60 seconds)

Insert Minutes + #
(up to 60 minutes)

Insert Hours + #
(up to 12 hours)

Insert Seconds + #
(up to 60 seconds)

Select an Output:

1# Output1

2# Output2

0# Feedback Disabled

Trigger Flank

1 High to Low

2 Low to High

# to save

1# Normal

2# Toggle

3# Inverted

Insert user position 
(from 1 to 200)

# to confirm

Insert Custom 
User Output 

1 or 2
# to confirm

Custom Output 
Mode

1 Normal
2 Toggle 
# to save

Turn ON the 
device

Turn ON the 
device

3# 
LED indications

4# 
Output1 

Activation Time

7# 
Special 

functions

6# 
Feedback

9# 
Custom User 

Output

1 Silent Mode

2 Service Code 

    Timeout

3 Hold Function

4 Rolling code

# to save

ON

OFF

1 Silent Mode

2 Service Code 

    Timeout

3 Hold Function

4 Rolling code

# to save

ON

OFF

5# 
Output2 

Activation Time

5# 
Output2 

Activation Time



1#
Register 

User

2#
Remove 

User

Insert user position 
(from 1 to 200)

# to confirm

Insert user position 
(from 1 to 200)

# to delete

Insert a 4 to 8 
characters code

Normal Mode
Insert User Configuration 

Code 
(default 4711#)

Turn ON the 
device

Turn ON the 
device

Blink Menu Level 0 (Green LED blink)
Menu Level 1 (Slow pulsating)
Menu Level 2 (1 fast and 1 slow blink)
LED ON
LED OFF
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