
                  (Standard)
Setup mode

Key # # within
10 seconds after

power on

0250
Factory default

1
LED Indication

CM1200/CP1200 Configuration scheme, version 2.8

 = LED on
 = LED off

* = Variable/flashing LED
Bell/star = Clr buffer/back

# = Save/back
Timeout: 1 minute

1
Standby

2
Event

* * *
1 Toggle yellow
2 Toggle green

3 Toggle red

* * *
1 Toggle yellow
2 Toggle green

3 Toggle red
0 Toggle buzzer

2
Key format

1
Singlekey

2
Master mode

Wiegand mode
4, 6, 8, 10, 16, 18, 

24, 26, 32, 34

Wiegand mode
16, 18, 24, 26, 

32, 34

3
RFID format

Wiegand mode
24, 26, 32, 34, 

37*, 40, 42, 48, 
50, 56, 58, 64**

Key no 0 - 255 #
>255 (disable)

(Only > =
Wiegand 16)

4
Facility no.

5
OEM Setup

OEM
1 - 16

6
Backlight

1
Dimmer

1
Timeout

1 - 255
seconds

2
Standby 
strength

0 - 100%

2
Fixed

0 - 100%

Value OEM Actual set

1 Conlan √

2 NOX √

3 SPC √

4 ATS √

5 Paxton (W) √

6 Satel

7 Siemens

8 Nedap √

9 Roger √

10 S8600 √

11 Paxton (C.D.) √

12 SPCv345 √

13 Paxton (EM) √

14 Unitek C/D √

15 Access Technology/ 
VX

√

16 ABA Track 2 √

7
Setup Bits

February 2023

8
Keyboard 
sensitivity

1 Low
2 Medium

3 High

*Wiegand mode 37 applies only to CM1200 and not CP1200
** Wiegand mode 64 applies only to EMV cards

         * *
Function Status

Red = Off
Green = On

Toggle on key

1 Reverse RFID
2 RFID priority


