S O Note:
ES 8] 8—Bit (only STATUS) or
16-Bit (STAUS + DATA) output
Uk On 8-Bit, DATA is not valid !
o U o] SN74LS595D
& SN74LS374DWR2 b=
g oo (MosDser S aa
> QB
Control (0) and g; 10 SRCLK Qc
Transmit Data (1) SRCLR QD Status (0)
register 03 vce QF register
o ICLK A RCLK aF
06 [oE_0)*q0E %
o QH
o7 =l MC 6850
o o
. gg 5 ¢ L
o 2% aReF 2 ppo vssH (-
3 q PB1 b RXDE 5
3 iAD% PB21L n RXCLK|->
S ADC7 PB3 L2 > TXCLK
PB4 RTS 2
PBS D=6 J7
N XTAL1/PB6 5 IRQ)—
o XTAL2/PB7 Y] 50}
us 2l
5 pco 2! SN74LS595D st
pc1 < RS
> u2 ATmega328-A  pc2 eer 9 vee -2
< GAL16V8 pPC3 >
Pk Conn_01x12 Conn_01x12
Kg 101 % PC5 = Receive Data (1) onn-Bix
Z 02 el CR164700F 470 RESET/PC6 register
103
104 PDO
105 PD1 _Interrupt:
106 PD2 | Control + indicator for OE1
107 PD3 | Transmit & Receive Data S a3
108 PD4 o
PDS ©
a PD6 )
v
> . PD7 £
GMC10CG391J50NTD 390p z
"l us 0402B104K500HI 100nF  0402B104K500HI 100nF  0402B104K500H!I 100nF
Vss v
PWR_FLAG ¢
c1 L Lo Lo Lo Lo
RC0O603FR-D71K2L 1.2k USB Serial cable I~ <>-r T T T T T

R2 0
g 0402B104K500H! 100nF  0402B104K500HI 100nF

1
default 112
jumpered

Conn_01x02

0402B104K500H!I 100nF

Connector_Generic:Conn_02x08_Counter_Clockwise
Conn_01x06 Conn_02x03_0dd_Even

RXCLK is ignored and not connected
TXCLK is used also for RXCLK

DCD not used, is anyhow always low

RXD fom 6850 socket or external serial port is software selected
Default is RXDE from 6850 socket
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