L TN/ TNC Series

Taiwan Nakazawa

PRECISION CUTTING MACHINE

Easy Operation

The brand new precision vise has the feature of high flexibility,
accurate positioning and strong clamping force.

It can satisfy the variety of workpieces without changing

the clamping system.

High Efficiency

Spindle and motor are the most core parts of the cutting machine.
The high efficient spindle is durable design for demanding
environments. TNC cutter has the excellent performance

even under high-intensity work and toughest conditions.

Automation Function

With EASY FEED function, the sensor will detect at the end of the cycle
and automatically retracting the sample to the starting point

after each operation. In the meanwhile, the buzzer alarm signaling
the completion of section process.

*SMART CUT (option)

Setting the upper limitation of amperage, the cutting

will automatically stop and retreat until finishing the cutter.

This intelligent feeding system has significant reduce

the percentage of the disc fragment during the cutting process
especially for the large workpieces.

TNC-355ASL TNC-230AS




MODEL

(RPM)

ITEM
200AS 230AS 255AS5
200MS 230MS 255MS 255ASL 305ASL 355ASL
APPEARANCE L900*WSB00*H1300mm L980*WS00*H1500mm L102 °'W9:1°'H 1600m
NSW 210Kg 255Kg 330Kg 370Kg 390Kg
Door Open
Automatic: Spindle and Feeding Stop
safety e s Manual: Spindle Stop
Mechanism mergency Stop
Overload Automatic: Stop feeding and back to the starting point
Control Waterproof IP55 Physical Hard Button Panel
Power Supply AC220V/3B0OV ; 60/50Hz ; 3P
Diameter (mm} Y205 Y230 Y255 Y255 Y305 Y355
Cutting
Wheel
Centre hole (mm)| Jp31.75(*25.4) P31.75(*Pp25.4) P31.75(* ) 25.4) P31.75 Pp31.75 P31.75
Rotational Speed 2990 (60Hz) 2990 (60Hz) 2750 (60Hz) 2670 (60Hz) 2250 (60Hz) 1980 (60Hz)

2960 (50Hz)

2960 (50Hz) 2720 (50Hz) 2640 (50Hz) 2230 (50Hz) 1980 (50Hz)

Cutting Motor

1HP (60/50Hz)

7.5/ *10HP

2HP (60/50H
(60/! z) (Frequency converter)

3HP (60/50Hz) 3HP (60/50Hz) SHP (60/50Hz)

Cutting Height{mm) 62 62 72 82 82 100
Opening (mm) MAX.72 MAX.123 MAX.210
VISE
X Movement MAX.35 MAX.50 MAX.40
(mm)
Stroke (mm) 230 300
Cutting Tablg Feeding Method Automutlc Automatic
Manual
Feeding Speed 0-35.5mm/min adjustable
80L
50L B0L
Volume (*200L)
cooli
B
System Size (mm) L530*W330*H320 L60D0O*W270*H500
(Recirculati
on tank)
Circulating Pump 1/8 HP 1/a4HP

Standard Accessories

Cutting Disc*Zpcs, Coolant oil (ZL)*1btl, Toolbox*1set

Cutting Disc*2pcs, Coolant oil (2ZL)*2btl, Toolbox*1set

TNC automatic series with digitalization of

feeding speed adjustment

Cutting capacity
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High rigidity structure provide a stable Each model is equipped with specific vise

basement during operation Customization is available for requirements
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Relative height reference for ASL series Relative height reference for AS/MS series
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